
Bill Barrett Corporation

July 25, 2007

Ms. Diana Mason
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Prickly Pear Unit Federal 16-18D-12-15
SHL: 498' FSL & 226' FWL SWSW 17-T12S-R15E
BHL: 662' FSL & 661' FEL SESE 18-T12S-R15E
Carbon County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill
("APD") regarding the above referenced well, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R649-3-11 pertaining to the "Exception to
Location and Siting of Wells."

• The above-mentioned proposed location is within the Peters Point Unit Area;
• BBC is permitting this well as a directional well in order to minimize surface

disturbance. By locating the well at the surface location and directionally drilling
from this location, BBC will be able to utilize the existing road and pipelines in the
area;

• BBC hereby certifies that it is the sole working interest owner within 460 feet of
the entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant toR649-3-11. If you should have any questions or need further information, please contact
me at 303-312-8129.

Doug Gundry-White RECEIVED 1099 18TH STREETSenior Landman
JUL2 62007 SUITE 2300

DENVER, CO 80202
Djy0FOIL,GASOURS P 303.293.9100
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Fam3160-3 FORMAPPROVED
(April2004) OMBNo.1004-Ol3T

ExpiresMareh31,2007UNITED STATES
DEPARTMENTOF THE INTERIOR 5. L Se al .

BUREAU OF LAND MANAGEMENT
6. IfIndian,AlloteeorTribeNameAPPLICATION FOR PERMIT TO DRILLOR REENTER

n/a

la. Typeofwork: DRILL REENTER 7 IfUnitor CAAgreement,NameandNo.
Priekly Pear Unit/UTU-079487

8. LeaseNameandWellNo.
Ib. Typeof Well: OnWen Wen 0&er SmgleZone MultipleZone Prickly Pear Unit Fed 16-180-12-15

2. Nameof Operator 9. API WellNo.
BILL BARRETT CORPORATION pending

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(includearea cok) 10.FieldandPool,orExploratory
(303) 312-8134 gimeMile/Wasatch-Mesaverde

4. Locationof Well(Report loca#on clearly and in accordancewith anyate requimnene.*) 11.Sec.,T.R.M. or Blk.andSurveyorArea
Atsurface SWSW, 498' FSL, 226' FWL

Sec. 17, T12S-R15E
Atproposedprod zone SESE, 662' FSL, 661' FEL, Sec. 18

14. Distanceinmilesanddirectionfromnearesttownorposto0ice* 12.Countyor Parish
¯¯¯

13. State
approximately 45 miles from Myton, Utah Carbon UT

15. Distancefromproposed* 16.No.of acresinlease 17. SpacingUnitdedicatedtothiswell
locationio nearest
propertyor leaseline,ft.
(Alsotonearestdrig.unit line,if any) 498' SHI662' BH 899.77 40 acres

18. Distancefrom osedlocation* 19.ProposedDepth 20. BLM/BIABondNo.onfile
tonearestwell, ling,completed,
appliedfor,onthis lease,ft. 16' SH/865' BH 7600' Nationwide Bond #WYB000040

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 22 Approximatedateworkwillstart* 23. Estimatedduration
¯

7464' ungraded ground 10/01/2007 45 days

24. Attachments
Thefollowing,completedin accordance withtherequirementsof OnshoreOilandGasOrderNo.1, shallbeattachedio thisfomr

1. Wellplatcertifledby a registeredsurveyor. 4. Bondtocoverthe operationsunlesscovered by anexistingbondon file (see
2. A DrillingPlan. Item20 above).
3. A SutfaceUse Plan(if the locationis on NationalForestSystemLands,the 5. Operatorcertification

SUPOshallbe filedwiththeappropriateForestServiceOffice). 6. Suchothersitespecific informationand/or plansas maybe requiredby the
authorized officer.

25. Signature Name (Pri tee yped) Dat

Title
Env a egulatory An

rove ( ti Name (Printed/Typed) Date

BRADIFY G. HILLTitle OWNVlRONMENTALMANAGER
Applicationapprovaldoesnotwarnmtor certifythattheapplicantholdslegalorequitabletitlelo thoserightsinthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval,ifany,areattached.

Title18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeita crimeforanypersonknowinly and willfullytomaketoanydepartmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatementsor representations astoanymatterwithinitsjurisiction.

*(Instructionsonpage2)

Federal Approval of this

puL
EG

Actiont N essary

RECEIVED

qqotany yp>¤y JUL2gagg7

qq.y yy23
39.-7*,729 omoroikSAS&



BILL BARRETT CORPORATION
Ti2S, Ri5E, S. L. B. &M. Well locotion, PRICKLY PEAR UNIT FEDERAL#16-18D-12-15, located as shown in the

S69°50'W
- 5282.64' (G.L.o.) SW 1/4 SW 1/4 of Section 17, T12S, R15E,

roon eros, cap 5.L.B.&M., Carbon County, Utah.
ZJ'urgo, rii• l BASIS OF ELEVATIONor stones

COTTON TRIANGULATIONSTATION, LOCATED IN THE
NW 1/4 OF SECTION 31, T12S, RT6E, S.L.B.&M.,
TAKEN FROM THE TWINHOLLOW,CARSON COUNTY,
QUADRANGLE,7.5 MINUTEQUAD. (TOPOGRAPHIC MAP)
PUBLISHED BY THE UNITED STATES DEPARTMENTOF
THE INTERIOR,GEOLOGICALSURVEY. SAID ELEVATION

----- ----- IS MARKEDAS BEING 7386 FEET.

LINE TABLE
LINE BEARING LENGTH I
L1 N79'36'32"W | 901.58'

N18 17

THIS IS TO CERTIFYTHAT THE PL OM

sonom PR/CKLY PEAR UN/T FEDERAL /16-180-12-15
,"|,

NO O AC RS ME

Hole (). 61 E/ev. Ungraded Ground = 7464' BEST OF MY KNOWLEDGEAND U

226'

STATE OF UTAHS39'58'2J-gy
...

NB9°48'52"E
- 5227.44' (Meas.)

2644.88' (Meas.) ce
BASIS OF BEARINGS UDifAH ENGINEERING & LAND SURVEYINGs 4 c te, or s on"

85 SOUTH 200 SAST - VERNAL, UTAH 8407846'l#gh, Tee Post BASIS OF BEARINGS IS A G.P.S. OBSERVATION.
(435) 789-1017

LEGEND: (NAD 83) SCALE DATE SURVEYED: DATE DRAWN:LATITUDE = 39 46'04.15" (39,767819) 1" = 1000' 07-05-07 07-10-07
-

90° SYMBOL LONGITUDE= 11016'09.16" (110.269211) PARTY REFERENCES
= PROPOSED WELLHEAD. (NAO27) D.R. K.A. P,M. G.L.O. PLATLATlTUDE= 39 46'04.28" (39.767856) WEA IER FILEA = SECTION CORNERS LOCATED. LONGITUDE= 110°16'06.60" (110.268500) HOT BILL BARRETT
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. PRICKLY PEAR UNIT FEDERAL #16-18D-12-15
LEASE NO. UTU 73668

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defined in 40 CFR
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DRILLING PROGRAM

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #16-18D-12-15

SWSW, 498' FSL, 226' FWL, Sec. 17, T12S-Rl5E (surface hole)
SESE, 662' FSL, 661' FEL, Sec. 18, T12S-R15E (bottom hole)

Carbon County, Utah

1-2. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation | Depth - MD Depth - TVD
Green River Surface Surface
Wasatch 2900'* 2837'*
North Horn 4862'* 4737'*
Dark Canyon 6572'* 6447'*
Price River 6782'* 6782'*
TD 7600'* 7500'*

PROSPECTIVE PAY
*Members of the Mesaverde formation and Wasatch formation (inclusive of the
North Horn) are primary objectives for oil/gas.

3. BOP and Pressure Containment Data

Depth Intervals BOP Eg.uipment
0 - 1000' No pressure control required
1000' - TD 11" 3000# Ram Type BOP

11" 3000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressuretests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

4. Casing Program

I_I.ole SETTING DEPTH Casing Casing Casing
M m) (_TO_) Size M Grade Thread Condition
12 ¼" surface 1,000' 9 5/8" 36# J or K 55 ST&C New

7 7/8" & surface 7,600' 5 ½" 17# N-80 LT&C New
8 3/4"

Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 ½",
20# P-110 LT&C production casing instead of the 17# N-80. BBC is also evaluating the benefit
of using 4-1/2", 11.6#, I-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2" casing design sheet is included in this package. Cement volumes would
be adjusted



O gBill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #16-18D-12-15
Carbon County, Utah

5. Cementing Program

9 5/8" Surface Casing Approximately 240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 ft'/sx) and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =

1.16 ft'/sx) circulated to surface with 100% excess
5 ½" Production Casing Approximately 1480 sx 50/50 Poz Premium cement with

additives mixed at 13.4 ppg (yield = 1.49 ft3/sx). Top of
cement to be determined by log and sample evaluation;
estimated TOC 900'.

Note: Actual volumes to be calculated from caliper log.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 40' 8.3 - 8.6 27 -40 -- Native Spud Mud
40' - 1000' 8.3 - 8.6 27 -40 . 15 cc or less Native/Gel/Lime
1000' - TD 8.6 -9.5 38-46 15 cc or less | LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.
Note: In the event air drilling should occur at this location:

- Fresh water would be used to suppress the dust coming out. The blooie line,
approximately 37' long and 6" diameter, would run from the pit to the wellhead. There is
no ignition system as burnable gas should not be encountered.

- Capacity of compressor: 1250SCFMwith an 1170 SCFM on standby, which would be
located very near the wellbore. The compressor has switches to shut off should any
problems be encountered.

- The rig has mud pumps capable of pumping the kill fluid (fresh water), of which there is
500 bbls on location at all times.

7. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to
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Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #l6-18D-12-15
Carbon County, Utah

8. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3705 psi* and maximum
anticipated surface pressure equals approximately 2055 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

9. Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

10. Drilling Schedule

Location Construction: October 1, 2007
Spud: October 10, 2007
Duration: 15 days drilling time

30 days completion
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Pricklv Pear Unit Federal #16-18D-12-15

SWSW, 498' FSL, 226' FWL, Sec. 17, Tl2S-Rl5E (surface hole)
SESE, 662' FSL, 661' FEL, Sec. 18, Tl2S-Rl5E (bottom hole)

Carbon County, Utah

The onsite for this location was conducted on 7/23/2007.

This directional well is the fourth of four wells to be drilled from this pad (one vertical well and three
directional wells).

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

1. Existine Roads:

a. The proposed well site is located approximately 45 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A and
B).

b. The use of roads under State and County Road Department maintenance is necessary to
access the Prickly Pear Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

c. All existing roads will be maintained and kept in good repair during all phases of
operation.

d. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

e. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

f. An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads are being utilized into the Prickly Pear Unit area. All new
construction will be within the Unit.

2. Planned Access Road:

a. From the existing Prickly Pear road, approximately 0.25 miles (1320') of new access road
is required trending northwest, A road design plan is not anticipated at this time.

b. The new access road will consist of an 18' travel surface within a 32' temporary
disturbance area. The proposed access has been placed to minimize impact to the
environment and natural drainage of the area.

c. BLM approval to construct this new access road is requested with this
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 16-18D-12-15
Carbon County, Utah

d. A maximum grade of 10%will be maintained throughout the project with minimurn cuts
and fills, as necessary, to access the well.

e. The access road will be constructed using standard equipment and techniques. Bulldozers
and/or road graders would first clear vegetation and topsoil from the ROW. These
materials may be windrowed for future redistribution during the reclamation process. The
surface would be crowned to facilitate drainage to a borrow ditch on each side of the
road designed to minimize erosion potential. Following completion of the wells on the
pad, graveling or capping the roadbed would be performed as necessary to provide a well
constructed, safe road.

f. Following completion of all wells planned on the pad, the road will be reduced to an 18-
foot wide running surface and reclaimed according to the specifications of the appropriate
agency or private land owner.

g. A turnout is not proposed.

h. 18" diameter culverts will be installed as necessary. Adequate drainage structures, where
necessary, will be incorporated into the remainder of the road.

i. No surfacing material will come from Indian lands or off-lease Federal lands. BBC
requests that any excess rock from construction of the pad be used for surfacing of the
access road, if necessary. Any additional materials needs may come from either existing
SITLA Materials Permits (334, 385, 396) or from federal wells within the Prickly Pear
unit.

j. No gates or cattle guards are anticipated at this time.

k. Surface disturbance and vehicular travel will be limited to the approved location access
road. Adequate signs will be posted, as necessary, to warn the public of project related
traffic.

1. All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function adequately as
outlined in the Bureau of Land Management and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development, Fourth Edition -

20%.

m. The operator will be responsible for all maintenance of the access road including drainage
structures. It is BBC's intent to maintain the newly constructed access road to this
wellsite.

3. Location of Existine Wells:

a. Following is a list of wells with surface hole locations within a one-mile radius of the
proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 16-18D-12-15
Carbon County, Utah

v. temp shut-in wells one
vi. producing wells nine
vii. abandoned wells two

b. Topographic Map C may not include all wells noted in A. above if new wells have been
drilled since the date of the plat. An additional map has been included indicating current
locations.

4. Location of Production Facilities (see enclosed "proposed facility layout plats"):

a. Some permanent structures/facilities will be shared between this proposed well and
the additional wells to be drilled from this pad. Each well will have its own meter run and
separator. Pending the evaluation of completion operations, additional water and/or oil
tanks may be added if necessary.

b. All permanent above-ground structures will be painted a flat, non-reflective Olive
Black to match the standard enviromnental colors. All facilities will be painted the
designated color at the time of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) may be excluded,

c. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.

d. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall
comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of an electronic flow meter
(EFM) for gas measurement purposes is requested with this application. Use of a
flow conditioner is also being requested (versus straightening vanes).

e. A tank battery(s) will be constructed on this lease. It will be surrounded by a berm
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the tank
battery or will have a secondary containment vessel. All liquid hydrocarbon production
and measurement shall conform to the provisions of43 CFR 3162.7-2 and Onshore Oil
and Gas Order No. 4 for the measurement of oil. BBC requests permission to install the
necessary production/operation facilities with this application.

f. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

g. All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

h. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

i. A gas pipeline (approximately 1411' of up to 10" pipe) is associated with this application
and is being applied for at this time. The proposed gas pipeline will traverse southwest
from the well pad and will trench under the Prickly Pear road to tie in to an existing
surface-laid 12" pipeline.

Page



Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 16-18D-12-15
Carbon County, Utah

j. The proposed steel gas pipeline will be buried, where soil conditions permit, within a 20'
utility corridor immediately adjacent to the 32' disturbed area for the new access road
road (see Topographic Map D).

k. As referred to in (j). above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20' utility corridor but actual disturbance
will be based on the applicable scenario, which in this case would be surface-laid.

Surface-Laid: | 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to be minimal, if any, within the 20'
requested. Total disturbance would be 32'.

Buried: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to include all 20' requested. Total
disturbance would be 52'.

l. The determination to bury or surface lay the pipeline will be made by the Authorized
Officer at the time of construction.

m. BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass
to join the long lengths together. The welded joints will remain on the surface. BBC
intends on connecting the pipeline together utilizing conventional welding technology.

5. Location and Tyve of Water Supplv:

a. Bill Barrett Corporation will use water consistent with approvals granted by the Utah
State Engineer's Office under Application Number 90-1846 (T76109) which expires
March 27, 2008 or an existing water well in Sec. 13, T12S-RI4E granted by the Utah
State Engineer's Office under Application Number 90-1844 (T75896) which expires
September 5, 2007.

b. Water use for this location will most likely be diverted from Nine Mile Creek, the N¼ of
Section 3, T12S-R14E. Bobtail trucks would haul the water, traveling Prickly Pear road
to Harmon Canyon, traveling north to this point of diversion.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be taken off lease.

c. If any additional gravel is required, it will be obtained from a SITLA materials permits or
will be taken from federal BBC locations within the Prickly Pear unit.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

b. Drill cuttings will be contained and buried on site.

Page



Bill Barrett Corporation
Surfàce Use Plan
Prickly Pear Unit Federal 16-18D-12-15
Carbon County, Utah

c. The reserve pit will be located outboard of the location along the southeast side of the
pad.

d. The reserve pit will be constructed so as not to leak, break or allow any discharge.

e. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be anchored
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:l. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

f. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

g. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold
planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

h. Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

i. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

j. After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

k. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

1. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations,

m. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 16-18D-12-15
Carbon County, Utah

n. A flare pit may be constructed a minimum of 110' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare.stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

o. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are fmished.

p. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.

8. Ancillarv Facilities:

a. Garbage containers and portable toilets are the only ancillary facilities proposed in this
application

9. Well Site Layout:

a. The well will be properly identified in accordance with 43 CFR 3162.6.

b. The rig layout and cross section diagrams are enclosed (see Location Layout and Cross
Section Plats).

c. The pad and road designs are consistent with BLM specifications.

d. The pad has been staked at its maximum size of 488' x 172' with a reserve pit size of
200' x 100' (approximately 5.9 acres).

e. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

f. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

g. Diversion ditches will be constructed, if necessary, around the well site to prevent surfàce
waters from entering the well site area.

h. The stockpiled.topsoil (first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

i. Pits will remain fenced until site cleanup.

j. If air drilling occurs, the blooie line will be located at least 100 feet from the well head
and will run from the wellhead directly to the pit.

Page



O O
Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 16-18D-12-15
Carbon County, Utah

k. Water application may be implemented if necessary to minimize the amount of fugitive
dust.

10. Plan for Restoration of the Surface:

a. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

b. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

c. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediately upon release of the drilling rig from
location.

d. The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

e. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site layout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

f. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 16-18D-12-15
Carbon County, Utah

11. Surface and Mineral Ownership:

a. Surface ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

b. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

12. Other Information:

a. Montgomery Archaeological Consultants has conducted a Class III archeological survey.
A copy of the report has been submitted under separate cover to the appropriate agencies
by Montgomery as MOAC Report No. 07-230, dated June 27, 2007.

b. BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites, BBC may air drill the hole to
surface casing depth if necessary.

c. A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24" to 48" wide and is approximately 10' tall.
Combustor placement would be on existing disturbance and would not be closer than 100'
to any tank or wellhead.

Page
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woumme: Utah: West Tavaputs Field
operptor:.BRIBarrett
stringtyper Surface

Location: Carbon County, UT

Design parameters: klinimum design factors: Environment:
Cottapse collaose: H2S considered? NoAtud weight; 9.50 ppg Design factor 1.125 Sutiece temperature: 75.00 °F

Bottom hole temperature: 89 'FDes¡gn is based on evacuated pipe. Ternperature gradient: 1.40 °F/100ft
Min¡mumsection iength: 1,00Q il

Design factor 1.00 Cement top: Surface

Max anticipated surface
;iressure: 2,735 psi

Intemal gradient: 0.22 psi/R
Calculated BHP 2,955 psi Tensíon: Ivorwiirectional string,

8 Round STO: 1.80 (J)
8 Round LTO: 7.80 (J)

Annular backup: 2.50 ppy Buttress: 1.80 ( I)
Premi urn: 1.80 (J)
Body yield 7.80 (B) Re subsequent strings;

Next setting depth 19,000 ti
Tenslor: is cased on imoyed weight Next mud weight: 9.500 ppgNeutrai point: 859 i Next setiing BHP: 4,935 psi

Fracture mud wt: 10.000 pog
Frecture depth: 10,000 R
ínjectíon pressure 5,195 psi

Run Segment Nominä! End True Vert Measured Drift InternalSeq Length Size Weight Grade Finish Depth Depth Diamater Capacity(ft) (in) (Ibs/ft) (ft) (ft) (In) (if)1 1000 9.625 3ô.00 J/K-55 ST&C 1000 1000 8.796 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension TensionSep Load Strength Design Load Strength Design Load Strength Design(psi) (ps¡) Factor (psi) (ps¡) Factor (Kips) (Kiþs) Factor .1 493 2020 4.094 2735 3520 1.29 31 453 14.ô4 J

Rrepared Dominic Spencer Phone: (303) 312-8143 Daté: August 1,2003by: 8111Barrett FAX: (303) 312-8195 Denver, ColoradoRemarks:
Collapse is based on a verucal depth of 1000 ti, a inud weightof 9.5 ppp The casing a considered toðe evacuated for collapseputposes.Collapse strengthis based on the Westcott. Dunlop &Kemiermethod of bla×Isl correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibil¡ty for use of this design willbe thatof the
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wenname: Utah: West Tavaputs
operaton Bill Barrett
Sumptype: ÑfodüCilOD

t.ocanon: Carbon County,UT

Design parameters: Minimum design factors: Environment:
Collaose Collapse: H2S considered? No
Mud weight· 9.50 ppg Design factor i.125 Sutisce temperature: 75.00 '?

Bottomhole temperature: 215 "F
Designis based on evacuated pipe.

. Temperature gradient: 1.40 'F/100/1
Minimuntsectionlength: 1,500 R

Design iactor 1.00 Cementtop: 2,375 A
.nygry;

Max anticipated surface
pressure: 4,705 psi

Intemal gradient 0.02 psVff
Calculated SHP 4,935 psi Tension: Non-directional string.

8 Round STC: 1.80 W)
8 Round LTC: 7.80 W)

Annuler backup: 9.50 ppp Buhress: 1.80 Q)
Premium: 7.80 (J;
Body yield: 1.80 (9)

Tension is based on buoved weipK
Neutral pomi: 8,559 ?

Run Segment Nominal End True Vert Measured Drift interna)
Seq Length Size Weight Grade Fínísh Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (M) (in) (ff)
1 70000 5.5 77.00 .

N-80 LT&C 10000 10000 4.767 344.5

Run Coliapse Conapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Desigñ Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips} Factor
1 4935 6290 1.275 4705 7740 1.ô5 14ô 348 2.39 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: August 1,2003
by: Bi)IBarrett FA)C(303) 312•B195 Denver,Colorado -

Renerkr:
Coßapse is based ona redical depth of 70000 ft. a mud weight et 9.ôppy Thecaskigísconsideredto be evacuated forcûliapse purposes.
00Sapse strengthis based ontheWestcott. Dunlop&Kenner method ofbiameltonecuen for tensica.

Burst suength is not adjustedfor tension.

Engineering responsibäily for use of thisdesign willbe thatof the
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wenname: West Tavaputs General
Operaten SIII Barrett
stringope: Production

Locadorr Carbon Courtly, Utah

Design parameters: Niinimum design factors: Environment:
Collapse Collapse: H25 considered? NoMud weight; 9.50 ppg Designfactor 1.125 Surface temperature: 75.00 'O

Bottomhole temperature: 189 'FDesignis based on evacuated pipe. Temperatutegradient: 1.40 'F/100tt
Minimum section length: 1,500 ft

Designfactor 1.00 Cement top: 2,500 11

Max anticipated surface
pressure: 2,226 psi

internal gradient: 0.22 psl/ft
Calculated BHP 4,01ô psi Tensjon: Directional info - Build & Drop

6 RoundSTO: 1.80 (J) Kick-ofipoint 1900 ft
8 Round LTC; i.80 (J) Departure at shoe: 21ô5 6

No backup mud soeciñed Buttrert L60 (si) Maximum dogieg 2 ViCUä
½emium: L50 (J) inclinabon at snos: 0 '
Body yield: i.50 {B)

Tension is based on buoyed weight.
Neutral point: 7,560 i

Run Segment Nominal End True Vert Maasured Drfft internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(#} (In} (fas/ft) (IT) (†t) (in) (if)
i 8730 5.5 20.00 P-110 LT&C 8138 8730 4.653 353.3

Run Collapse Collapse Collapse Burst Burst Burst Tertsion Tension Tension
Seq Load Strength Design Load Strength Design Load Sirength Design

(psi) (psi) Factor (psi) (psl} Pactor (KIps) (Kips) Factor
1 4016 11100 2.764 4076 12630 3.14 139 548 3.93 J

Prepared DominicSpencer Phone: (303) 312-8143 Date: August 25,2004
by; BillBarrett Corporation FAX:(303) 312-8i95 Denver, Colorado

Rematus:
Collapse is based on a vertical depth of 8738 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse poposes.
Collapse strength is based on the Westcon. Dunlop&Kemier method oftblanal Co¤ection for tension.

Burst strength is not adjusted for tension,
Collapse Strength is (blaxiaHy}derated fordoglegs in tfrectional wells by multiplyingthetensilestress by the cross section area to calculate a tensie load which
is added to the axial Joad.

Engineering responsmity for use of thisdesign wälbe that of the
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wenname: West Tavaputs General -
operatoc Bi/I Barrett Corporation
Stäng type: Production

Design parameters: Min¡mum des¡gn factors: Environment:
Collapse Colianse: H2S considered? NoMud weight: 9.50 ppg Designfactor 1.125 Surface temperature: 60.00 °F

Dealgn is based on evacuated pipe. Bottom hole temperature: 200 °F

Temperaturegradient: 1.40 °F/100tt
Minimum section length: 1,500 i

B,u g,g Cement top: 2,500 ft
Design-factor 1.00

Max anticipated surface
pressure: 2,735 psi

Intemal gradient: 0.22 psyft
Calculated SHP 4.935 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
No backup mud specified. 8 Round LTC: 1.80 (J)

Buttress 1.80 (J)
Premium; 180 (J)
Body víele 180 (8)

Tension is based on buoyed weipit
Neutral point; 8,580 ñ

Run Segment Nominal End True Vert Measured Driff internal
Seq Length Size Weight Grade Pinish Depth Depth Diameter Capacity

(R} (in) (Ibs/ft) (ff) (ft) (in) (ff")
1 10000 4.5 11.60 /-80 LT&C 10000 10000 3.875 231.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (ps!) (psi) Factor (Kips) (K¡ps) Factor
1 - 4935 6350 - 1.287 4935 T780 1.58 100 223 2.24 J

Prepared Dorninic Spencer . Phone: (303) 312-8143 Date: December 13,2005
by: BillBarrett FAX: (303) 312.8195 Denver, ColoradoRemarks.

Collapse is based on a verticaldepth of 10000 ft,a mud weight of 9.5ppg The casing is consideredto be evacuated for collapsepurposes.
Collapsestrength is based on the Westcott, Dunlop&Kemler methodof biarial correction for ¢ension.

Burst afrengtais pot adjusted for tension.

Engineering responsibility for use ofthisdesign w¾be that of the
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PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handles available.
10. Safety valve(s) & subs to fit all drill string connections in use.
I1 Pressure gauge on choke manifold.
12. Fill-up line above the uppermost preventer.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will
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maintained for a period of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and tests will be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulic BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare



O O

BILLBARRETTCORPORATION
TYPICAL3,000 p.s.i. BLOWOUTPREVENTER

RILLINGNIPPLE

FILLUPUNE
LOW LINE

ANNULAR
PREVENTER

PI S

BL MS

DRILUNGSPOOL

CHECK VALVE

CASING HE

I KILLLINE . Minimum2. To Choke Manifold -

Minimum
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BILLBARRETTCORPORATION
TYPICAL3,000 p.s.l. CHOKE MANIFOLD

ADJUSTABLE CHOKE
ADJUSTABLECHOKE

TO MUD/GAS SEPARATORTo uuo/GAS SEPARATOR
S P STACKOUTLET AND/OR PlT(2 IN. MIN.) IAND/OR PlT (2 IN. MIN.)

(3 IN.
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Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Prickly Pear Unit Federal 16-18D-12-15

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219.2 ft
Top of Cement: 0' Lead F U: 700

OD of Hole: 12.250" Tail Volume: 9áG ft .

OD of Casing: 9.625" Tai' FiE 300

I

Lead Yield: 1.85 ft°/sk # SK's Lead: g¡2g
Tail Yield: 1.16 ft /sk I # SK's Tail: $ 67

| % Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 7,600' Lead Volume:; 1692.4 ift
Top of Cement 900' Lead Fill: i 6,700'

OD of Hole:: 8.750"
OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

Lead Yield: 1.49 ft /sk
% Excess:
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Prickly Pear Unit Federal 16-18D-12-15 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/ gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft3
Sk

0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk
Top of Fluid: 0'

Calculated Fill: 700'
Volume: 78.09 bbl

Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/ gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft3
Sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk
0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'

Calculated Fill: 300'
Volume: 33.47 bbl

Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead Cement - (7600' - 900')
50 / 50 Poz Premium Fluid Weight: 13.4 lbm/ gal

3.0 % KCL Slurry Yield: 1.49 ft3
Sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/ sk
3.0 lbm/ sk Silicalite Compacted Top of Fluid: 900'
0.2% FWCA Calculated Fill: 6,700'
0.125 lbm/sk Poly-E-Flake Volume: 391.82 bbl
1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 1480
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WELL DETAILS

Name . +N/-S +El-W Northing Easting Latitude Longitude Slot
NÅ Û Ñ¾Å PRICKLYPEARUF#16-18D-12-15

-20.14 -42.99 7086547.14 1986362.25 39°46'04.141N 110°16'09.15lW N/A

PRICKLY PEAR UF #16-18D-12-15
498' FSL, 226'FR

SECTION DETAILSSECTION 17-Tl2S-RI5E
CARBON COUNTY, UTE See MD Inc Azi TVD +N/-S +El-W DLeg TFace VSee Target

1 0.00 0.00 280.41 0.00 0.00 0.00 0.00 0.00 0.00
2 1060.00 0.00 280.41 1060.00 0.00 0.00 0.00 0.00 0.00
3 1752.97 17.32 280.41 1742.46 18.79 -102.26 2.50 280.41 103.97

M Azimuths to True North 4 3996.20 17.32 280.41 3883.92 139.48 -759.25 0.00 0.00 77L96MagneticNorth:ll.87· 5 4862.41 0.00 280.41 4737.00 162.96 -887.08 2.00 180,00 901.92
6 7412.41 0.00 280.41 7287.00 162.96 -887.03 0.00 28041 901.92 PBHL_16-ISD

Magnetic Field
Strength:52524nT
Dip Angle: 65.65°

Date: 7/16/2007 PBHLModel:bggm2006
162.96' N, 887.08' W
662' FSL, 661' FEL
SECTION 18

KB ELEVATION: 7476' gg
-- GRELEVATION:7461'

KOP e 250

06 0° 10 0 MOSá rtauild 2.50

HOLD I . SHL1500
1 ° 1753 ND Start Wold

-250 E
1222SRF1 EL

I
LUUU

-l 50 -1000 -750 -500 -250 0 250 500
23UU \ West(-)/East(+)[500ft/in]

y WASATCH
3ÙÜÜ

SITE DETAILS3500 1DROP
PRICKLY PEAR UF #13-17 PAD17°399 MDSta Drop-2.00 SECTION17-Tl2S-RI5E

3834 772 \ / Sl8'FSL,269'FWL
\ Site Centre Latitude: 39°46'04.340N

4000 Longitude: 110°16'08.600W

Ground Level: 7461.00HOLD Í Positional Uncertainty; 0.00
0° 862 MD Start Hold Convergence: 0.79

FIELD DETAILS

CARBONCOUNTY, UTAH
NORTH HORN Geodetic System: US State Plane Coordinate System 19833ÙÛÙ · Ellipsoid: GRS 1980

Zone: Utah, Central Zone
Magnetic Model: bggm2006

System Datum: Mean Sea Level
Local North: True North

3300

FORMATION TOP DETAILS

No. TVDPath MDPath Formation
6000¯

DARK CANYON o^ CHORN

3 6447.00 6572.41 DARK CANYON

6500- PRICERIVER
4 6657.00 6782.41 PRICERIVER

-500 0 500 1000 1500 2000 Plan: Plan #2 (PRICKLY PEAR UF #16-18D-12-15/1)
Vertical Section at 280.41° [1000ft/in] CreatedBy: ROBERT SCOTT Date:
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Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARRETT CORP Date: 7/17/2007 Time: 14:46:51 Page: 1
Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #16-18D-12-15
Site: PRICKLYPEAR UF #13-17 PAD Vertical (TVD) Reference: RKB 7476.0
Weil: PRICKLYPEAR UF #16-18D-12-15 Section (VS) Reference: Well (0.00N,0.00E,280.41Azi)
Weilpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase
Field: CARBON COUNTY, UTAH

Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo Datum: GRS 1980 Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Site: PRICKLYPEAR UF #13-17 PAD
SECTION 17-T12S-R15E
518' FSL, 269' FWL

Site Position: Northing: 7086567.87 ft Latitude: 39 46 4.340 N
From: Geographic Easting: 1986404.96 ft Longitude: 110 16 8.600 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7461.00 ft Grid Convergence: 0.79 deg

Well: PRICKLYPEAR UF #16-18D-12-15 Slot Name:
498' FSL, 226' FWL

Well Position: +N/-S -20.14 ft Northing: 7086547.14 ft Latitude: 39 46 4.141 N
+El-W -42.99 ft Easting : 1986362.25 ft Longitude: 110 16 9.151 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: RKB Height 7476.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 7/16/2007 Declination: 11.87 deg
Field Strength: 52524 nT Mag Dip Angle: 65.65 deg
Vertical Section: Depth From (TVD) +NI-S +El-W Direction

ft ft ft deg
0.00 0.00 0.00 280.41

Plan: Plan #2 Date Composed: 7/16/2007
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Ìnål Azim TVD +N/-S -l-El-W DLS Rúild Turn TFÖ Target
ft deg deg ft ft ft deg/100ft deg/100ft degit00ft deg
0.00 0.00 280.41 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1060.00 0.00 280.41 1060.00 0.00 0.00 0.00 0.00 0.00 0.00
1752.97 17.32 280.41 1742.46 18.79 -102.26 2.50 2.50 0.00 280.41
3996.20 17.32 280.41 3883.92 139.48 -759.25 0.00 0.00 0.00 0.00
4862.41 0.00 280.41 4737.00 162.96 -887.08 2.00 -2.00 0.00 180.00
7412.41 0.00 280.41 7287.00 162.96 -887.08 0.00 0.00 0.00 280.41 PBHL_16-18D

Survey

MD Inci Azim TVD N/S E/W VS ÐLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

1060.00 0.00 280.41 1060.00 0.00 0.00 0.00 0.00 0.00 0.00 KOP
1160.00 2.50 280.41 1159.97 0.39 -2.15 2.18 2.50 2.50 0.00
1260.00 5.00 280.41 1259.75 1.58 -8.58 8.72 2.50 2.50 0.00
1360.00 7.50 280.41 1359.14 3.54 -19.28 19.61 2.50 2.50 0.00
1460.00 10.00 280.41 1457.97 6.29 -34.25 34.82 2.50 2.50 0.00

1560.00 12.50 280.41 1556.04 9.82 -53.43 54.33 2.50 2.50 0.00
1660.00 15.00 280.41 1653.17 14.11 -76.81 78.09 2.50 2.50 0.00
1752.97 17.32 280.41 1742.46 18.79 -102.26 103.97 2.50 2.50 0.00 HOLD
1760.00 17.32 280.41 1749.17 19.16 -104.32 106.06 0.00 0.00 0.00
1860.00 17.32 280.41 1844.63 24.54 -133.61 135.84 0.00 0.00 0.00

1960.00 17.32 280.41 1940.10 29.92 -162.89 165.62 0.00 0.00 0.00
2060.00 17.32 280.41 2035.56 35.30 -192.18 195.40 0.00 0.00 0.00
2160.00 17.32 280.41 2131.02 40.68 -221.47 225.17 0.00 0.00 0.00
2260.00 17.32 280.41 2226.49 46.06 -250.76 254.95 0.00 0.00 0.00
2360.00 17.32 280.41 2321.95 51.44 -280.04 284.73 0.00 0.00
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Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARRETT CORP Date: 7/17/2007 Time: 14:46:51 Page: 2
Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #16-18D-12-15
Site: PRICKLYPEAR UF #13-17 PAD Vertical (TVD) Reference: RKB 7476.0
Well: PRICKLYPEAR UF #16-18D-12-15 Section (VS) Reference: Well (0.00N,0.00E,280.41Azi)
Welipath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase
Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft it ft degl100ft deg/100ft deg/100ft

2460.00 17.32 280.41 2417.41 56.82 -309.33 314.51 0.00 0.00 0.00
2560.00 17.32 280.41 2512.88 62.20 -338.62 344.29 0.00 0.00 0.00
2660.00 17.32 280.41 2608.34 67.59 -367.91 374.06 0.00 0.00 0.00
2760.00 17.32 280.41 2703.80 72.97 -397.20 403.84 0.00 0.00 0.00
2860.00 17.32 280.41 2799.27 78.35 -426.48 433.62 0.00 0.00 0.00

2899.52 17.32 280.41 2837.00 80.47 -438.06 445.39 0.00 0.00 0.00 WASATCH
2960.00 17.32 280.41 2894.73 83.73 -455.77 463.40 0.00 0.00 0.00
3060.00 17.32 280.41 2990.20 89.11 -485.06 493.18 0.00 0.00 0.00
3160.00 17.32 280.41 3085.66 94.49 -514.35 522.95 0.00 0.00 0.00
3260.00 17.32 280.41 3181.12 99.87 -543.64 552.73 0.00 0.00 0.00

3360.00 17.32 280.41 3276.59 105.25 -572.92 582.51 0.00 0.00 0.00
3460.00 17.32 280.41 3372.05 110.63 -602.21 612.29 0.00 0.00 0.00
3560.00 17.32 280.41 3467.51 116.01 -631.50 642.07 0.00 0.00 0.00
3660.00 17.32 280.41 3562.98 121.39 -660.79 671.84 0.00 0.00 0.00
3760.00 17.32 280.41 3658.44 126.77 -690.08 701.62 0.00 0.00 0.00

3860.00 17.32 280.41 3753.90 132.15 -719.36 731.40 0.00 0.00 0.00
3960.00 17.32 280.41 3849.37 137.53 -748.65 761.18 0.00 0.00 0.00
3996.20 17.32 280.41 3883.92 139.48 -759.25 771.96 0.00 0.00 0.00 DROP
4060.00 16.05 28Q.41 3945.04 142.79 -777.27 790.28 2.00 -2.00 0.00
4160.00 14.05 280.41 4041.60 147.48 -802.81 816.24 2.00 -2.00 0.00

4260.00 12.05 280.41 4139.01 151.56 -825.01 838.82 2.00 -2.00 0.00
4360.00 10.05 280.41 4237.16 155.02 -843.86 857.98 2.00 -2.00 0.00
4460.00 8.05 280.41 4335.91 157.86 -859.32 873.70 2.00 -2.00 0.00
4560.00 6.05 280.41 4435.15 160.08 -871.39 885.97 2.00 -2.00 0.00
4660.00 4.05 280.41 4534.75 161.67 -880.05 894.77 2.00 -2.00 0.00

4760.00 2.05 280.41 4634.61 162.63 -885.28 900.09 2.00 -2.00 0.00
4860.00 0.05 280.41 4734.59 162.96 -887.08 901.92 2.00 -2.00 0.00
4862.41 0.00 280.41 4737.00 162.96 -887.08 901.92 2.00 -2.00 0.00 NORTH HORN
4960.00 0.00 280.41 4834.59 162.96 -887.08 901.92 0.00 0.00 0.00
5060.00 0.00 280.41 4934.59 162.96 -887.08 901.92 0.00 0.00 0.00

5160.00 0.00 280.41 5034.59 162.96 -887.08 901.92 0.00 0.00 0.00
5260.00 0.00 280.41 5134.59 162.96 -887.08 901.92 0.00 0.00 0.00
5360.00 0.00 280.41 5234.59 162.96 -887.08 901.92 0.00 0.00 0.00
5460.00 0.00 280.41 5334.59 162.96 -887.08 901.92 0.00 0.00 0.00
5560.00 0.00 280.41 5434.59 162.96 -887.08 901.92 0.00 0.00 0.00

5660.00 0.00 280.41 5534.59 162.96 -887.08 901.92 0.00 0.00 0.00
5760.00 0.00 280.41 5634.59 162.96 -887.08 901.92 0.00 0.00 0.00
5860.00 0.00 280.41 5734.59 162.96 -887.08 901.92 0.00 0.00 0.00
5960.00 0.00 280.41 5834.59 162.96 -887.08 901.92 0.00 0.00 0.00
6060.00 0.00 280.41 5934.59 162.96 -887.08 901.92 0.00 0.00 0.00

6160.00 0.00 280.41 6034.59 162.96 -887.08 901.92 0.00 0,00 0.00
6260.00 0.00 280.41 6134.59 162.96 -887.08 901.92 0.00 0.00 0.00
6360.00 0.00 280.41 6234.59 162.96 -887.08 901.92 0.00 0.00 0.00
6460.00 0.00 280.41 6334.59 162.96 -887.08 901.92 0.00 0.00 0.00
6560.00 0.00 280.41 6434.59 162.96 -887.08 901.92 0.00 0.00 0.00

6572.41 0.00 280.41 6447.00 162.96 -887.08 901.92 0.00 0.00 0.00 DARKCANYON
6660.00 0.00 280.41 6534.59 162.96 -887.08 901.92 0.00 0.00 0.00
6760.00 0.00 280.41 6634.59 162.96 -887.08 901.92 0.00 0.00 0.00
6782.41 0.00 280.41 6657.00 162.96 -887.08 901.92 0.00 0.00 0.00 PRICE RIVER
6860.00 0.00 280.41 6734.59 162.96 -887.08 901.92 0.00 0.00 0.00

6960.00 0.00 280.41 6834.59 162.96 -887.08 901.92 0.00 0.00 0.00
7060.00 0.00 280.41 6934.59 162.96 -887.08 901.92 0.00 0.00 0.00
7160.00 0.00 280.41 7034.59 162.96 -887.08 901.92 0.00 0.00
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Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARRETT CORP Date: 7/17/2007 Time: 14:46:51 Page: 3
Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #16-18D-12-15
Site: PRICKLYPEAR UF #13-17 PAD Vertical (TVD) Reference: RKB 7476.0
Well: PRICKLY PEAR UF #16-18D-12-15 Section (VS) Reference: Well (0.00N,0.00E,280.41Azi)
Wellpath: 1 Survey Calculation Method: Mmimum Curvature Db: Sybase
Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

7260.00 0.00 280.41 7134.59 162.96 -887.08 901.92 0.00 0.00 0.00
7360.00 0.00 280.41 7234.59 162.96 -887.08 901.92 0.00 0.00 0.00

7412.41 0.00 280.41 7287.00 162.96 -887.08 901.92 0.00 0.00 0.00 PBHL_16-18D

Annotation

MD TVD
ft ft

1060.00 1060.00 KOP
1752.97 1742.46 HOLD
3996.20 3883.92 DROP
4862.41 4737.00 HOLD
7412.41 7287.00 PBHL

Targets

Map Map <-- Latitude --> <- Longitude ->

Name Description TVD +N/-S +E/-W Northing Easting Deg Min See Deg Min Sec
Dip. Dir. ft ft ft ft ft

PBHL_16-18D 7287.00 162.96 -887.08 7086697.871985473.01 39 46 5.751 N 110 16 20.512 W-Circle (Radius: 200)
-Plan hit
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Weatherford International, Ltd.

Anticollision Report

Company: BILLBARRETT CORP Date: 7/17/2007 Time: 14:47:57 Page: 1
Field: CARBON COUNTY, UTAH
Reference Site: PRICKLY PEAR UF #13-17 PAD Co-ordinate(NE) Reference: Weit: PRICKLY PEAR UF #16-18D-12-15
Reference Well: PRICKLY PEAR UF #16-18D-12-15 Vertical (TVD) Reference: RKB 7476.0
Reference Welipath: 1 Db: Sybase
NO GLOBAL SCAN: Using user defined selection & scan criteria Reference: Plan: Plan #2
Interpolation Method: MD Interval: 100.00 ft Error Model: ISCWSA Ellipse
Depth Range: 0.00 to 7412.41 ft Scan Method: Closest Approach 3D
Maximum Radius:10000.00 ft Error Surface: Ellipse

Plan: Plan #2 Date Composed: 7/16/2007
Version: 1

Principal: Yes Tied-to: From Surface

Summary
<------------- Offset Wellpath -----------> Reference Offset Ctr-Ctr Edge Separation
Site Well Wellpath MD MD Distance Distance Factor Warning

ft ft ft ft
PRICKLYPEAR UF BBICKLY PEAR #13-1NO Plan: Plan #1 V1 1100.00 1100.00 15.95 11.26 3.40

Site: PRICKLYPEAR UF #13-17 PAD
Well: PRICKLYPEAR #13-17-12-15 VERT
Welipath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis Offset Location Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North East Distance Distance Factor Warning
ft ft ft ft ft ft deg ft ft ft ft

1 0.00 0.00 0.00 0.00 0.00 0.00 63.28 7.05 14.00 15.67 No Data
100.00 100.00 100.00 100.00 0.10 0.10 63.28 7.05 14.00 15.67 15.48 82.02
200.00 200.00 200.00 200.00 0.32 0.32 63.28 7.05 14.00 15.67 15.03 24.46
300.00 300.00 300.00 300.00 0.55 0.55 63.28 7.05 14.00 15.67 14.58 14.37
400.00 400.00 400.00 400.00 0.77 0.77 63.28 7.05 14.00 15.67 14.13 10.18

500.00 500.00 500.00 500.00 0.99 0.99 63.28 7.05 14.00 15.67 13.68 7.88
600.00 600.00 600.00 600.00 1.22 1.22 63.28 7.05 14.00 15.67 13.23 6.43
700.00 700.00 700.00 700.00 1.44 1.44 63.28 7.05 14.00 15.67 12.78 5.43
800.00 800.00 800.00 800.00 1.67 1.67 63.28 7.05 14.00 15.67 12.33 4.69
900.00 900.00 900.00 900.00 1.89 1.89 63.28 7.05 14.00 15.67 11.88 4.14

1000.00 1000.00 1000.00 1000.00 2.12 2.12 63.28 7.05 14.00 15.67 11.43 3.70
1100.00 1100.00 1100.00 1100.00 2.34 2.34 143.62 7.05 14.00 15.95 11.26 3.40
1200.00 1199.91 1199.91 1199.91 2.57 2.57 150.53 7.05 14.00 19.25 14.12 3.75
1300.00 1299.56 1299.56 1299.56 2.80 2.79 159.21 7.05 14.00 26.77 21.20 4.80
1400.00 1398.75 1398.75 1398.75 3.05 3.01 165.75 7.05 14.00 38.84 32.82 6.46

1500.00 1497.30 1497.30 1497.30 3.33 3.24 169.99 7.05 14.00 55.41 48.97 8.59
1600.00 1595.02 1595.02 1595.02 3.66 3.46 172.69 7.05 14.00 76.40 69.52 11.11
1700.00 1691.71 1691.71 1691.71 4.05 3.67 174.45 7.05 14.00 101.72 94.40 13.91
1800.00 1787.36 1787.36 1787.36 4.51 3.89 175.66 7.05 14.00 130.81 123.05 16.85
1900.00 1882.82 1882.82 1882.82 5.01 4.10 176.46 7.05 14.00 160.52 152.29 19.49

2000.00 1978.28 1978.28 1978.28 5.54 4.32 177.02 7.05 14.00 190.26 181.54 21.82
2100.00 2073.75 2073.75 2073.75 6.08 4.53 177.42 7.05 14.00 220.00 210.80 23.89
2200.00 2169.21 2169.21 2169.21 6.65 4.75 177.73 7.05 14.00 249.76 240.06 25.75
2300.00 2264.67 2264.67 2264.67 7.22 4.96 177.97 7.05 14.00 279.52 269.32 27.42
2400.00 2360.14 2360.14 2360.14 7.80 5.18 178.16 7.05 14.00 309.28 298.59 28.93

2500.00 2455.60 2455.60 2455.60 8.39 5.39 178.33 7.05 14.00 339.05 327.85 30.29
2600.00 2551.06 2551.06 2551.06 8.98 5.60 178.46 7.05 14.00 368.81 357.12 31.53
2700.00 2646.53 2646.53 2646.53 9.58 5.82 178.58 7.05 14.00 398.58 386.38 32.67
2800.00 2741.99 2741.99 2741.99 10.19 6.03 178.67 7.05 14.00 428.35 415.64 33.71
2900.00 2837.45 2837.45 2837.45 10.79 6.25 178.76 7.05 14.00 458.12 444.91 34.67

3000.00 2932.92 2932.92 2932.92 11.40 6.46 178.84 7.05 14.00 487.89 474.17 35.55
3100.00 3028.38 3028.38 3028.38 12.01 6.68 178.90 7.05 14.00 517.67 503.43 36.37
3200.00 3123.84 3123.84 3123.84 12.63 6.89 178.96 7.05 14.00 547.44 532.69 37.12
3300.00 3219.31 3219.31 3219.31 13.24 7.11 179.02 7.05 14.00 577.21 561.96 37.83
3400.00 3314.77 3314.77 3314.77 13.86 7.32 179.06 7.05 14.00 606.99 591.22 38.49

3500.00 3410.23 3410.23 3410.23 14.47 7.54 179.11 7.05 14.00 636.76 620.48
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Weatherford International, Ltd.

Anticollision Report

Company: BILLBARRETT CORP Date: 7/17/2007 Time: 14:47:57 Page: 2
Field: CARBON COUNTY, UTAH
Reference Site: PRICKLY PEAR UF #13-17 PAD Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #̄16-18D-12-15
Reference Well: PRICKLY PEAR UF #16-18D-12-15 Vertical (TVD) Reference: RKB 7476.0
Reference Wellpath: 1 Db: Sybase
Site: PRICKLYPEAR UF #13-17 PAD
Well: PRICKLYPEAR #13-17-12-15 VERT
Wellpath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

3600.00 3505.70 3505.70 3505.70 15.09 7.75 179.15 7.05 14.00 666.54 649.74 39.68
3700.00 3601.16 3601.16 3601.16 15.71 7.96 179.18 7.05 14.00 696.31 679.00 40.22
3800.00 3696.62 3696.62 3696.62 16.33 8.18 179.22 7.05 14.00 726.09 708.26 40.72
3900.00 3792.09 3792.09 3792.09 16.95 8.39 179.25 7.05 14.00 755.86 737.52 41.20

4000.00 3887.55 3887.55 3887.55 17.57 8.61 179.28 7.05 14.00 785.64 766.78 41.65
4100.00 3983.55 3983.55 3983.55 18.03 8.82 179.31 7.05 14.00 813.61 794.27 42.05
4200.00 4080.47 4080.47 4080.47 18.45 9.04 179.34 7.05 14.00 838.22 818.41 42.31
4300.00 4178.19 4178.19 4178.19 18.82 9.26 179.36 7.05 14.00 859.44 839.18 42.43
4400.00 4276.59 4276.59 4276.59 19.14 9.48 179.37 7.05 14.00 877.23 856.55 42.42

4500.00 4375.55 4375.55 4375.55 19.42 9.71 179.39 7.05 14.00 891.57 870.49 42.30
4600.00 4474.95 4474.95 4474.95 19.65 9.93 179.40 7.05 14.00 902.45 881.00 42.07
4700.00 4574.67 4574.67 4574.67 19.83 10.15 179.40 7.05 14.00 909.86 888.06 41.74
4800.00 4674.59 4674.59 4674.59 19.97 10.38 179.41 7.05 14.00 913.78 891.66 41.30
4900.00 4774.59 4774.59 4774.59 20.07 10.60 99.82 7.05 14.00 914.46 884.01 30.03

5000.00 4874.59 4874.59 4874.59 20.19 10.83 99.82 7.05 14.00 914.46 883.67 29,70
5100.00 4974.59 4974.59 4974.59 20.30 11.05 99.82 7.05 14.00 914.46 883.33 29.37
5200.00 5074.59 5074.59 5074.59 20.42 11.28 99.82 7.05 14.00 914.46 882.99 29.05
5300.00 5174.59 5174.59 5174.59 20.54 11.50 99.82 7.05 14.00 914.46 882.64 28.74
5400.00 5274.59 5274.59 5274.59 20.66 11.73 99.82 7.05 14.00 914.46 882.30 28.43

5500.00 5374.59 5374.59 5374.59 20.78 11.95 99.82 7.05 14.00 914.46 881.95 28.13
5600.00 5474.59 5474.59 5474.59 20.91 12.18 99.82 7.05 14.00 914.46 881.60 27.83
5700.00 5574.59 5574.59 5574.59 21.04 12.40 99.82 7.05 14.00 914.46 881.25 27.53
5800.00 5674.59 5674.59 5674.59 21.16 12.63 99.82 7.05 14.00 914.46 880.89 27.24
5900.00 5774.59 5774.59 5774.59 21.29 12.85 99.82 7.05 14.00 914.46 880.54 26.96

6000.00 5874.59 5874.59 5874.59 21.42 13.07 99.82 7.05 14.00 914.46 880.18 26.68
6100.00 5974.59 5974.59 5974.59 21.56 13.30 99.82 7.05 14.00 914.46 879.82 26.40
6200.00 6074.59 6074.59 6074.59 21.69 13.52 99.82 7.05 14.00 914.46 879.47 26.13
6300.00 6174.59 6174.59 6174.59 21.83 13.75 99.82 7.05 14.00 914.46 879.10 25.86
6400.00 6274.59 6274.59 6274.59 21.96 13.97 99.82 7.05 14.00 914.46 878.74 25.60

6500.00 6374.59 6374.59 6374.59 22.10 14.20 99.82 7.05 14.00 914.46 878.38 25.34
6600.00 6474.59 6474.59 6474.59 22.24 14.42 99.82 7.05 14.00 914.46 878.01 25.09
6700.00 6574.59 6574.59 6574.59 22.38 14.65 99.82 7.05 14.00 914.46 877.65 24,84
6800.00 6674.59 6674.59 6674.59 22.53 14.87 99.82 7.05 14.00 914.46 877.28 24.59
6900.00 6774.59 6774.59 6774.59 22.67 15.10 99.82 7.05 14.00 914.46 876.91 24.35

7000.00 6874.59 6874.59 6874.59 22.82 15.32 99.82 7.05 14.00 914.46 876.54 24.11
7100.00 6974.59 6974.59 6974.59 22.96 15.55 99.82 7.05 14.00 914.46 876.17 23.88
7200.00 7074.59 7074.59 7074.59 23.11 15.77 99.82 7.05 14.00 914.46 875.79 23.65
7300.00 7174.59 7174.59 7174.59 23.26 16.00 99.82 7.05 14.00 914.46 875.42 23.42
7400.00 7274.59 7274.59 7274.59 23.41 16.22 99.82 7.05 14.00 914.46 875.04 23.20

7412.41 7287.00 7287.00 7287.00 23.43 16.25 99.82 7.05 14.00 914.46 875.00
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BIIL BARRETT CORPORATION

LOCATIONLAYOUTFOR
PRICKLYPEAR UNITFEDERAL#13-17-12-15, #12-17D-12-15, /#14-17D-12-15 & #16-18D-12-15
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BILL BARRETT CORPORATION
o TYPICALCROSS SECTIONSFOR

X-Section
scale PRICKLY PEAR UNITFEDERAL#13-17-12-15, #12-170-12-15,

#14-17D-12-15 & #16-180-12-15
1" = loo' SECTION17, T12S, R15E, S.L.B.&M. U fes;

SW 1/4 SW 1/4 Y 't
DATE: 07-10-07
DRAWNBY: P.M. ' s • f.

Alk¾ldSJ" (gjg ' nu

STA. 4+88 \

10' 100' 47 125'
/13- 17
LOCAT/ONSTA

cur
/LL

S TA 2÷32

10° 100' 47 125

Finished Grade Slope= 1 1/2: 1

CUT
/LL

STA 1+00

47 125

FILL

STA. 0+00

APPROX/MA7E ACREAGES
WELL5/7E D/STURBANCE= ±4.199 ACRES

NOTE:
ACCESS ROAD D/57URBANCE = ±1.014 ACRESTopsoil should not be « NOTE:Stripped Below Finished PIPELINE D/S7URBANCE = ±0.648 ACRES Fu W NRW NŒŒŒGrode on Substructure Area-

gy ggy 5% FOR COMPAC710N

APPROXIMATEYARDAGES EXCESS MATERIAL = 5,780 Cu. Yds.
Topsoll & Pit Bockfill = 3,600 Cu. Yds,CUT (1/2 Pit vot)

(6") Topsoil Stripping = 3, 140 Cu. Yds.
EXCESS UNBALANCE = TSO Cu. Yds.Remaining Locotion = 34,570 Cu. Yds. (After interim Rehobilitgtion)

TOTAL CUT = 37,710 CU.YDS.
UINTAN ENGINEERTNG & LAND SURVEYINGFILL = J/,9JO CU.YDS es so. aoo z..e • vemas. usa avora•µss>



BILL BARRETT CORPORATION
PRTCKLY PEAR UNIT FEDERAL #13-17-12-15
#12-170-12-15, #14-17-12-15 & #16-180-12-15

LOCATED IN CARBON COUNTY, UTAH
SECTION 17, T12S, RISE, S.L.B.&M.

TETIO

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHERLY

Uintah Engineering & Land Surveyin8 pgoyos Ü 16 ÍÜ PHoro
85 South 200 East Vernal, Utah 84078 MONTH DAY YEAR

435-7894017 uels@uelsine.com TAKENBY:DJL DRAWNBY: R



MYTON 31.8 ML +I

PROPOSED LOCATION

T13S

LEGEND: BILL BARRETT CORPORATION
PROPOSED LOCATION N PRICKLY PEAR UNIT FEDËñAL#1347-12-15,

#12470-12-19, #1447042-15 & #164804245
SËC'nON 17, T128, RtSE, S.LB.AK

SW 04 SW 04

- Uintah ÈngineeringÃLandSurveyi Õ
Ï¯Õ¯ÕT ŸÌÏ C

85 South. 2OO East VernaL Utah 84078 114 YEAR(435) 789-1017 * FAX (435) 789-1813
SCALE: 100,000 DRAWNBY:CA



RR T12S
14 15
E E

we

PROPOSED I OCATION:
PRICKLi PLAR ENI~I

FED

LEGEND: BILL BARRETT CORPORATION
EXISTING ROAD N PRICKLY PEAR UNIT FEDERAL#134142-15,

----------- PROPOSED ACCEss ROAD #124794245, #1447DJ245 & #164804245
SECTION 17, T125, RiBE, S.LIL&M.

SW 1/4 SW 1/4

ÜÏÃiihËngÌnierÏng& ÏÃnä aurveying ÕTO
¯ÕfÄTÏÏÏ Z

85 South 200 East Vernal, Utah 84978 Å A Ÿ NTH D.M VEAR(435) 789--1017 * FAX (435) "/89-1813
SCALE:1" = 2000' DRA¶TiBY:C‡. REVISED:
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PPUF PROPOSED LOCATION:'
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ADDENDUM TO TOPOGRAPHIC MAP C

U u AtlTe T Noe 005 at 06 VI

----* - 1- 7D

7D
5

STŒrú

S 8 TD
11-7

16 14 y 13

- OD 3-?L

- D '

41-

13
7Wl±

2008Wh



T12S " ' ' R7406
15
E

744

17

,7 r, i

PROPOSFD LOCATION:
PRWAL\ PEAR UNEi UT DER L

70
lud?Ja*M kM 4 1 /

7502

APPROXIMATE TOTAL PIPELINE DISTANCE = 1,411'+
LEGEND: BILL BARRETT CORPORATION

PROPOSED ACCESS RO N PRICKLY PEAR UNIT FEDERAL#13474245,
------------ EXISTING PIPELINE #1247042-15, #14-170-12-15 & #16-1804245
----------- PROPOSED PWitLINE SECTION 17, T125. R15Ë,S.LB.&M.
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OPERATOR CERTIFICATION

Certification:

I hereby certify that I, or someone under my direction supervision, have inspected the drill site and access
route proposed herein; that I am familiar with the conditions which currently exist; that I have full
knowledge of state and Federal laws applicable to this operation; that the statements made in this APD
package are, to the best of my knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed in conformity with this APD package and the terms and conditions under
which it is approved. I also certify that I, or the company I represent, am responsible for the operations
conducted under this application. These statements are subject to the provisions of 18 U.S.C. 1001 for the
filings of false statements.

Executed this t day of ( 2007
Name: Tracey Fallang
Position Title: Regulatory Analyst
Address: 1099 18 Street, Suite 2300, Denver, CO 80202
Telephone: 303-312-8134
Field Representative Fred Goodrich
Address: 1820 W. Hwy 40, Roosevelt, UT 84066

Telephone: 435-725-3515

E-mail:

Tracey Fallang, E i onmental/Regul



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 07/26/2007 API NO. ASSIGNED: 43-007-31312

WELL NAME: PPU FED 16-18D-12-15

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8134

CONTACT: TRACEY FALLANG

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSW 17 120S 150E . .Tech Review Initials Date
SURFACE: 0498 FSL 0226 FWL

§179G BOTTOM: 0662 FSL 0661 FEL £6 I Engineering

COUNTY: CARBON
Geology

LATITUDE: 39.76782 LONGITUDE: -110.2683

UTM SURF EASTINGS:562668 NORTHINGS: 4402035 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-73668 PROPOSED FORMATION: PRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

4/" Plat R649-2-3.

L/' Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: PRICKLY PEAR

(No. WYBOOOO40 )
L Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells
'

Water Permit R649-3-3. Exception
(No. 90-1846 ) / . .

V Drilling Unit
RDCC Review (Y/N)

Board Cause No:(Date: )
Eff Date: ( -// Ao

LJM Fee Surf Agreement (Y/N) Siting: gg ' Let ggc¾ert. NAd
NOR Intent to Commingle (Y/N) y/' R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: '
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PRICKLEY PEAR UNIT
cAuSE: 256-1 I n-162004

TI2S luSE
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[2 15

um.
I a sane-s

5-18D-12ris PPU FED5-UD 12-S

ABIN FIELD

ti-t 12 15 PPU FEDIO-UD 12-15
PPU FED7-17D-12,15
PPU FED1-17D-12r15
PPU FED9 ff-12-15

Bil[ BH[. NINE MILE
[6 15D 12 15 PPLI FED L+ GD t2 IS
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- - FASSERN 5-19O-15 4

I

BHL
BHL 9 zo t 15
II-20D-12-15

OPERATOR: BILL BARRETT CORP (N2165)

SEC:17,18 T.12S R.15E

FIELD: UNDESIGNATED (002)

COUNTY: CARBON

CAUSE:256-1/12-16-2004
Well

GOEN Utah OilGas and Mining
× LOCATION ABANDONED

NEW LOCATION NField Status Unit Status PLUGGED & ABANDONED
ABANDONED [ ] EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE o PRODUCING OILNF PP OIL g SHUT-IN GASCOMBINED NF SECONDARY

÷ SHUT-IN OIL W EINACTIVE i_ NDINC
)s( TEMP. ABANDONED

N

DTED

G THERML A
LN

ECTION S
PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE 2-AUGUST-2007
TERMINATED
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

August 2, 2007

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2006 Plan of Development Prickly Pear Unit
Carbon County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2006 within the Prickly Pear Unit, Carbon County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Price River)

43-007-31307 PPU Fed 10-1]D-12-15 Sec 17 T12S R15E 2081 FSL 0729 FEL
BHL Sec 17 T12S R15E 1980 FSL 1968 FEL

43-007-31308 PPU Fed 08-17D-12-15 Sec 17 T12S R15E 2065 FSL 0701 FEL
BHL Sec 17 T12S R15E 1981 FNL 0658 FEL

43-007-31309 PPU Fed 12-17D-12-15 Sec 17 T12S R15E 0511 FSL 0255 FWL
BHL Sec 17 T12S R15E 1986 FSL 0656 FWL

43-007-31310 PPU Fed 13-17-12-15 Sec 17 T12S R15E 0505 FSL 0240 FWL

43-007-31311 PPU Fed 14-17D-12-15 Sec 17 T12S R15E 0518 FSL 0269 FWL
BHL Sec 17 T12S R15E 0661 FSL 1963 FWL

43-007-31312 PPU Fed 16-18D-12-15 Sec 17 T12S R15E 0498 FSL 0226 FWL
BHL Sec 18 T12S R15E 0662 FSL 0661 FEL

43-007-31313 PPU Fed 08-18D-12-15 Sec 18 T12S R15E 1822 FNL 1430 FEL
BHL Sec 18 T12S R15E 1980 FNL 0660
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Page 2

43-007-31314 PPU Fed 03-18D-12-15 Sec 18 T12S R15E 0526 FNL 0600 FWL
BHL Sec 18 T12S R15E 0661 FNL 1426 FWL

43-007-31315 PPU Fed 04-18-12-15 Sec 18 T12S R15E 0547 FNL 0557 FWL

43-007-31316 PPU Fed 05-18D-12-15 Sec 18 T12S R15E 0540 FNL 0571 FWL
BHL Sec 18 T12S R15E 1982 FNL 0460 FWL

43-007-31317 PPU Fed 06-18D-12-15 Sec 18 T12S R15E 0533 FNL 0586 FWL
BHL Sec 18 T12S R15E 1982 FNL 1448 FWL

This office has no objection to permitting the wells at this
time.

/s/ Michael L. Coulthard

bcc: File - Prickly Pear Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:



state&Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

JON M. HUNTSMAN, JR.
Division of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

August 2, 2007

Bill Barrett Corporation
1099 18th St., Ste 2300
Denver, CO 80202

Re: Prickly Pear Unit Federal 16-18D-12-15 Well, Surface Location 498' FSL, 226' FWL,
SW SW, Sec. 17, T. 12 South, R. 15 East, Bottom Location 662' FSL, 661' FEL,_SE SE,
Sec. 18, T. 12 South, R. 15 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-31312.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.goy OIL, GAS &
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Operator: Bill Barrett Corporation
Well Name & Number Prickly Pear Unit Federal 16-18D-12-15

API Number: 43-007-31312
Lease: UTU-73668

Surface Location: SW SW Sec. 17 T. 12 South R. 15 East
Bottom Location: SE SE Sec. 18 T. 12 South R. 15 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit
a complete angular deviation and directional survey report to the Division within 30 days
following completion of the
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BUREAUOW MANAGEMENT
6. IfIndian,AnoteeorTribeName

APPLICATIONFOR PERMITTO DRILLORREENTER ala

la. Typeofwork DRILL REENTER
2 IfUnitorCAAgreement,NameandNo.

Pric14y Pear Unit/UTUw079487
8. LeaseNameandWeiNo.

Ib. TypeofWA 08 We Ga Weß Ota SinglezoneQMAple Zone FrieldyPear UnitFed 14-189-12-15

2 NameofOperatot 9. API WelÏNo.
BR BAREETT CORPOluTION (gjg

38. Address1099 18thStreet, Sutte 2300 Denver CO 80203 3b. PhoneNo.(incluie area ca 10.FieldandPool,orExploratory
(303) 312-8134 Nixo Mile/Wassteh•Mesaverde

4, LocationofWei (Reportincanonclearlyadm accaniencewe anyßwerepuunena.*) 11.See.,T.R.M.orB1k.andSmveyat Area

Atagfage SWSW, 498' FSL,220' FWL

Atproposedprod.zone SESS,462' FSL, 467 FEL,Sec.18
See. 17, T13S.RIGE

14,Distanceinunleeanddirectionfromnearesttownorpostomces 12 CountyorParish 13 State
approximately45 milesfrom Myton, Utah Carbon UT

15, Cam posed' 16.No.of acresinlease 17 SpacmgUmtdedicated1olhiswell

to orleaseline,ft
otoneprestdrig,amt ime,ifany)498' SH/662' BR 899.77 40 acres

18 Oletancefromosedlocation* 19ProposegDepth 20. BIM/BIABondNo,onfile
tonearest ' ompleted,
app¾edfor,on g. 16' SH/865' BR 7600' Nationwide Sond#WYB000040

2L Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 22. Approximatedateworkwillstart* 23. Estimateddwation
7464' ungraded ground 10/01/2007 45 days

24. Attachments
Thefollowing,completedmaccordangewiththerequirementsofOnshoreOilandGasOrderNo.1,shallheattachedlothisfomr

1 Wellplatcertifiedbyaregisteredarveyor. 4. Bondtocovertheoperationsunlesscoveredbyanexistingbondonfile(see
2. ADrdlingPlag. IfanAbove)
3. A SurfaceUsePlan(if the locationis onNationalForestSystemLands,the 5, Operatorcertification

SUFO shallbefiledwiththeappropriateForestServiceOffice), , Suchotherartespecifiemformationaqdlorplansasmaybereqwredbythe

Approvedby(&gnature) Name(Pnnted/Tyned) Date
/s/ A.LynnJackson /s/ 4.LynnJackson

T* Asciste.ritfield Manager, ,
om= DivisionofResources

Applicationapprov r h autholdslegalorequitabletilleio se beetl owhiohwouldentitletheapplicantto
conductoperationsthereon.
Conditionsofapproval,ifany,areattached.
Title18U.S.C.Segliox1001andTitle43U.S.C.Secdon1212,makeita crimefor kno y andwillfullytomaketoanydepartmentoragencyoftheUmted
Statesanyfidse,fictitiousorfraudulentstatementsorrepresentationsastoanyaa ilsjuns on.

*(Instruenonsonpage2)

CONDITIONSOFAPPROVALATTACHED

RECEIVED
OCT22



BILL BARRETT CORPORATION
Ti2S, Ri5E, S. L.B. &M. Well location, PRICKLY PEAR UNIT FEDERAL#16-18D-12-15, located as shown in theS69°50'W

- 5282,64' (G.L.o.) SW 1/4 SW 1/4 of Section 17, T12S, R15E,
b.LB.&M., Corbon County, Utah.

23'Hist R//• l BASIS OF ELEVATIONof Stones

COTTON TRIANGULATIONSTATION, LOCATED IN THE
NW 1/4 OF SECTION 31, T12S, R16E, S.L.B.&M.,
TAKEN FROM THE TWINHOLLOW,CARBON COUNTY,
QUADRANGLE,7.5 MINUTEQUAD. (TOPOGRAPHIC MAP)PUBLISHED BY THE UNITED STATES DEPARTMENT OF
THE INTERIOR,GEOLOGICALSURVEY. SAID ELEVATION

---- ----- IS MARKEDAS BEING 7386 FEET.

UNE TABLE
LINE BEARING LENGTH

L1 N79°36'32"W | 901.58'

N18 -17

I

---- ---

CERATIFL

THIS IS TO CERTIFYTHAT THE PL OM
sonom PR/CKLY PEAR UN/T FEDERAL /16-180-12-15 ¶,¾NOS O DACTUAALSUR ME

RR GD EHole () 661 Elev Ungraded Ground - 7464' BEST OF MYKNOWLEDGEAND U
226'

ha L
1909 Fress Cap REGI
20' High REGISTRA N38 19

STATE OF UTAH' S69°58'2J~W
-

NB9°48'527
- 522Z44' (Meas.)

2644.88' (Meas.)
H in. BASIS OF BEARINGS UnerAn ENGINEERING & LAND SURVEYING4 e see, 14 or ston"

85 SOUTH 200 FAST - VERNAL, UTAH 84078- g,,g 7,, p,, BASIS OF BEARINGS IS A G.P.S. OBSERVATION.'
(435) 789-1017LEGEND: (NAD 83) scALE DATE suRvEYED: DAlt DRAwN:LATlTUDE = 39°46'04.15" (39.767819) 1" ·= 1000' 07-05-07 07-10-07=

90° SYMBOL LONGITUDE= 11016'09.16" (110.269211) PARTY REFERENCES
= PROPOSED WELLHEAD (NAD 27) D.R. K.A. P.M. G.L.O. PLATLATITUDE- 39°46'04.28" (39.767856) WEATHER FILEA = SECTION CORNERS LOCATED- LONGITUDE= 11016'06.60" (110.268500) HOT BILL BARRETT



BillBarrett Corporation
Prickly Pear Unit Federal 16-18D-12-15
Prickly Pear Unit
Lease, Surface: UTU-73668

Bottom-hole: UTU-73668
Location. Surface: SWISW Sec. 17, T12S, R15E

Bottom-hole: SE/SE Sec. 18, T12S, R15E
(Co-located APDs: Prickly Pear Unit Federal 13-17, 12-17D, 14-17D, and 16-18D)

Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal -- BillBarrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of two years from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, will be considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oiland Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil, Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minoramounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented into place such that the top-of-cement
extends a minimum of 100 feet into the surface casing, leaving no annular space
exposed to open-hole. This shall be verified by a cement bond log (CBL) or other
appropriate tool for determining top-of-cement, unless cement is circulated to
surface.

6. If logging reveals that the cementing objectives were not met, remedial cementing
will be required.

7. Locally, the Green River Formation is known to contain oil, gas, oil shale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion Report.

8. The use of a flow conditioner in lieu of straightening vanes in the gas meter run
cannot be approved withthe information provided. This proposal is not
consistent with the provisions of Onshore Oil & Gas Order No. 5, and as such,
can only be considered for approval as a "variance" from Order No. 5. A written
request for variance would identify the Order No. 5 requirement(s) from which the
variance is being requested, and it would include supporting justificationas to
how the alternate method of measurement would meet or exceed the minimum
standards established in Order No. 5. A variance request for the use of a flow
conditioner would also include the make, model, dimensions, and description of
use for the specific flow conditioner being



UNITEDSTATESDEPARTMENT OF TIIE INTERIOR
BUREAUOF LANDMANAGEMENT

Price Field Office
Price, Utah

SURFACE USE
CONDITIONSOF APPROVAL

ProjectName: Pricidy PoarUnitWinter Drilling Locations

Operator: Bill Bartett Corporation

I Bill Barrett Corporation 2007-2008 Prickly Pear Unit Winter Drilling EA,
Carbon County, Utah with Special Mitigation Measures Section 2.4 Alternative
C.

Under this alternative, the project would be implemented as described in tlie Proposed
Action, including adherenceto The Gold Book standards, except specialmitigation measures
developed by BLM in coordinationwith UDWR would be applied as conditions of approval
to address issues telsted to winter activitics. The following measures would be applied to
mitigate affects to the high country watershed and wildlife;

The specialmitigation mcasures included in Alternative C of the current action will
be added to the previously developedconditions of approval to mitigate affects to the
high country watershed and wildlife. This decision is contingent on meeting all of
the special mitigation measures listed below:

• To prevent erosion, snow must be removed within 48-hours of cessation of each
winter storm producing greater than 4-inches of snowfall;snow removal would occut
only on those roads necessary to access wells and productionfacilities.

•On well pads where winter drilling is occurring, snow must be removed within 48-
hours of cessation of each winter storm producing greater than4-inches of snowfall;
snow removal would occur on the portions of the pad where access with soow
removal equipment is feasible. Snow would be stockpiled in a retention structure per
The Gold Book standards.

• To reduce erosion and soil loss during heavy rain events and snow melt, drakiage
on or around the well pads would be designed to reduce erosion and sedimentation.
Storm water would be diverted away from the well locationswith ditches,berms,or
waterbars above the cut slopes. Rain water or snow melt collected on the well



would be containedand drainedintothe reservepit or directedinto a water retention
ponds to ensureno sedimentleaves the pad.

• The followingtravel restrictions wouldbe adhered to byall types of vehicles from
November 1, 2007, to May 15, 2008, to minimize disturbancesduring periods ofmajor animal movement (6:00-8:00 AM and 5:00-7:00 PM or 6:00-8:00 AM and6:00-8:00 PMduring daylight savings time). These restrictions would be contingenton the presenceof elk and deer in the areas.

- Contractors and vendors for non-critical rig visits would not travel during theseperiods.
-Rig shiftchangeswould be adjusted to not coincidewith theseperiods.
- Routine delivery of drillingsupplieswould not occur during theseperiods.
These restrictionswould not apply to vehicles directly involved in casing, cementingand/or emergency operationsnecessary to maintain viable hole conditions.

• Monitoringwould be required to ensure compliance with restricted travel times androutes from November 1,2007, to May 15, 2008. Theproponent wonid contract with
a third party monitor to assess compliance with these restrictions. Monitoring would
occur at least twice weekly at random intervals and a compliance report would besubtaitted to the Price Field Office on a weekly basis. ßillBarren Corporation 2007-
2008 Prickly Pear Unit WinterDrilling EA 2-18.

• If snow depths equal 16-inches or greater, edges of plowed roads would be opened
at intervals of approximately 0.25 mi to create wildlife exit points and crossing areas
when snow walls develop. Exits would be openedto approximately 15 11,down to
the top of vegetation, and would remain within the ROW.

• Access roads must meet The Gold Book standards, where practicable, prior to the
winter closure to ensure ruts would not be created duringwinter use,

• All pipelines associated with wells would.be buriedwithin the 50-ft pipeline ROW.
BBC could request a waiver if surface conditions are such that blasting would be
reqûlred to bury the pipeline.

• Trucks used for moving rigs would be kept on top of each applicable mesa until the
rig has been fully moved.

• As feasible, all supplies, including casing, would be stockpiled on top of each
applicable mesa prior to the winter closure.

• Traffic accessing the project area for development of the proposed project would
use one of two routes, depending upon their destination (see Figure 2.1 Bill BarrettCorporation 2007-2008 Prickly Pear Unit Winter Drilling &f) for the period from
November 1, 2007, through May 15.,



• For the two pad locationsproposed in section 17, traffic from Karmon Canyon
would follow the existing road throughthe SE1/4of section 15 where it would tum
right (northeast) on another existing road, and proceed to the SW1/4 NWl/4 of
section 13 where it would tum right (southeast)on the existing road and proceed to
the section 17 locations.

• For the two pad locations proposed in section 18, traffic from Harmon Canyon
would follow the existing road throughthe SE1/4 and then the NB1/4 of section 15,
and then along the Interplanetary Airstrip in the N1/2 of section14 and into the
NW1/4 NW1/4 of section 13, where it would follow an existing road in the N1/2 of
section 13 and proceed to the section18 locations. ßill Barrett Corporarion 2007-
2008 Prickly Pear Unii Winter Drilling EA 2-18,

• Other roads previously used would be blocked or signed to prevent use by project-
related traffic. BBC and their contractors would be notified that use of any but the
designated roads would not be allowed.

Mitigation for innpacts from the interconnect pipeline would incInde the
following actions.

• T'hepipeline right-of-way (ROW) would be cleared with a brush hog rather than
beingscalped with a dozer so as to encourage faster regeneration of vegetation.

• The existing two-track within the proposed pipeline ROW would be used as the
alignment for burial of the pipeline to the extent possible, such that reclamation of
the pipeline would inevitably reclaim the two-track. Where the pipeline disturbance
deviates from the two-track, it would be reclaimod.

• Reelamation of the pipeline and two-track ROW, as well as other disturbance
associated with pipelino construction, would be accomplished using the seed mix
identified in Appendix C, Table A of the West Tavaputs DrillingEA (BLM 2004). In
addition, sagebrush tubelings with plant protectors would be planted at a density of
200 tubelings per acre.

• ßBC would remove the existing fence along the pipeline ROW and erect a new
fence to the east at the location identified on Fîgure 2.7 (Bill Barrett Corporation
2007.2008 Prickly Pear Unit Winter Drilling EA) so as to mínimize impedimentsto
greater sage-grouse movements in winter habitat. In addition,as a general measureto
compensate for potential effects of winter activities on greater sagegrouse and
removal of vegetation along the interconnect pipeline route, BBC would lop and
remove pinyom/juniper vegetation on a 10-acre area in the SWl/4 of section 14,
T12S, R14E, as îdentified on Figure 2.8 (Bill Barren Corporation2007-2008 Prickly
Pear Unii Winter Drilling



H Site Specific Conditions of Approval

1. A pre-constructio11 ficid meeting may be conducted prior to beginningany dirt
work approvedunder this APD.The operatorshall contactthe BLM Anthorized
Oftleer Don Stepliens @ 435-636-3608 at least 48-hours prior to beginning
operations sothat the meeting can be scheduled. The operator is responsible for
having all contractorspresent (dirt contractors, drilling contractor, pipeline
contractor,project oversightpersonnel, etc.)includingthe overall tieldoperations
superintendent, and for providing all contractors cop.ies of the approvedAPD(s),
project map and BLM Conditions of Approval pertinent to the work that eachwill
be doing.

2. The following appendices are attached for your reference. They are to be
followed as conditions of approval:

•Applicant-committed environmental protection measures for the West
Tavaputs Plateau Drilling Program (UT-070-2004-28) see attached
Appendix B.
•Applicant Committed Mitigation Measures ßill Barrett Corporation
2007-2008 Prickly Pear Unit Winter Drilling EA (UT-070-07-053)
•Interim reclamation Plan Prickly Pear Federal 13-17-12-15
•TMC1, Browse Hand Planting TubelingMixtures.

3. The area that encompasses the well location and road is environmentally sensitive
including fragile soils and vegetation. The operator may be required to perform
special measures such as mulching, erosion fencing, use of erosionfabric,etc. per
the direction of the BLM Authorized Officer to stabilizeany disturbed areas and
ensure the reestablishment of long-term perennial vegetation.

4. The operator will be responsible for performing any remediationand/or necessary
road upgrading (e.g. elevating, surfacing, culverts, low-water crossings, water-
wings, surfacing, etc,) as directed by the BLM Authorized Officer,resulting frorn
untimely access.

5. All equipment and personnel used during drilling and opnstmetionactivities will
be restricted to only approve access roads.

6. If the well is productive and after completion operations, the road will be
upgraded to a Resource Road status in accordance with the Surface Operating
Standards for Oil & Gas ßxploration and Development,Fourth Bdition and/or
BLM Manual Section 9113 concerning road construction standards on projects
subject to federal



7. All permanent above-groundstructures (e.g., production equipment, tanks, etc.)not subject to safety requirements will be painted to hiend with the naturalcolorof the landscape. The paint used will be a color which simulates "StandardEnvironmentalColors." Thecolor selected for the wells is Olive Black,SWA20-6. All facilitieswill be paintedthe designatedcolorat the time of installation.

8. All trees salvaged fromthe construction of the well pad will be cicarly segregatedfrom the spoil material,to prevent burying of trees in the spoil material.

9. No salvagedtrees will be pushed up against live trees or buried in the spoilmaterial.

10. All areas cot needed for production of the well will be reclaimed within 90 daysof completion if weather conditions are favorabic, unless the BLM AuthorizedOfficer gives an extension.

11. Reserve pits will be closedas soon as possible, but no later than 90 days fromtime of drilling/well completion, unless the BLM Authorized Officer gives anextension. Squeezingof pit fluids and cuttings is prohibited. Pits must be dry offluids or they must be removed via vac-truck or other environmentally acceptablemethod prior to backfilling, re-contouring and replacement of topsoiL Mud andcuttings left in pit must be buried at least 3-feet below re-contoured grado.Theopemtor will be responsible for re-contouring any.subsidenceareas that developfrom closing a pit before it is sufficiently dry. The operator shall contact theBLM Authorized Offleer Don Stephens @ 435-636-3608 at least 48-hoursprior to the filling and reclamation of pits and the start of any reclamationsuch as recontouring and reseeding.

12. The operator will drill seed on the contour to a depth of 0.5 inch, followed bycultipaction to compact the seedbed, preventing soil and seedlosses. To maintainquality and purity, the current years tested, certified seed with a minimumgermination rate of 80% and a minimum parity of 90% will be used. Seedingshall be done after frost has left the ground and prior to May 15.
13. Please contact Don Stephens, Natural Resource Specialist, (435) 636-3608,Bumau of Land Management, Price Field Office, if there are any questions

concerning these surface use COAs.

14. A Paleontologist acceptable to the BLM will monitor during surface disturbingactivities. If palcontologic resources are uncovered during surface disturbingactívities, the paleontologist shall immediately notifÿ the Authorized Officer(AO). The AO will arrange for a determination of significance and, if accessary,reconunend a recovery or avoidance plan. A paleontologist need not be presentfor road and pad construction for the Prickly Pear 9-17-12-15 and for roadconstruction for the Prickly Pear 13-17-12-15,

15. The pipeline(s) shall be



16.During the activities of road maintenance, new road constructíon or the
construction of well pads, if any standing live or dead trees are damaged,cut
down or knockedover by grading or construction equipment, actions would be
taken to remove excessivevegetatíonfromthe road orpad edge. Thesematerials
would either be chipped on site and dispersed along the road or pad edge or
hauled to BLM approvedlocations and piled for disposal in a manner that would
not present a fixelhazard. Piles must be located in openings so that no pile would
bc within 30 feet of standinglive trees. Thepiled vegetation must also be located
adjacent to and accessible by road.

17. An impernteable liner shall be used in the containment area of all permanent
condensate and water tanks.

18,Low profile tanks shall be used on this location.

19. Gas shall be measured on the well pad unless the BLM Authori2edOflicer
authorizes another location.

20. The Mexican Spotted Owl Conservation Measures to avoid impacts:
a. ßmploy best available technology on production wells arid compression

equipment within .5 miles of canyon habitatmodel.

b. Upon discovery of individuals or sightings of this species, halt
construction/drilling activities and notify authorized official.

21. BBC shall participate in a wildlife enhancement project to improve habitat for
male deer and elk, A project to be determinðd with BLM, Utah Division of
Wildlife Resources and BBC.

1Ï! Standard Conditions of Approval .

A. General

1. If any cultural values [sites, artifacts, human remains] are observed during
operation of this lease/permit/right-of-way, they will be left intact and the Pnce
Field Manager notified. The authorized officer will conduct an evaluationof the
cultural values to establish appropriate raitigation, salvage or treatment. The
operator is responsible for informing all persons in the area who are associated
with this project that they will be subject to prosecution for knowingly disturbing
historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator is to
immediately stop work that might further disturb such materials, and contact the
authorized BLM officer (AO). Within five working days the AO will informthe
operator as







withstand normal installation and pit use. In gravelly or rocky soils, a suitable
beddingmuorial such as sand will be usedprior to installing the liner,

11. The reserve pit will be constructed so that at leasthalf of its total volume is insolid outmaterial (belownatural ground Icvel).

12. The reserve pit shall have 2 foot of fi·eeboardmaintained at all times to prevent
overflow of fluids.

11. Culverts will be placed on channel bottomson fmn, uniform beds, whichhavebeen shaped to accept them, and aligned parallel to the charmel to minimizeerosion. Backfillwill be thoroughly compacted.

14. The minimum diameter for culverts will be 18 inches. However, all culverts willbe appropriately sized in accordance with standardsin BLMManua19113.

15. Construction and other project-related trafficwill be restricted to approvedtoutes.
Cross-countryvehicle travel will not be allowed,

16.Maximum design speed on all operator-constructedand maintained roads will notexceed 25 miles per hour.

17. Pipeline construction shall not block nor change the natural course of anydrainage. Pipelines shall cross perpendicular to drainages. Pipelines shall not berun parallel in drainage bottoms. Suspended pipelines shall provide adequate
clearance for maximum runoff.

18. Pipeline trenches shall be compacted during ba kiilling. Pipeline trenchesshall be
routinely inspected and maintaíned to ensure proper settling, stabilization and
reclamation.

19. The pipel.ine right-of-way will be brush-hogged to prevent unnecessarydisturÞance. Only those areas where safety, absolute need for construction orother regulations may warrant the use of topsoiltemoval by blading or scalping,

20. During construetion, eroissions of particulate matter from well pad and road
construction would be minimized by applicationof water or othernon-saline dust
suppressants with at least 50 percent control efficiency. Dust inhibitors(surfacingmaterials, non-saline dust suppressants, and water) will be used as necessary onunpaved roads that present a fugitive dust problem. The use of chemical dust
suppressants on public surface will require prior approval kom the BLM
Authorized Of5cer.

2L The operatorshall submit a Sundry Notice (Form 3160-5) to BLM for approvalprior to construction of any new surface disturbing activities that are not
specifically addressed in the approved
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8. Producedfluids shall be put in test tanks on location during completion work,Produced water will be put in the reserve pit duringcompletionworkper OnsholeOrder #1.

9. The only fluids/wastematerialswhich are authorized to go into the reserve pit areRCRA exempt exploration and productionwastes. These include:
- drillingmuds & cuttings

- rigwash
- excess cementand certain completion & stimulation fluids defined byEPA as exempt

11does not include drillingrig waste,suchas:
- spent hydraulic fluids
- used engineoil

- used oil filter
- empty cement, drilling mud, or otherproductsacks

- empty paint, pipe dope, chemical or otherproduct containers
- excess chemicals or chemical rinsate
Any evidence of non-exempt wastes being put into the reserve pit may result inthe BLM Authorized Officerrequiring specific testing and closuro requirements,

10.If this well is drilled during the fire season (Junc-October),the operator shallinstitute all necessary precautions to ensure that fire hazard is minimized,including but not limited to mowing vegetation on the access route(s) and welllocation(s), keeping fire fighting equipment readily available when drilling, etc.

D. Dry Hole/Reclamation

1. All disturbed lands associated with this project, including the pipelines, accessroads, water management facilities, etc will be expediently reclaimed andreseeded in accordance with the surince use plan and any pertinent site-specificCOAs.

2. Disturbed lands will be re-contoured back to conformwith existing undisturbedtopography. No depressions will be left that trap wateror fonn ponds.

3. Before the location has been reshaped and prior to redistributingthe topsoil, theoperator will rip or scarifythe drilling platform and accessroad on the contour, toa depth of at least 12 inches. The rippers are to beno farther than 24 indhesapart.

4, Distribute the topsoil evenly over the entire location and other disturbedareas.Prepare the seedbed by disking to a depth of4-to-6 inchesfollowingthe contour.
5. Phased reclamation plans will be submitted to BLM for approval prior toindividual POD facility abandonment via a Notice of Totent(NOT)Stmdry Notice.Individual facilities, such as wc11 locations, pipelines, discharge points,impoundments, etc. need to be addressed in these plans as they are no



needed. Individual items that will need to bc addressed in reclamationplans
include:

• Pit closure (CloseASAP after suitablydry, but no later than 90 days from
time of drilling unless an extension is given by BLM AuthorizedOfficer.)
BLM may require closure prior to 90 days in some cases due to landuse or
etivironmental concems.

• Configuration of reshaped topography, drainage systems, and other surface
manipulations

• Wastedisposal
• Revegetationmethods, including specific seed mix (pounds pure live

seed/acre) and soil treatments (seedbedpreparation, fertilization,mulching,
etc.). On private surface,the landowner should be consulted for the specific
seed mix.

• Other practices that will be used to reclaim and stabilize all disturbedareas,
such as water bars, erosion fabric,hydro-mulching,etc.

• An estimate of the timetables for beginning and completing various
reclamation operations relative to weather and local land uses.

• Methods and measures that will be used to control noxious weeds, addressing
both ingress and egress to the individual well oi POD.

• Decommissioning/removal of all surface facilities

6. BLM wiÚnot release the performance bond until all disturbed areas associated
with the APD/POD have been successfully revegetated (evaluation will be made
after the second complete growing season) andhas met all other reclamation goals
of the surface owner and surface managementagency.

7. A Notice of Intent to Abandon and a SubsequentReport of Abandonment mustbe
submitted for abandonment approval.

8. For performance bond release approval, a Final Abandonment Notice (with a
surfàce owner release letter on split-ostate) must be submitted prior to a final
abandontnent evaluation by BLM.

9. Soil fertility testing and the addition of soil amendments may be required to
stabilize somedisturbed lands.

10. Any mulch utilized Ihr reclamation needs to be cortified weed free.

I I. Waterbars are to be constructed at least one (1) foot deep, on the contour with
approximately two (2) feet of drop per 100 feet of waterbar to ensure drainage,
and extended into established vegetation. All wëterbars are to be constructed with
the herm on the downhill side to prevent the soft material from silting in the
trench. The initial waterbar should be constructed at the top of the



Subsequent waterbars shouldfollow the followinggeneral spacing guidelines:

Slope SpacingInterval
(percent) (feet)

52 200
2-4 100
4-5 75
>5 50

E. Producing Well

1. Reclaim those areas not requiredfor production as soon as possible. The fluids
and mud mustbe dry in the reserve pit before re-contouringpit area. Theoperator
will be responsible for re-contouring and reseeding of any subsidence areas that
developfromclosing a pit before it is completely dry.

2. Reduce the backslope to 2:1 and the foreslope to 3:1, unless otherwisedirectedby
the BLM Authorized Offlect. Reduce slopes by pulling fill material up from
foreslope into the toe of cut slopes.

3. Production facilities (including dikes) must be placed on the out portion of the
location and a minimum of 15 feet from the too of the back out unless otherwise
approved by the BLM Authorized Officer.

4. Any spilled or leaked oil, produced water or treatment chemicals must be reported
în accordance with NTL-3A and immediately cleaned up in accordance with
BLM requirements. This includes clean..up and proper disposition of soils
contaminated as a result of such spills/leaks.

5. Distribute .stockpiled topsoil evenlyover thosc areas not required for production
and reseed as recomrnended.

6. Upgrade and maintain access roads and drainage control (e.g., culverts, drainage
dips, ditching,crowning, surfacing, etc.)as necessary and as directed by the BLM
Authorized Officer to provent soil erosion and accommodate safe,
environmentally-soundaccess.

7. Prior to construction of production facilities not specificallyaddressed in the
APD, the operator shall submit a Sundry Notice to the BLM Authorized Officer
for approvaL

8. If not already required prior to constructing and .drilling the well location, the
operator shall immediately upgrade the entire access road to BLM standards
(including topsoiling, crowning, ditching, drainage culverts, surfacing, etc.)
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APPENDIX B:
APPLICANT-COMMITTED ENVIlt0NMENTAL PROTECTION



E4, WestTavaputsPlateau DrißikgProgram B-1

1.0 INTRODUCTION

Appendix B is part ofBBC'sProposedActionfor the WTPDPas describedin Chapter2.0, and BBC will
comply with the standards, procedures, and requirements contained in AppendixB whenimplementing
the Alternatives unless otherwise provided for by the BLM Authorized Officer (AO). Appendix B
describes standardpractices utilized to mitigateadverse effectscaused bysurface-disturbing
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2.0 STANDARDPRACTICE$

The following BMPs/Applicant-CommittedProtectionMeasures (ACEPM)will be applied to all federallands within the WTPPAby BBC to minimize impactsto the environment. Exception, modification,orwaiverof a mitigationrequirememmay be grantedif a thoroughanalysis by BLM determinesthat theresource(s) for which the rnessure was developedwill not be impactedby the project activity, Furthersite.specific mitigation measuresmay be identifiedduring theapplicationfor permit to drill (APD)and/orright-of-way(ROW) applicationreviewprocesses.

2.1 PRECONSTRUCTION PLANNING ANDDESIGN MEASURË$

1. BBC and/ortheir contractors and subcontractorswill conduct all phases of project imþlementation,including well location, road and pipeline construction, drilling and completion operations,maintenance,reclamation, and abandonment in fullcompliancewith all applicable federal,state,andlocal laws and regulations and wíthin the guidelinesspeelfied in approved APDs andROWpermits,BBC will be held fully accountable for their contractor's and subcontractor's compliaticewith therequirements of the approved permit and/or plan.

2. Implementation of site-specific activities/actions will be contingent on BLM determining that theactívity/action complids with thefollowing plans:
. Surface Use Plan and/or Plan of Development; and
- Site.specific APD plans/reports (e.g., road and welipad design plans, cultural clearance, specialstatus plant species clearance, etc.).
The above plans may be prepared by the Companies for the project area or submitted incrementallywitheach APD, ROW application, or SundryNotice (SN).

2.2 ROÁDS

I. BBC will construct roads on private surface in a safe and prudent manner to the specifications oflandowners.

2. Roads on federal surface will be constructed as described in BLM Manual 9113. Where necessary,running surfaces of the roads will be graveled if the base does not already contain sufficientaggregate.

3. Existing roadswill be used when the alignment is acceptable for the proposed use. Generally,roadswillbe required to fóllow natural contours; provide visual scrcening by constructing curves, etc.; and
be reclaimed to BLM standards.

4. To control or reduce sediment from roads, guidance involvingproper road placementand bufferstripsto stream channels, graveling, proper drainage, seasonal closure, and in.some cases, redesignorclosureof old roads will be developed when necessary. Construction may also be prohibited duringperiods when soff material is saturated, frozen, or when watershed damage is likelyto occur.

5, Available topsoilwill be stripped from all road corridors prior to commencement of construction
activities and will be redistributed and reseeded on backsfope areas of the borrow ditch after
completion of road construction activities, Borrow ditches will be reseeded in the first appropriate
season after initial
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2,5 AIR QUALITY

I. BBC will comply withall applicable local,state, and federal air quality laws, statutes,regulations,standärds, and implementationplans.

2. BBCwill obtain all necessaty air quality permitsfromVDAQto construct, test, and operatefacilities.
3. All internal combustionequipment willbekept in good workingorder.

4. TheCompanieswill use water at construction sites,as necessaly, to abate fugitivedust.
5. The Companies will not allow any openburningof garbage or refuse at wellsites or other facilities.
2.6 VEGETATION

L Removal and disturbance of vegetation will be kept to a minimum through construction sitemanagement (e.g., using previously disturbed areas and existing easements, limitingequipment/materials storageyard and staging area size, etc.).

2. Welipads and associated roads and pipelines will be located to avoíd or minimize impacts in areas ofhigh value (e.g., sensitivespecieshabitats,wetiand/riparianareas).

2.7 SOILS

1, Surface-dísturbing activities will be exarnined on a site-specificbasis,evaluating the potential for soílloss and the compatibility of soil properties with project design. Stipulationsand mitigating measureswill be developed on a case-by-case basis to ensure soil conservation and practical management.

2, BBC will restrict construction activities during periods when soils are saturatedand excessive rutting(>4inches with multiple passes) wouldoccur.

3. Salvage and subsequentreplacement of topsoil will occur for surface-disturbingactivities whereverspecified by the AO.

4. Before a surface<listurbing activity is undertaken, topsoildepth willbe determinedand the amount oftopsoilto be removed, along withtopsoilplacement areas, will be specified in the authorization. Theuniform distribution of topsoil over the area to be reclaimed will occur unless conditions warrantavarying depth. On large surfàce-disturbing pmjects topsoilwill be,stockpiledand seeded to reduceerosion. Where feasible, topsoil stockpiles will be designed to maximize surfacearea to reduceimpacts to soíl microorganisms. Areas used for spoil storage will be strippedof topsoil beforespoilplacement,and the replacement of topsoil after spoil removal will be required.

5. BBC will avoid adverse impacts to soils by:
• minimizing the area of disturbance;
, avoiding construction with frozen soil materials to the extent practicable;
• avoidingareas with high erosion potential (e.g., unstable soil, dunal areas,slopes greater than25%, floodplains), WIiere practicable;

• salvaging and selectivelyhandlingtopsoilfrom disturbed areas;
• adequately protecting stockpiled topsoil and replacing.it on the surface duringreclamation;
• 1eavíngthe soil intact (scalping only) during pipeline construction, where
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• using appropriate erosion and sedimentation control techniques íncluding, but not limited to,
diversion terraces,riprap, andmatting;

• promptly revegetating disturbedareas using adaptedspecies;
• applying temporaryerosion control measures sych as temporary vegetation cover, applicationof

mulch,netting, or soil stabiliters; and/or
• constructing barriers,as appropriate, to ruinimize windand watererosionand sedimentationprior

to vegetation establishment

6. Appropriate erosion control and revegetation measureswillbe employed. Grading and landscapingwill be used to minimize slopes, and waterbars will be installedon disturbed slopes in areas with
unstable soils where seeding alone maynot adequately control erosion. Erosioncontrol efforts will
be monitored by the Companiesand necessary modifications madeto control erosion.

7. Suficient topsoil or othersuitablematerial to facilitate revegetation will be segregated fromsubsoils
during all construction operations requiringexcavation and will be returned to the surface upon
completionofoperations. Soilscompacted during construction will be ripped and tilled as necessary
prior to reseeding, Cut and fill sections on all roads and along pipelines will be revegetatedwith
native species.

.8. Any accidental soff contamination by spills of petroleum products or other hazardous meterialswill
¾e cleaned up by the Companies and the soil disposed of or rehabílitated according to applicable
rules.

9. BBC will restrict oñ-road vehicle (ORV) activity by employees and contract workersto the
ímmediate area of authorizedactivity or existing roads and trails,

2.8 RECLAbfATION

L BBC's reclamation goals wíll emphasize: 1) protection of existing native vegetation; 2) minimal
disturbance of the existing environment; 3) soil stabilization through establishment of.ground cover;
and 4) establishment of native vegetation consistent with land use planning.

2. All reclamaríon will be accomplished as soon as possible after the disturbance occurs with efforts
contínning until a satisfactory revegetation cover is established.

3. Seed mixtures for reclaimed areas will be site-specific, cornposedof native species, and will include
species promotíng soiÏstability. A pre-disturbance species composition list will be developed if the
site includes several different plant communities, Livestock palatäbility andwildlifehabitatneeds
will be given consideration during seed mix formulation. BLM Manual 1745, Introduction,
kansplant, Augmentation, and Reestablishment of Flsh, Wildtrie, and Plants, and ExecutiveOrder
No. 11987,Exotic Organisms, will be used as guidance,

4. Interseeding, secondary seeding, or staggered seeding may be used to accomplish revegetation
objectives. During rehabilitation of areas in important wildlife habitat,provision will be madeforthe
establishment of native browse and forb species. Pollow-up seeding or corrective erosion control
measures will occur on areas where inítial reclamation efforts are unsuccessful.

5. Any mulch used by BBC will be weedfree and free from mold, fungi,or noxious weed seeds. Mulch
may include native hay, small grain straW, wood fiber, live mulch,cotton, jute, synthetic netting,and
rock. Straw mulch will contain fibers long enough to facilitate crimping and provide the greatest
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6. BBC will be responsiblefor thecontrol of all noxious weedinfestationson disturbedsurfaces. Aerialapplication of chemicalswill beprohibitedwithin 0.25 mileofspecial status plant locations,and handapplication wíll be prohibited within500 feet. Herbicideapplicationwill be monitored bytheAO.
7. Recontouring and seedbed preparation will occur immediatelyprior to reseeding on the unusedportion of welipads, road ROWs,and entire pipeline ROWsoutside of road ROWs. In the event ofuneconomical wells, BBC will initiatereclamation of the entire welipads, access road, and adjacentdisturbed habitat as soon as possible. BBC assumes the responsibilityto see that their explomtion,development, production, and constmetionoperationsareconductedin a manner whichresultsin theproper reclarnation of disturbed lands. BBC will monitor reclamation to determine and ensuresuccessful establishment of vegetatión. No consent to terminationof any bond will be givenby theAO ùntil all the terms and conditionsof theapprovedpermit(s)have been met.

8, Proper erosion and sedimentcontrol structures and techniqueswill be incorporatedby the Companiesinto the design of welipads, roads, pipelines, and other facijfties, Revegetation using aBLM-approved, locally adapted seed mixture containing native grasses, forbs, and shrubs willbeginin the first appropriate season following disturbance. Vegetation removed will be replaced withplants of equal forage value and growth form using procedures that include:
fall reseeding (September 15 to freeze-up),where feasible;

• spring reseeding (April 30 - May 31) if fall seeding is not feasible;
• deepripping of compacted soíls prior to reseeding;
• surfacepitting/roughening prior to reseedíng;

• utilí2ation of natíve cool season grasses, forbs, and shrubs in the seed mix;
• interseeding shrubs into an establishedstand of grassesand forbsat leastone year afterseeding;• appropriate, approved weed control techniques;

• broadcastpr drill seeding, depending on site conditions; and
• fencing of certain sensitive reclamation sites (e.g., riparian areas, steep slopes, and areas within0.5 mild of livestock watering facilities) as determinednecessary through monitoring.

9. BBC will monitor noxious weed occurrenceon the project area and implement a nbxious weedcontrol prognun in cooperation with BLM. Weed-free certification by county extension agents willbe required for graín or straw used for mulching revegetated areas.

2.9 CANDIDATE PLANTS/SPECIAL STATUS PLANTS

1. Herbicide applications will be kept at least 500 feet from known special status plant speciespopulations or other distances deemed safe by the AO.

2. Wellpads and associated roads and pipelines will be located to avoid or minimize impacts toareas ofhigh value (e.g., special status plant specieshabitats,wetland/riparianareas)
2.10 WATERSHEDS

I. Crossings of ephemeral, intermittent, and perennial streams associated with road and utility lineconstruction will generally be restricteduntil normalflowsare establishedafter spring
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2.11 GEOLOGICAL/PALEONTOLOGICAL RESOURCES

1. Wells,pipelines, and ancillaryfacilitieswill be designed and constructedsuchthat theywillnotbedamaged by moderate earthquakes. Any facilities defined as critical according to the UniforthBuilding Code will be constructed in accordance withapplicableUniformBuildingCode Standardsfor Seismic Risk 2one2B.

2. If paleontological resources are uncoveredduring surface-disturbingactivities, BBC will suspendoperations at the site that will fwther disturbsuch materialsand.immediately conteel the AO, whowill arrange for a determination of significance, and, if necessary, recommend a recovery oravoidancc plan.

2.12 CULTEIRAL/HISTORICAL RESOURCES

L BBC willfollow the cultural resourcesand recovery plan for theproject.

2. If cultural resources are located within frozen soils or sediments that preclude the possibilityofadequatelyrecording or evaluating the fmd, construction work will cease and the site will beprotected for the duration of frozen soil conditions; Recordation, evaluationand recommendationsconcerning further managementwill be made to the AO followingnaturalthaw. The AO wißeonsultwiththeaffected parties and construction work will resume once managementof the threatened sitehas been finalized and the Notice to Proceedhas been issued.

3. BBC will inform theiremployees, contractorsand subcontractors about relevant federal regulationsintended to protect archaeological and cultural resources. Aff personnel will be informed thatcollecting artifacts, including arrowheads, is a violatíon of federal law and that employees engaged inthis activity roay be subject to disciplinaryaction.

2.13 WATER RESOURCES

1. BBC will maintain a complete copy of the SPCC Plan at each fàcility if the facility is normallyattendedat least 8 hours per day, or at the nearest field office if thefacility is notso attended(40 CFR112.3(¢)).

2. BBC will implement and adhere to SPCC Plans in a manner such that any spill or accidentaldischarge of oil will be remediated. An orientation will be conducted by the Companíes to ensmethatproject personnel are aware of the potential impacts that can result fromaccidental spills, as wellas the appropriate recourse if a spill does occur. Where applicable and/or required by law, strçamsatpipeline crossings will be protected from contaminationby pipeline shutoffvalyes or other systems
capable of minimizing accidental discharge.

3. If reserve pit Icakage is detected, operations at the site will be curtailed, as directedby the BLM,unti]the feakage is corrected.

4, BBC will case and cement all gas wells to protect subsurface mineral and freshwater zones.1Japroductivewells and we11sthat have completed their intended purpose will be properlyabandonedand plugged using procedures identified by BLM (federal mineral estate) and/or WOGCC (state andfee mineral
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5. All water used in association withthisproject will be obtainedfrom sources préviously approvedby
the Utah State Engineer'sOffice.

6. Erosion-prone or high salinityareas will be avoided where practicable. Necessaryconstructionin
these areas will be timed to avoid periodsof greatestrunoff.

7. BBC will incorporatepropercontainment of condensateand produced water in tanks and drilling
fluids in reserve pits, and will locate staging areas for storageof equipmentaway from drainagesto
prevent contaminants from enteringsurfacewaters.

8. Prudent use of erosion control measures, including diversion.terraces,riprap, matting, temporary
sediment traps, and water bars will be employed by the Companiesas necessary. These erosion
control measures will be used as appropriateto control surface runoffgenerated at we11pads. The
type and location of sedimentcontrol structures,includingconstruction methods, will be described in
APD and ROW plans. If necessary, BBCmay treatdiverted water in detentionponds prior to release
to meet applicable state or federal standards.

9. BBC will construct channet crossings by pipelines so thatthe pipe is buried at least 3 feet below the
channel bottom.

10. Streams/channelscrossed by roads will have cuiverts installedat all appropriate locationsas specified
in the BLNI Manual 9112-Bridges and Major Culverts and Manual 9113-Roads. Strearns will be
crossed perpendicular to flow, where possible, and all stream crossing structures will be designedto
carry the 25.year discharge event or other capacities as directedby the AO.

11. BBC wi]F reshape disturbed channel beds to their approximate original configuration.

li. The dispösal of all hydrostatic test water will,be done in conformance with BLM Onshore Oil and
Gas Order No. 7. BBC will comply with state and federal regulationsfor water discharged into an
established drainage channel. The rate of discharge will not exceed the capacity of the channel to
convey the increased flow. Waters that do not meet a¡iplicable state or federal standards kill be
evaporated, treated, or disposed of at an approved disposal facility.

13. BBC wit] prepare Storm Water Pollution PreventionPlans (SWPPPs)as required by WDEQNational
PollutionDischarge Elimination System (NPDES) permit requirementson individual disturbances
that exceed 5 acres in size or as required by future changes in regulations,

14. Any disturbances to wetlands and/or watersof the U.S. will be coordinatedwith the COE, and 404
permits will be secured as necessary prior to disturbance.

15. Where disturbance of wetlands, riparian areas, streams, or ephemerallintermittentstreamcharmels
cannot be avoided, COE Section 404 permits will be obtainedby BBC as required,and, in additionto
applicable above-listedmeasures, the followingmeasures will be applied where appropriate:
• wetland areas will be crossed during dry conditions (i.e., late summer,fall, or dry winters);

• streams, wetlands,and riparian areas disturbed during project construction will be restoredto as
near re-project conditions as practical and, if impermeablesofiscontributed to wetland forniation,
soilswill be compacted to reestablish impenneability;

. wetland topsoil willbe selectively handled;
- disturbedareas wíll be recontoured and BLM-approved species will be used for reclamation;
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• reciamation activitieswill begin on disturbedwetlands immediatelyafter completionof project

activities.

2.14 NOISE

I. All engines requiredfor projectactivitieswill be properlymuffled and maíntainedin accordancewith
state and federal laws.

2.18 WILDLIFE, FISRERIES, AND THREATENED AND ENDANGERED(T&E) SPECIES

L To minimize wildlifemortalitydue to vehicle coffisions, BBCwill advise poject personnelregarding

appropriate speed limits in the project area. Roadsno longer required for operationswill be reclaimed

as soon as possible. Potential increases in poaching will be minimized throughemployee and

contractor education regardingwildlife laws. If wildlife law violations are discovered, the offending

employee will be subject to disciplinaryaction by BBC.
2. BBC will protect (e.g., fence or net) reserve, workover, and production pits potentially ha2ntdousto

prohibit wildiffe access as directedby BLM.

3. BBC will utilize wildlife-pioof fencing on reclaimed areas in accordance withstandards specifiedin

BLM Flandbook 1741-1, Fencing, if it is deterrained that wildlife are interferingwith successful
reestablishment of vegetation,

4. Consultation and coordination with USFWS and UDWR wíll be conducted for all mitigation
activities relating,to raptors and T&E species and their habítats, and all pertails required for

movernent removal, and/or establishment ofraptor nests will be obtained.

5, BBC will adhere to all survey, mitigation, and monitoring requírements identified in the Biological
Assessment prepared for this project.

6

2,t6 LIVESTOCK/GRAZING MANAGEMENT

1. BBC will reclaim nonessential areas disturbed during construction activities in the first appropriate

season after well completion.

2. Nonessential areas include portions of the wellpads not neededfor production operations,the borrow

ditch and ontslope portions of new road ROWs, entire pipelineROWs outsideof road ROWs,and all

roads and associated disturbed areas at nonproductíve wells.

3. BBC will repair or replace fences,cattleguards, gates, drift fences, and natural barriers to current

BLMstandards. Cattlegaards will be used instead of gates for livestock control on most road It0Ws.

Livestock will be protected from pipeline trenches, and livestockaccessto existing water sourceswill

be maintained.

4. BBC will review livestock impacts from roadsor disturbance from construction and drilling activities
at least armoally with livestock permittees and BLM. Appropriatemeasureswillbe takento correct
any adverse impacts, should they
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2.17 RECREATION

l. BBC will instruct employees, contractors,and subcontractorsthat camp siteson federal landsor atfederal recreation sites mustnot beoccupiedfor ufore than 14consecutivedays.

2. BBC will require that employees, contractors,and subcontractorsabide by all state and federallawsand regulations regarding hunting.

2,18 VISUAL RESOURCES

1. Pipeline ROWS will be located within existing ROWs wheneverpossible, and aboveground fàcilitiesnot requiringsafetycolorationwill bepainted with appropriatenonrefleetive standard envitonmentalcolors (Carlsbad Canyon or Desert Brown, or other specified standard environmentalcolors) asdetermined by títe AO. Topographioscreening, vegetation manípuistion, project scheduling,andtrafficcontrol procedures may all beemployed,as practicable, to furdier reduce visual impsots.

2. Within VRM Class II areas,BBC will udlize existing topography to screen roads, pipeline corridors,diill rigs, wells, and production facilitiesfrom view where practicable. The Companieswillpaintallaboveground production facilities with appropriate colors (e.g., Carlsbad Canyon or Desert Brown)toblend with adjacent terrain, except for structures that require safety coloration in accordance withOSHA requirements.

2.19 IIEALTH AND SAFETY/HAZARDOUS MATERIALS

1, BBC will utiJize BLM-approvedpottable sanitation facilities at drill sites; place warning signanearhazárdous areas and along roadways;place dumpsters at each construction site to collect and storegafbage and refhse; ensure that all refuse and garbage is transportedto a State-aþproved sanitarylandfill for disposal; and institute a Hazard Communication Program for its employees and requiresubcontractor programs in accostlance with OSHA (29 CFR 1910.1200),

2. In accordance with 29 CFR 1910.1200, a Material Safety Data Sheet for every chemicalor hazardousmaterial.brought on-site will be kept on file BBC's field ofñces.

3. Chedricals and hazardous materials will be inventoried and reported by BBC in accordancewiththe$ARA Title III (40 CPR 335). If quantities exceeding 10,000 pounds or the thresholdplanningquantity are to be produced or stored, BBC will submit appropriate Section 311 and 312 forms at therequired times to the State and County Emergency Management Coordinators and the local firedepartments.

4. BBCwilltransportand/or dispose of any hazarylous wastes, as defined by the ResourceConservationand Recovery Act of 1976 (RCRA), as amended, in accordance with all applicable federal, state,andlocal regulations.

5, BBC comtnits to the following practices regarding hazardousmaterialcontainment,

• All sterage tank batteries that contain any oil, glycol, produced water, or other fluid whichmayconstitute a hazard to public health or safety will be surrounded by a secondary meansofcontainment for the entire contents of the largest single tank in use plus freeboardforprecipitation, or to contain 110% of the capacity of the largest vesset The appropriatecontainrnent and/or diversionary structureè or equipment, including walls and floor, will
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any oli, glycol or producedwaterandshall be constructed so that any dischargefrom a pritharycontainment system,such as a tank or pipe, will not drain, infiltrate, or otherwise escape toground or surface watersbeforecleanup is completed.

• Treaters, dehydrators and other productionfacilities thathave the potential to leak or spill oil,glycol, produced water, or other fluid which may constitute a hazardto public health or safety,shall be placed on or withinappropriatecontainment and/or diversionarystructure to preventspilled or teakingfluid from reaching ground or surface waters. The apptopriate containmentand/or diversionary structure will be sufficiently imperviousto oil, glycol, prdduced water, orother fluid and will be installedso that any spill or leakage willnotdrain, infiltrate,or otherwiseescape to ground or surface waters prior to completionof cleanup.

Notice of any spill or leakage,as defined in BLMNTL3A, will be immediatelyreported to theAO by the Companies as well as to such other federal and state officialsas required by law. Oralnotteewill be given as soon as possible, but within no morethan24 hours, and thoseoral noticeswill be confirmed in writing within 72 hours ofany such



Applicant Committed MitigationMeasures BillBarrett Corporation 2007-2008
Prickly Pear Winter Drilling EA

BBC would build all roads, pipelines and well pads prior to the start of the winter timingrestrictions on November 1, 2007, assuming proper approvalshave been received.

BBC wouldimplement actions included in the Proposed Action as described in Section2.4, Altemative C, of the West Tavaputs Drilling EA approvedon July 24, 2004.Alternative C was selected as part of BLM's decision to implementthe original drillingprogram.

Access roads would be maintained as necessary to prevent erosion and accommodateyear-round traffic. The roads would be maintained in a safe and useable condition. and toensure proper drainage. All roads and other applicable surface disturbing activitieswould conform, as practicable, to the standards outlined in The Gold Book and PriceField Offìce's Hydrological Modißcation Standards forRoads.

No surfacing material would come from Indian lands or off-Icasefederal lands. BBCwould use any excess rock from construction of the pad for surfàcing the access road, asnecessary. Any additional materials needs wouldcome either from existing State of UtahSchool and Institutional Trust Lands Administration (SITLA) Materials Permits (334,385, and396) or from federal wells within the Prickly Pear unit.

All surface disturbing adtivities would be supervised by a qualified companyrepresentative to ensure the terms and conditions of the APD, as well as specifications inthe approvedplims, are complied with.

All cut and fill slopes would be constructed so that their stability would bemaintained forthe life ol' the project. Diversion ditches or berms would be constructed, if necessary,around a well pad to prevent surface waters from catoring or exiting the well site area. Atleast 2 ft of freeboard would be maintained within the reserve pit.

The stockpiled topsoil (first 6 inches or maximum available) would be stored in awindrow on the uphill side of the location. All topsoil would be stockpiled forreclamation in such a way as to prevent soil loss and impacts.

The well pads would be maintained to ensure that drainages are kept open and free ofdebris, ice and snow,.and that surfaces are properly treated to reduce erosion, fugitivedust, and impacts to adjacent areas. Pits would remain fenced until they are reclaimed.

Pipelines would be buried within a 50-ft wide pipeline right-of-way using standardpipeline installation procedures. Proposed well pads and access roads would facilitatestaging for pipeline construction. If the surface condition is such that it would requireblasting to bury a pipeline, BBC would ask BLM for a waiver to the requirement foraburied pipeline, and instead request that the pipeline be placed on the



The cultural inventory resulted in the identificationof three previously recordedsites,allof which are evaluatedas eligible to the National Register of Historic Places. Due to theproximity of two of the eligible prehistoric sites (42Cb2486 and 42Chl928) to theínterconnect pipeline ROW, all ground disturbances would be kept on the south sideofthe existing fence that parallels the pipeline to avoid site 42Ch2486. Temporaryprotective fencing wouldbo placed around the boundary of 42Chl928 to facilitateitsavoidance. Finally,becauseof thepotential for buried culturalfeaturesand the proximityof these two sites, monitoringof all ground disturbanceactivities would occur. Theboundary of site 42Chl733 along the interplanetary roadwould befencedwith teroporaryprotective foncing prior to commencement of the project to protect this eligible culturalsite.

BBC would have traffic monitors at the top and bottom of the Harmon Canyonroad tocontroltraffic to insure safety and give priority to non-oiland gas vehicles.
To better understand sage grouse utilization of winter habitat and the effect of othermitigationefforts, BBC would contribute $10,000to the UDWRto continue greater sage-grouse telemetry



SITE SPECIFIC RECLAMATION PLAN
PRICKLYPEAR UNIT FEDERAL 13-1.7-12-15

The following document provides plans for interim/reclamation of the Prickly PearUnit Fodeml13•I T-12-15 well pad, T'he reclamationobjective is to reestablish a desirableand diversevegetative cover that would provide wildlife habitat,grazing, and other land uses comparable tothose available prior to disturbance, as soon as is practicable after construction is completed onall portions of the pad not used for operations, Reclamationwill also minimize potential forerosionand allow for invasionof thesurroundingnativevegetation.
ON-SITE CONDITIONS PRICKLY PEAR 13-17-12-15
This location is not constructed at this time. The area currently is a combination of mountainshrub, pinyon and junipercommunities. Soil depth averages 14", withtheA-horizon <1" and B-horizon 9",

The surfacearea containsapproximately 80% of small rock;subsurface contained lessthan10%.Topsoil salvage and the removal of existing vegetation will be implemented to maximizematerial for both interim and final reclamation. Vegetative debris (trees and shrubs) will beremovedand stock piled adjacent to the pad where it will be used for interim reclamation. Thetopsoil wiß be windrowed and piled to facilitate easy distributionfollowingthe completíonof thewell.

Thefollowingreclamation procedures would be applicablefor all interimandfinalreclamations.
SURFACE PREPARATFON
Arcas to be reclaimed would be recontoured to create topography conducive to re-vegetationandminimizing crosion potential. Channels would be constructed and tiprap would bc used asappropriate to ininimize the potential for erosion. Once the concours were established anddrainage in place, the entire disturbed area will be tipped perpendicular to the slope direction to adepth of 6-10 inches to facilitate root penetration. Following the ripping, any available topsoil(growthmedia) will be spread to a uniform depth over theentire area.

Existingnative topsoil A&B horizons are not well defined, The A horizon is less then one inchand the B-horizon is approximatelyfour inches. Approximately 14 lachesof material (referenceÇ horizon) has root penetration and would be a suitable growth media if supplemented with aslow release broad based fertilizer such as 16- T6-8. The existing spoil pile is not suitable growthmedia and should be redistributed in a manner to facilitate a top dressing of two to six inches ofgrowthmedia,

The reclaimed surface would not be smoothed out, but rather left rough, uneven, and pock-marked to create an uneven surface to diminish the likelihood of erosion (gulliesand rills),capture precipitation, and enhance the success of revegetation.
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The margins of the well pad location will be modifiedto createuneven fingersof undisturbedvegetation alternating into the margins along both sidesof the disturbed ares. This is donetodid3inisha straight line of contrast betweendisturbed and undisturbedland areas.
In addition, a large trackhoe would be used to excavateclumps of surrounding vegetation,(approximately 3' x 3' x 3') from random locations adjacent to the pad within 50 footofdisturbance and plant these clumps randomly over the disturbed area. Approximately 20 suchclumps will be planted.

Any pre-existing vegetation, dead trees, large rocks, etc., wouldbo put back on the recontouredsurface to further enhance water retention, reducocrosion, provide shade, and make the site moreaesthetically compatible with adjacentundisturbed areas.

REVEGETATION
Following surface preparation, the site would be reseededwith a drill seeder in areasthat arerelativelý flat (less and 30% slopes). In areas with slopes in excess of 30% greater than a lateraldistance of 50 feet, a wood fiber mulch in combination with a tackifer and fertilizerwould beapplied with a hydroseeder.

Drill Seeding
A drill seeder would be the most effective method to establish vegetation on accessible areas. Ifa rangeland drill is used, the seed mix will be incorporated into the drill using correct depthanddensity of stocking for the various native species. If a conventional grain drill is used, the largeseeds (primarily shrubs and some forbs) would need to be hand broadcast prior to drillingbecausethe larger seeds tend to plug the drill and frequently result in poor distribution.

Thesite should be drilled in multiple, cross, overlapping patterns, This would eliminate therowcrop appearance of the site. Depending on dme of year when drill seeding is implemented,anapplication of approximately 200 lb/acre of a broad based, slow release fertilizer such as 16-16-8will enhance establishment. If seeding is implemented in spring (March throughMay), thefertilizer would be spread concurrently with ripping the site. If planting is scheduled forfall,fertilizer would be spread the following spring after germimition and when the plants havehardened off. The fertilizer would facilitate establishment of vegetation and increasesurvivability for the first two to three growing seasons.

Methodology-Seeding and Mulching
A hydro-seeder, capable of applying material at a minimum of 150 feet, would be usedonsteeper terrain to minimizedamage to the prepared seedbed. The hydro-seeder wouldspray themajorityof the site from the adjacent road or workingarea of the we11pad. In areas too distantto spray from the pad, a hose line may be required. Thehydro-seederwill avoid drivingoverascatifledarea unless necessary.

Due to the semi-arid conditions in the project area, a two-phaseapplication is recommended.The first phase vvould overspray the disturbed site with the BLM recommended seed mixin
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combinationwith 100 lbs of wood fiber mulch, 40 lbs of organictackifier, and 300 gallons ofwaterper acre. Thisapplication wouldensureseed/groundcontact. Themulchprovides a visualmarkerto ensure even coverageand consistent seeddistribution. Theorganic tackifierbindstheuppermost ¼ inch of soil in place to minimize erosion, and keeps th¢ MUlch and fertilizer inplace on the steeperslopes.

The second phase would overspray 1,500-2,000 lbs of wood fiber mulch in combination with200 lbs of 16-16-8 fertiliter/nore. On slopes greater than 50% an additional 40 lbs of organictackifier would be added. The mulch overspray should follow the seed application within24hoursto minimize depredation of seeds by birds and rodents.

Steep Areas (1:1 or Greater) ( Excluding Rock Escarpments)Tuadditionto the hydro mulch mythologypreviouslydescribed, a wood fiber matrixat a ratoof2000 lbs per acre would be applied following the mulch application within 48 hours. Materialssuch as "Soil Cárd" will add one to three years of erosion protection while ensuting adequatetime to allow germinationand establishment of the native specíes.

The resceded and mulched areas would be allowed to dry for at least 12-24 hours, dependingonweather conditions, before the site is walked on.

Seed Mix
The majority of the area is comprised of a vegetation type referred to as sage/grass/shrub. Aprimary objective of the reclamation effort is site stabilization; therefore, a species compositionthat prövides rapid ground cover while allowing invasion of the surrounding native vegetationisdesirable. The following seed mixes wem also designed to create a stable diverse vegetativecover while maximizing the benefits to both wildlife and domestic stock and ensuringcompatibility with the surrounding vegetation.

The seed mix within Table A is based on current technology and is submitted as a suggestion tothe BLR
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Table A - Seed Mix

Eethe L½
Palmer Penstemon 0.5 lbs/acreGolden Cryptantha 0.25 lbs/acteUtah Sweet Vetch 0.5 lbsleereYellow SweetCfover' 2.0 lbs/aoteLewisFlax 1.0 lbs/acre

9.rama L½
Indian idee Grass 1.0 lbs/acreNTeedle& Thread Grass 1.0 lbs/acreTntermediate WheatGrass 2.0 Ibs/acreBlue Gramma 0.5 lbÙacreGalletta 0.5 lbs/acreGreat Basin Wild Rye 2.0 lbs/acro

Woody Pinats Ibs

(4) Wing Salt Brush 2.0 lbs/acreWinter Fat D.5 lbs/acreWyoming Big Sage 0.25 lbs/acreUtah Serviceberry I.0 lbs/acre

Total 15,0 lbs/acre

Yellow Sweet Clover is >1antedas a nuse emp to provide solar protection, soit binding and nitrogen Oxing. Ttwouldnonnally be crowded out in two fo thicoycars,



- - - - · ••• nomacaea r T0: 4352592158 P. 45 45

TMC 1: Browse Hand Planting
Tubeling Mixtures

One of the two browsespecies lists (checked below)are to be handplanted at the proscribedapplication rate and according to the followingprescribed methods on areas that are undergoinglong term reclamation. The would include all pipeline corridors, berm aroundedge of drillpads,miscellaneous disturbed areas associatedwith construction such as staging areas for eguipment,sidecaston roadcuts, alongsideupgraded or new roadsup to and including borrowditch and inthe termination of redundant access roads being closed. This plantingshall be completed in thefirst planting windowfollowingcompletion of construction and on all other disturbedareas uponfinal reclamation.

Planting Methods:

Planting shall be accomplished using a labor force with specific expeifence in hadscaperestoration,hand planting toethods and handling and care of browse tubefing and or barerootstock plants.

Browse plants to be utilized can be bareroot stock or tubcling stock plants of I year old age classor greater.

Browse seedling protectors will be used to provide protection from browsingungulates for twoyears. Seedling protectors will be of an open mesh rigid design that will break down whenexposed to sunlightand that measures a minimum of 12 ínches in length and 4 inches in diameter,
Planting shall be completed in the spring (March 1-April1)and or fall (November1-December1)planting windows.

Browse plants shallbe stored and handled in such a manner as to maintain viability, according tothe type of browse stock being used.

Planting Špeciesand Application Rate:

( ) Sagebrush.Grass LJ Pinyon»Juniper

Plants PerAcreSpecies
Wyoming Sagobrush (Gordon Creek) 100 50Fourwing Saltbush (Utah seed source collected 100 50at or above 5,000 feet elevation)
Troe Mountain Mahogany (Utah seed source) 0 50Antelope Bitterbrush (Utah sced source) 0 50

Total 200 200

SuitableSubstitutions:

Utah Serviceberry no 50Winterfat 100.
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C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1, attached.

Buildinq Location- Notify the Price Field Office at least 48-hours prior to commencing
construction of location.

Spud- Notify the Price Field Office 24-hours prior to spud. Submit written notification (Sundry
Notice, Form 3160-5) to the Moab Field Officewithin 24-hours after spud, regardless of whether
using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Officeon at least a weekly basis. This report may be in any
format customarily used by the operator.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Officeon a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

DrillinqSuspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, immediately notify
the Price Field Office, and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Office when the well is placed into production. Initial notification may be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-daysafter completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field



Ventinq/Flarinq of Gas- Gas produced from this wellmay not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf, whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaringpursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqlinq- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Officewithin thirty-daysfollowing completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment willnot be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Officeor the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Don Stephens (435-636-3608) or Walton Willis (435-636-3662) of the BLM Price Field
Office for the following:

2 days prior to commencement of dirt work, construction and reclamation; (Stephens)

1 day prior to spud; (Willis)

50 feet prior to reaching the surface casing setting depth; (Willis)

3 hours prior to testing BOP equipment. (Willis)

If the person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



DIVISIONOF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: Bill Barrett Corp

Well Name: Prickly Pear Unit Federal 16-18D-12-15

API No: 43-007-31312 Lease Type: Federal

Section 17 Township 12S Range 15 E County Carbon

Drilling Contractor Craig's Roustabout Service Rig # Bucket

SPUDDED:
Date 11-17-07

Time

How Dry

Drilling will Commence:

Reported by Jody South

Telephone # 208-695-4817

Date 11-19-07 Signed



tfallarig
COÑFIDENTIAL

Form 3160-5 UNITED STATES FORM APPROVED y

(August 2007) OM No. 1004-0137
DEPARTMENT OF THE INTERIOR s:pyly 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No. O
UTU-73668

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well
Prickly Poor / UTU 70187

Oil Well Gas Well Other Ñr
Nae

n
tNF

deral 16-18D-12-15

2. Name of Ooerator 9. API Well No.
Bill Barrett Corporation 43-007-31312

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e99 18th Str8e0 OSuite 23oo 303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) 1l. Country or Parish, State
SWSW, 498 FSL, 226' FWL
Sec 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent
Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

O Casing Repair New Construction Recomplete Other Spud
Subsequent Report

Change Plans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Conven to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BlA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

This sundy is being submitted as notification that this well was spud on 11/17/07.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 11/19/2007

THIS S FOR FEDERAL OR STATE OFFICE USE

Approved by

Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,

fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Ònstructionson page



STATEOFUTAH FORM6
DEPARTMENTOF NATURAL RESOURCES

DIVISION OF OlL GAS AND MIN1NG

ENTITYACTION FORM

Operator BillBarrett Corporation Operator Account Number N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO g 80202 Phone Number: (303) 312-8134

w.in ÑS-DO'7-S/S/2,
API Number Well Name QQ Sec Twp Rng County

Prickly Pear Unit Federal 16-18D-12-15 SWSW 17 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

11/17/2007

Comments: AIT AISpudding Operations were conducted by Craig's Ro stabout Service at 1:00 p.m NI PL

Wet! 2

API Number Well Name QQ Sec Twp Rng County
4300731315 Prickly Pear Unit Federal 4-18-12-15 NWNW 18 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Ent ty Assignment

11/16/2007 //
Comments: Spuddin Operations were conducted by Craig's Roustabout Service at 1:00 p rn.PO20anyÅb lUdil

Well 3

API Number Well Name QQ Sec Twp Rng County

4300731316 Prickly Pear Unit Federal 5-18D-12-15 NWNW 18 12S 15E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number N r

11/16/2007 /
IE ective Da

Cm
Spµ ng r ons were conducted by Craig's Roustabout Service at 1:00 p. ONF\lENR

ACTION CODES:
A - Establish new entity for new well (single well only) Tracey Fallang

8 - Add new well to e×isting entity (group or unit well) Name (Ple se Print)

C - Re-assign well from one e×isting entity to anotner existing entity
D - Re-assign well frornone existing entity to a new entity Signature

E - Other (Explain in "comments' section) Environmental halyst /19/2007
RECEIVED Titi.

'
o.,

°°* NOVVg2007

DIV.0FOIL,GAS&



NOTICE OF LATE REPORTING
DRILLING & COMPLETION INFORMATION

Utah Oil and Gas Conservation General Rule R649-3-6 states that,
> Operators shall submit monthly status reports for each drilling well (including wells where

drilling operations have been suspended).

Utah Oil and Gas Conservation General Rule R649-3-21 states that,
> A well is considered completed when the well has been adequately worked to be capable

of producing oilor gas or when well testing as required by the division is concluded.

> Within 30 days after the completion or plugging of a well, the following shall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner will result in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining, and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of this notice, the division has not received the required reports for

Operator: Bill Barrett CorP- Today's Date: 04/21/2008

Well: API Number: Drilling Commenced:

List Attached

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210

P.O. Box 145801
Salt Lake City, Utah 84114-5801

Ifyou have questions or concerns regarding this matter, please contact Rachel Medina

at (801) 538-5260

cc: Well File
Compliance



NOTICE OF LATE REPORTING
DRILLING & COMPLETION INFORMATION

ATTACHMENT

Operator: Bill Barrett Corp- Today's Date: 04/21/2008

Well: API Number: Drilling Commenced:

PPU Fed 15-6D-13-17 4300731261 05/19/2007

PPU Fed 7-17D-12-15 4300731289 10/21/2007

PPU Fed 7-18D-12-15 4300731295 10/24/2007

PPU Fed 5-17D-12-15 4300731296 10/24/2007

PPU Fed 3-18D-12-15 4300731314 11/16/2007

PPU Fed 4-18-12-15 4300731315 11/16/2007

PPU Fed 5-18D-12-15 4300731316 11/16/2007

PPU Fed 6-18D-12-15 4300731317 11/16/2007

PPU Fed 16-18D-12-15 4300731312



tfallang
CONflDENTIAL

Form 3160-5 UNITED STATES(August 2007)
DEPARTMENT OF THE INTERIOR / pl

BUREAU OF LAND MANAGEMENT
UTU-73668

SUNDRY NOTICESAND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of We11 t'.ilJ, Paa. / UTU70107

Oil Well Gas Well O Other 40Nae nn N_oederal16-18D-12-15
2. Name of Operator 9. API Well No.BillBarrett Corporation 43-007-31312
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e99m18tLStr . Suite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) 11. Country or Parish, StateSWSW, 498' FSL, 226' FWL
Sec 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Stan/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly DrillingActivity From 04-11-08 to 04-29-08 , /t/Ñ'L jÛg/g/

RECEIVED
Ng 8 2 2008

Div.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 04/29/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE
Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 andTitle 43 U.S.C.Section 1212, make it a crime for any person knowinglyand willfully to make to any departmentor agency of the United Statesany false,
fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.
(Instructions on page



REGULATORY DRILLINGSUMMARY
CONFl0ENTIA&ELt ORE

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/17/2008

Report #: 3
Bottom Hole Display API #/License

Depth At 06:00 : 2595.00SESE-18-12S-15E-W26M 43-007-31312
Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 152

Morning Operations : DRILLING

Remarks :

. DAYS SINCE LAST LOST ACCIDENT=290Time To Description TODAYS DAILY SAFETY MEETING=PIPE IN
11:30 AM DRILLING FROM 1151 TO 1538 [SLIDE&ROTATE] V-DOOR
12:00 PM RIG SERVICE,BOP DRILL FUNC. P.RAMS GALLONS OF DIESEL FUEL ON LOCATION=6367

GALLONS OF DIESEL USED DAILY=724
6:00 AM DRILLING FROM 1538 TO 2595 {SLIDE&ROTATE] GALLONS OF DIESEL FUEL USED TOTAL=1312

BARRELS OF WATER USED DAILY=0
BARRELS OF WATER USED TOTAL=720
TUBULARSON PRICKLYPEAR 16-18 - LOCATION
1-6 1/2" S/N 6334 AKOMUD MOTER HOURS=0
1-6 1/2" S/N 6193 AKOMUDMOTER HOURS=0
1-6 1/2" SIN 6073 AKO MUDMOTER HOURS=35 SEND
IN
1-6 1/2" S/N 6071 AKO MUD MOTER HOURS=90 SEND
IN
1-6 1/2" S/N 6076 AKO MUD MOTER HOURS=
340-JOINTSOF 4 1/2" DRILL PIPE
40-JOINTS OF HEAVY WEIGHT DRILL PIPE
21-JOINTS OF 6 1/2" DRILL COLLARS
20-JOINTS OF 4 1/2" PRO CSG

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/16/2008
- -- Report#: 2

Bottom Hole Display API #/License
Depth At 06:00 : 1151.00SESE-18-12S-15E-W26M 43-007-31312

Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 151

Morning Operations : DRILLING

Remarks :

. . DAYS SINCE LAST LOST ACCIDENT=289Time To Descnption TODAYS DAILY SAFETY MEETING=SKlDING RIG
8:00 AM PREPARE TO SKID GALLONS OF DIESEL FUEL ON LOCATION=7111
1:00 PM SKlD AHEAD TO 16-18 GALLONS OF DIESEL USED DAILY=568

GALLONS OF DIESEL FUEL USED TOTAL=5686:00 PM RIG UP,NIPPLE UP,PREPARE FOR TEST BARRELS OF WATER USED DAILY=720
10:30 PM PRESSURE TEST WITH SINGLE JACK UPPER BARRELS OF WATER USED TOTAL=720

COCK,KELLY,FOORVALVE, KILLVALVE CHECK AND LINE, TUBULARSON PRICKLY PEAR 16-18 LOCATION
CHOKE MANUALHCR LINE AND MANNIFOLD, BLINDS PIPES 1-6 1/2" S/N 6073 AKO MUD MOTER HOURS=35 OUT
ALL TO 3K F/10MIN TEST ANNULAR TO 1500/10MIN AND CASING 1-6 1/2" S/N 6071 AKO MUD MOTER HOURS=90 OUT
TO 1500/30 MIN 1-6 1/2" S/N 6076 AKO MUD MOTER HOURS=2.5

2:30 AM SET WEAR RING, PICK UP BIT & MOTER, DIRECTIONAL TOOLS 242-JOINT OF 4 1/2" DRILL PIPE
AND ORINTATE, HWDP TAG CEMENT AT 981' 40-JOINTS OF HEAVY WEIGHT DRILL PIPE

21-JOINTS OF 6 1/2" DRILL COLLARS3:30 AM DRILLOUT PLUG,FLOAT,CEMENT,SHOE 20-JOINTS OF 4 1/2" PRO CSG
6:00 AM DRILLING FROM 1024 TO 1151

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.11 April 30, 2008 Page



REGULATORY DRILLINGSUMMARY
WELLCORE

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/19/2008

Report#: 5
Bottom Hole Display AP1 #/License

Depth At 06:00 : 4803.00SESE-18-12S-15E-W26M 43-007-31312
Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 154

Morning Operations : DRILLING

Remarks :

DAYS SINCE LAST LOST ACCIDENT=291Time To Description TODAYS DAILY SAFETY SAFE DRIVING
6:00 AM DRILLFl422T-4803' GALLONS OF DIESEL FUEL ON LOCATION=8892
12:30 PM DRILLFl 3876'-4227. GALLONS OF DIESEL USED DAILY=863

GALLONSOF DIESEL FUEL USED TOTAL=2787
1:00 PM RIG SERVICE, BOP DRILL FUNC. P.RAMS BARRELS OF WATER USED DAILY=0

BARRELS OF WATER USED TOTAL=1080
TUBULARS ON PRICKLY PEAR 16-18 LOCATION
1-6 1/2" S/N 6334 AKO MUD MOTER HOURS=0UT
1-6 1/2" S/N 6193 AKO MUD MOTER HOURS=0UT
1-6 1/2" S/N 6076 AKO MUD MOTER HOURS=49.5 IN
HOLE
340-JOINTSOF 4 1/2" DRILL PIPE
40-JOINTS OF HEAVY WEIGHT DRILL PIPE
21-JOINTS OF 6 1/2" DRILL COLLARS
20-JOINTS OF 4 1/2" PRO CSG

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/18/2008

Report#: 4
Bottom Hole Display API #/License

Depth At 06:00 : 3876.00SESE-18-12S-15E-W26M 43-007-31312
Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 153

Morning Operations : DRILLING

Remarks :

DAYS SINCE LAST LOST ACCIDENT=290Time To Description TODAYS DAILY SAFETY MEETING=PIPE IN
9:30 AM DRILLING FROM 2595 TO 2883 [SLIDE&ROTATE] V-DOOR
10:00 AM RIG SERVICE, BOP DRILL FUNC. P.RAMS GALLONS OF DIESEL FUEL ON LOCATION=9755

GALLONS OF DIESEL USED DAILY=612
6:00 AM DRILLING FROM 2883 TO 3876 [SLIDE&ROTATE] GALLONSOF DIESEL FUEL USED TOTAL=1924

BARRELS OF WATER USED DAILY=360
BARRELS OF WATER USED TOTAL=1080
TUBULARS ON PRICKLY PEAR 16-18 LOCATION
1-6 1/2" SIN 6334 AKO MUD MOTER HOURS=0UT
1-6 1/2" SIN 6193 AKO MUD MOTER HOURS=0UT
1-6 1/2" S/N 6076 AKO MUD MOTER HOURS=49.5 IN
HOLE
340-JOINTS OF 4 1/2" DRILL PIPE
40-JOINTS OF HEAVY WEIGHT DRILL PIPE
21-JOINTS OF 6 1/2" DRILL COLLARS
20-JOINTS OF 4 1/2" PRO CSG

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.11 April 30, 2008 Page



REGULATORY DRILLINGSUMMARY
WTLLCORE

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/21/2008

Report#: 7
Bottom Hole Display API #/License

Depth At 06:00 : 6341.00SESE-18-12S-15E-W26M 43-007-31312
Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 156

Morning Operations : DRILLING

Remarks :

. DAYS SINCE LAST LOST ACCIDENT=293Time To Description TODAYS DAILY SAFETY TRIPPING
7:00 AM DRILLFl 5718'-5760' GALLONS OF DIESEL FUEL ON LOCATION=4032
7:30 AM CJRC BTMS UP / MIX& PUMP PILL GALLONS OF DIESEL USED DAILY=1108

GALLONS OF DIESEL FUEL USED TOTAL=501511:00 AM T.O.O.H BARRELS OF WATER USED DAILY=0
12:00 PM L/D BIT, MOTOR & DIR TOOLS / RELEASED DIR. TOOLS. BARRELS OF WATER USED TOTAL=2280
3:00 PM PICK UP STRAIGHT MOTOR & BIT / T.I.H. TUBULARS ON PRICKLY PEAR 16-18 LOCATION

1-6 1/2" S/N 6334 AKO MUD MOTER HOURS=0UT3:30 PM WASH & REAM 60' TO BTM 1-6 1/2" S/N 6193 AKO MUD MOTER HOURS=0UT
6:00 AM DRILLF/ 5760'-6341' 1-6 1/2" S/N 6076 AKO MUD MOTER

340-JOINTS OF 4 1/2" DRILL PIPE
40-JOINTS OF HEAVY WEIGHT DRILL PIPE
21-JOINTS OF 6 1/2" DRILL COLLARS
20-JOINTS OF 4 1/2" PRO CSG

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/20/2008

Report#: 6
Bottom Hole Display API #/License

Depth At 06:00 : 5718.00SESE-18-12S-15E-W26M 43-007-31312- Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 155

Morning Operations : DRILLING

Remarks :

. DAYS SINCE LAST LOST ACCIDENT=292Time To Description TODAYS DAILY SAFETY SNUB LINES
6:00 AM DRILL F/ 5186'-5718' GALLONS OF DIESEL FUEL ON LOCATION=7772
2:30 PM DRILL Fl 4803'-5186. GALLONS OF DIESEL USED DAILY=1120

GALLONS OF DIESEL FUEL USED TOTAL=39073:00 PM RIG SERVICE, BOP DRILL / FUNCTION ANNULAR BARRELS OF WATER USED DAILY=1200
BARRELS OF WATER USED TOTAL=2280
TUBULARS ON PRICKLY PEAR 16-18 LOCATION
1-6 1/2" S/N 6334 AKO MUD MOTER HOURS=0UT
1-6 1/2" S/N 6193 AKO MUD MOTER HOURS=0UT
1-6 1/2" SIN 6076 AKO MUD MOTER
340-JOINTS OF 4 1/2" DRILL PIPE
40-JOINTS OF HEAVY WEIGHT DRILL PIPE
21-JOINTS OF 6 1/2" DRILL COLLARS
20-JOINTS OF 4 1/2" PRO CSG

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.11 April 30, 2008 Page



REGULATORYDRILLINGSUMMARY
WELLCORE

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/23/2008

Report#: 9
Bottom Hole Display API #/License

Depth At 06:00 : 7357.00SESE-18-12S-15E-W26M 43-007-31312
Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 158

MorningOperations : SHORT TRIPPING

Remarks :

DAYS SINCE LAST LOST ACCIDENT=295Time To Description B.O.P. DRILL - 62 SECONDS
3:00 AM DRILLF/7012'-735T - TD TODAYS DAILY SAFETY WELDING ON RIG
5:00 PM DRILL F/ 6727'-7012. GALLONS OF DIESEL FUEL ON LOCATION=3911

GALLONS OF DIESEL USED DAILY=13887:00 AM REAM 30' TO BTM GALLONS OF DIESEL FUEL USED TOTAL=7768
4:30 AM CIRC BTMS UP GAS / RAISED M.W. & VIS. MIXED & PUMPED BARRELS OF WATER USED DAILY=0

PILL. BARRELS OF WATER USED TOTAL=3040
6:00 AM T.O.O.H. TUBULARS ON PRICKLY PEAR 16-18 LOCATION

1-6 1/2" S/N 6334 AKO MUD MOTER HOURS=0UT
6:30 AM T.I.H 1-6 1/2" S/N 6193 AKO MUD MOTER HOURS=0UT
5:30 PM RIG SERVICE / FUNCTION TEST ANNULAR 1-6 1/2" S/N 6076 AKO MUD MOTER

340-JOINTS OF 4 1/2" DRILL PIPE
40-JOINTS OF HEAVY WEIGHT DRILL PIPE
21-JOINTS OF 6 1/2" DRILL COLLARS
20-JOINTSOF 4 1/2" PRO CSG

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/22/2008

Report#: 8
Bottom Hole Display API #/License

Depth At 06:00 : 6727.00.SESE-18-12S-15E-W26M 43-007-31312
Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 157

Morning Operations : TRIPPING IN HOLE

Remarks :

. DAYS SINCE LAST LOST ACCIDENT=294Time To Description B.O.P. DRILL - 62 SECONDS
1:30 PM DRILL Fl 6341'-6597' TODAYS DAILY SAFETY CROWN-O-MATIC
2:00 PM RIG SERVICE / FUNCTIONTEST ANNULAR GALLONS OF DIESEL FUEL ON LOCATION=5299

GALLONS OF DIESEL USED DAILY=1365
8:00 PM DRILL Fl 659T-6727'

GALLONS OF DIESEL FUEL USED TOTAL=6380
8:30 PM CIRC BTMS UP / MIX& PUMP PILL BARRELS OF WATER USED DAILY=760
12:30 AM T.O.O.H BARRELS OF WATER USED TOTAL=3040

TUBULARS ON PRICKLY PEAR 16-18 LOCATION1:30 AM L/D BIT & MOTOR / P/U NEW BIT & MOTOR 1-6 1/2" S/N 6334 AKO MUD MOTER HOURS=0UT
2:00 AM TRIP IN B.H.A. 1-6 1/2" S/N 6193 AKOMUD MOTER HOURS=0UT
4:00 AM SLIP & CUT 112' OF DRILL LINE 1-6 1/2" S/N 6076 AKO MUD MOTER
6:00 AM T.I.H.

340-JOINTSOF 4 1/2" DRILL PIPE
40-JOINTS OF HEAVYWEIGHTDRILL PIPE
21-JOINTS OF 6 1/2" DRILL COLLARS
20-JOINTS OF 4 1/2" PRO CSG

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.11 April 30, 2008 Page



REGULATORY DRILLINGSUMMARY
WELLCORE

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/26/2008

Report#: 11
Bottom Hole Display API#/License

Depth At 06:00 : 7357.00SESE-18-12S-15E-W26M 43-007-31312
Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 161

Morning Operations : RIG DOWN FOR RIG MOVE

Remarks :

DAYS SINCE LAST LOST ACCIDENT=297Time To Description TODAYS DAILY SAFETY CEMENTING
8:30 AM TRIP OUT OF HOLE SIDEWAYS / MAKE ALL BREAKS ON KELLY BARRELS OF WATER USED DAILY=130
3:00 PM R/U CASERS - RUN 175 JOINTS OF 4.5" / 11.6#/ I-100 / LTC BARRELS OF WATER USED TOTAL=3690

PRODUCTION CASING. R/D CASERS. TUBULARSON PRICKLY PEAR 16-18 LOCATION
340-JOINTSOF 4 1/2" DRILL PIPE4:30 PM STAB CIRCULATINGHEAD / RIU HALLIBURTON / CIRCBTMSUP 40-JOINTS OF HEAVY WEIGHT DRILLPIPE

7:30 PM HOLD SAFTEY MEETING WITH HALLIBURTON / PUMP 1590 SKS 21-JOINTS OF 6 1/2" DRILL COLLARS
OF TAIL CEMENT @ 1.49 YEILD / 7.06 GAL/SK I 13.4 PPG. GOOD 4 JOINTS OF PROD. CASING
RETURNES & LIFT PRESSURE THROUGHOUT JOB. 113.2 BBLS
OF DISPLACEMENT. BUMPED PLUG @ 18:45. FLOATS HELD -

R/D HALLIBURTON.
9:00 PM NIPPLE DOWN B.O.P.'S / SET SLIPS WITH 40K OVER STRING

WEIGHT.
12:00 AM FINISH N/D CHOKE MANIFOLD & CHOKE LINES / CLEAN MUD

TANKS. RELEASE RIG @ 12:00 AM
6:00 AM RIGDOWN FOR RIG MOVE.

Well : Prickly Pear Fed. #16-18D-12-15 Phase/Area : West Tavaputs Operations Date : 4/25/2008

Repoit #: 10
Bottom Hole Display API #/License

Depth At 06:00 : 7357.00|SESE-18-12S-15E-W26M 43-007-31312
Estimated Total Depth : 7453.00

Surface Location : SWSW-17-12S-15E-W26M

Spud Date : 11/17/2007 Days From Spud : 160

Morning Operations : LAYlNG DOWN DRILLPIPE

Remarks :

. DAYS SINCE LAST LOST ACCIDENT=296Time To Description B.O.P. DRILL - 62 SECONDS
9:00 AM WIPER TRIP / LAY DOWN M.M. - P/U BIT SUB. TODAYS DAILY SAFETY LAYlNG DOWN
12:00 PM T.I.H. DRILLPIPE

GALLONS OF DIESEL FUEL ON LOCATION=3062
12:30 PM INSTALL ROTATING HEAD GALLONS OF DIESEL USED DAILY=849
2:00 PM CIRC BTMS UP / MIX& PUMP PILL GALLONS OF DIESEL FUEL USED TOTAL=8617
4:30 PM T.O.O.H. FOR LOGS BARRELS OF WATER USED DAILY=520

BARRELS OF WATER USED TOTAL=35605:00 PM PULL WEAR BUSHING TUBULARS ON PRICKLY PEAR 16-18 LOCATION
9:30 PM RIU & RUN OPEN HOLE LOGS 1-6 1/2" S/N 6334 AKO MUD MOTER HOURS=0UT
1:00 AM T.I.H. 1-6 1/2" S/N 6193 AKO MUD MOTER HOURS=0UT

1-6 1/2" S/N 6076 AKO MUD MOTER2:30 AM CIRC BTMS UP / MIX & PUMP PILL 340-JOINTS OF 4 1/2" DRILL PIPE
6:00 AM RIU LAYDOWN MACHINE / TRIP OUT SIDEWAYS 40-JOINTSOF HEAVY WEIGHT DRILL PIPE

21-JOINTS OF 6 1/2" DRILL COLLARS
20-JOINTS OF 4 1/2" PRO CSG

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3 11 April 30, 2008 Page



tfallang
CONFIDENTIAL

Form 3160 5 UNITED STATES(August2007) N . 1 -

DEPARTMENT OF THE INTERIOR E res: 0
BUREAU OF LAND MANAGEMENT VV I I

. a al .

UTU-73668

SUNDRY NOTICESAND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned we/I. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear / UTU 79187

1. Type of Well

Oil Well Gas Well O Other Pr i P
UnntNF

deral 16-18D-12-15
2. Name of Operator 9. API Well No.
BillBarrett Corporation 43-007-31312

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e99m18thœStre0et,Suite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
SWSW, 498' FSL, 226' FWL
Sec, 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convett to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly Completion Activity From 05-08-2008 to 05-19-2008
Report #2 - 4

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 05/21/2008

THIS SP E FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date
Conditions of approval, if any, are attached. Approvalof this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Ìitle 18 iS C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any depa en lited States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



RÉGULATORY COMPLETION SUMMARY V
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 5/15/2008 Report #: 4

AFE #; 14575D

Summary : SI. Production Building Facilities. Final End Time Descriptionreport until Completion
11:59 PM SI.

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API#/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 5/14/2008 Report #: 3

AFE #; 14575D

Summary : SI. Rig and run Gyro Logs. NU tree. SI End Time DescriptionProduction build Facilities Rig BWWC
Run GyroLogs. POOH. RDMO Gyrol 7:00 AM SI.
Data. SI. 3:00 PM Production Build Facilities

7:30 PM SI
10:30 PM BWWC run Gyro Logs. made 100 ft. interval stops. POOH Rig

down move Gyro .

11:59 PM SI. Nipple up Tree

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 5/13/2008 Report #: 2

AFE #: 14575D

Summary : SI. MlRU Black Warrior EL. Truck Broke End Time Description
down on Harmond Mtn. road truckfrom
Roosevelt. Run gauge ring. PBTD @ 10:00 AM SI
7275 POOH Run Cement Bond Log- 11:00 AM MIRU Black Warrior El. wire line truckbroke down on Harmond Mtn,
CCL. Gamma Ray Log, holding 1000 psi Road truck from Roosevelt Rig Up.
o0casinpg to run lo

40
FPDM7.27e8s 12:00 PM PU Gauge ring junk basket run in tag Plug back @7275. POOH Iay

cement top @980 ft. SDFN. down gauge ring.
4:30 PM BWWC PU logging toolsRIH fog Cement bond log, CCL, Gamma

Ray. Pressure up casing to 1000 psi to run log. Log from 7278 to
100 ft. pulled log @40 FPM. check bonding from 5000 to 5900
ft.Cement top@980 ft.

5:00 PM Set well head. move to next well.

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.11 May 22. 2008 Page



STATEOFUTAH FORMe
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING

ENTITY ACTIONFORM

Operator: BillBarrett Corporation Operator Account Number N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number. (303) 312-8134

Well1
APINú¾bér WäiÑërné 40 See Twp Rng County
4300731310 PricidyPear UnitFederal 13-17D-12-15 SWSW 17 128 15E Carbon

ÁctiÃÒÃde CÑiÀntIËñtity Newliintity Spud3InÍ Entity Assignmentoiñóëf Number EfféctiveDate
C 1644'~/ 14794 gg £)g

Comments: Entitychange based on well drilledinto existing participatingarea. Well is walting on completion, entity

Well 2
API ÑÑÑhér ieÑ Ñ e QQ Sec TWp Rng 000tity
4300731311 PricklyPear UnitFederal 14-17D-12-15 SWSW 17 12S 15E Carbon

Acti à 04d burrent Entity New Entity Spud Date En ity Assignment
Number Number Lifective Date

C 16488 14794
Comments:

WeH 3
Pi Ntunimr e Ñgás QQ Sec Twp Rng County

4300731312 Prickly Pear Unit Federal 16-18D-12-15 SWSW 17 12S 15E Carbon
Action Code Current Entity NewEntity Spud Date Entity Assignment

Number Number EffectiveDate
C 16484 14794

Comments·

ACTIONCODES:
A - Establish new entityfor new well (single wellonly) Tracey Fallang
B - Add new wellto existingentity(groupor unitwell) Name (PI se Print)
C - Re-assign wellfrom one existing entity to anotherexisting entity j/ fA
D - Re-assign well from one existing entity to a new entity signatu¾'

E - Other (Explainin 'comments'section) Permit Analyst 6/ 08
Title Date

RECEIVED
(5/2000)

JUNVB2008
DIV.0FOIL,GAS&



tfallang
CONFIDENTIAL

Form3160-5 UNITED STATES No.100
3D7

(August 2007) DEPARTMENT OF THE INTERIOR s: July 3 010

BUREAU OF LAND MANAGEMENT 5 Lease Serial No.
U-73668

SUNDRY NOTICES AND REPORTS ON WELL 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear / UTU 79187

1. Type of Well

Oil Well Gas Well Other ¢ç pae
n

tNF
deral 16-18D-12-15

2. Name of Overator 9. API Well No.
Bill Barrett Corporation 43-007-31312

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e9918thœStr8eet,Suite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M., or Survey Description) 11. Country or Parish, State
SWSW, 498' FSL, 226' FWL
Sec. 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report CasingRepair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly Completion Activity from 6/18/08 through 6/26/08 (Report #'s 5 - 10).

RECEIVED
JUN27 2008

DIVOFOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature þ( Date 06/26/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,

fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.

(Instructions on page



REGULATORYCOMPLETION SUMMARY
WELLOORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/23/2008 Report # : 7

AFE #: 14575D

Summary : SI. Rig Opsco to frac tree. pressure test End Time Description
casing and frac tree.test Opsco flow iron.
MIRU HES frac. praxair booster. BOC, 7:00 AM SI
booster. MIBlackWarrior El. Perf stage 1 11:00 AM Rig Opsco flow equipment.
P.R. POOH . SI. Load sand and frac
water 12:00 PM B&C Quicktest Pressure test frac tree and casing to 7200 psi held

for 15 mins. Low test at 200 psi for 15 mins.
1:00 PM Pressure test opsco flow equipmenmt
3:00 PM MIRU Black Warrior EL. PU 20 ft. perf guns RIH. Correlate to short

jt. run to perf depth Perforate Price River @7120-7140 ft, Owen
Hero charges. 3 JSPF, 29gram charges, ,370 holes POOH with
EL.

5:00 PM MIRU HES Frac equipment.
5:00 PM SDFN

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

ottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/22/2008 Report #: 6

AFE #: 14575D

Summary : SI. Ml. BOC Lindy3 vessels & Praxair End Time Description
threeCO2 vessels, frac tanks,Opsco
flowequipment. 9:00 AM SI

5:00 PM MISet Opsco flow equipment, BOC & praxair Vessels three each.
set 6 frac tanks, two flow back tanks.

11:59 PM SI

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/18/2008 Report #: 5

AFE #: 14575D

Summary : SI. Install 10K frac tree. SI End Time Description

10:00 AM SI
1:00 PM Install 10K frac tree and test
11:59 PM Sl(

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.12 June 26, 2008 Page



REGULATORY COMPLETION SUMMARY #
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/24/2008 Report #: 8

AFE #: 14575D

Summary : SI. Safety meeting. Pressure test HES End Time Description
pump lines. Frac stage i Price River.
60Q foam. El stage 2 Price R. . Wait on 7:00 AM SI. Safety meeting. Fracing. Wire line, Flow back. Trucks in and out
frac water, Pressure test. Frac stage 2. of Loc.
SDFN. . load water and CO2 7:30 AM HES Pressure Test pump lines.

9:00 AM HES Frac stage 1 Price Rivedr 60Q foam Frac. Load & Break @
3,640 PSI @5,5 BPM. Avg. Wellhead Rate: 29.6 BPM. Avg. Slurry
Rate:13.2 BPM. Avg. CO2 Rate: 15.1 BPM. Avg, Pressure:5,237
PSI. Max> wellhead Rate: 32.8 BPM. Max. SlurryRate: 16.4 BPM.
Max. CO2: Rate:20.3 BPM. Max. Pressure: 5,600 psi. Total Fluid
Pumped: 20,787 Gal. Total Sand in Formation: 82,300 lbs. (20/40
White Sand) CO2 Downhole: 139 tons. Co2 Cooldown:10 tons.
ISIP:3,510 PSI. Frac Gradient: 0.93 psilft. SP & Gyptron never
read during job. Blender densometer was not showing proppant,
used inline densometer. successfully flushed wellbore with 50 Q
foam 50 bbi over flush.

12:00 PM SI Load water for stage 2.
2:15 PM BWWCEl stage 2 Price River. PU HES CFP with 13 ft. perf guns.

RIH correlate to short jt. run to plug setting depth set CFP @7060 ft.
stuck tools on plug. work tools free. Perforate Price River @

6984-6986, 6956-6959, 6917-6920, 6892-6894 & 6834-6837,
3JSPF, 120 phasing, .37" holes, 43" pen.. 22 gram.charges. POOH
turn well to frac.

3:00 PM wait on water trucks.
5:00 PM HES Frac stage 2 Price River slick water with 30% CO2 Q. Load &

Break @5,224 PSI @ 14.1 BPM. Avg. Wellhead Rate: 43.1 BPM.
Avg. Slurry Rate:30.5 BPM. Avg. CO2 Rate: 11.9 BPM. Avg.
Pressure:5,765 PSI. Max. Wellhead Rate: 55.1 BPM. Max. Slurry
rate: 40.1 BPM. Max.CO2 Rate: 40.1 BPM. Max. Pressure: 7,063
PSI. Total Fluid Pumped: 124,815 Gal. Total Sand in Formation:
97,000 lb. (20/40 White Sand) CO2 Down Hole: 210 tons. CO2
Cooldown: 10 tons. ISIP:3,124 PSI. Frac Gradient: 0.89 psilft.
Sand screws locked up at start of .25 ppg. had to shut down to start
themmoving. Unable to reach design rate n

11:59 PM SDFN

Report by Decision Dynamics Technology Ltd. Weticore Version 4.3.12 June 26, 2008 Page



REGULATORY COMPLETION SUMMARY
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/26/2008 Report # : 10

AFE #: 14575D

Summary : Flow stages 1&2 FCP:0. no fluid last 12 End Time Descriptionhrs. &AMwell flowing. MIRU Coll Tbg.
Services. to fish EL tools. RIH with 6:00 AM Flow stages 1&2. No fluid recovered last 12 hours. FCP:0
1-7/16" over shot. set on fish pull 35,000 7:00 AM Casing started flowing 400 psi on 1-1/2" open flow line.
#s. pulled free. POOH with coil tbg.&
BHA.. Lay down over shot, jars, EL tools. 10:00 AM MI Coil Tubing Services.
PU drag bit, downhole motor. test. RIH 1:20 PM Rig CTS equipment. & 75 ton Crane PU Weatherford fish tools
drill CFP @4870 ft 30 mins. Drill and 1-7/16" over shot. to fish EL cable head.
Circ in hole to CFP @7060 Drill out in 5 3:00 PM CTS RIH with BHA pumping 1/4 BBL water. Set down on fish top
mins. circ and drill sand from 7226 to @4840 ft.
7277 ft. PB. Pump N2 with gel sweep
POOH pumping 1/4 BPM with 700 SCFM 3:20 PM Set on fish top @4840 ft. pulled 35,000 #s over pulled free. picked

N2. SI. blow coildry. Lay down up 30 ft. RIH lost 15 ft. of hole. 2,000 #gain in weigh.

Weatherford BHA and 4 bladed drag bit. 4:30 PM POOH with Coil Tbg. and BHA . ( cable head,CCL, 20 ft perf guns.
RDMOCoiltbgservices. Flow well to setting tool. HES setting sleave)
Opsco equipment- 5:00 PM Lay down El tools and Weatherford over shot, Jars.

5:20 PM PU 3-5/8" mill, Weatherford downhole motor, disconnect sub. Pull
test tools.Pressure test. pump test motor.

6:30 PM RIH with coil and BHA. purnping 1/2 BPM. fluid. Tag CFP @4870
ft.

7:00 PM DrillCFP @4870 ft. in 30 mins. pumping 2-1/4 BPM.
8:00 PM Circ in hole with coil to 7030 tag sand. clean out to CFP #1. 7060

drill out in 5 mins. start N2 @ 300 scfm. push down to 7226 ft. tag
sand.

8:00 PM Circ in hole clean out from 7226 to PBTD @7277 ft. sweep hole.
circ clean. pull out pumping .50 BPM water and 700 SCFM N2.

9:30 PM POOH with coil tubing, BHA lay down tools.
11:00 PM rig down Coil tbg unit. nipple down off frac tree. nipple up frac Y. Rig

down crane.

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/25/2008 Report #: 9

AFE #: 14575D

Summary : SI. EL stage 3. stuck in ice plug @ 30 ft' End Time Description
pushed free RIH to 640 FT. Tag ice
plug. stuck. Flow back to free tools. 6:00 AM SI for EL.
POOH check toolslay down frac plug PU 12:30 PM BWWC.PU perf guns. and CFP RIH tag ice in well head work free
new plug. RIH correlate run to 4870 RIH to 640 ft. tag ice. stuck tools. Flow toolsfree POOH. Lay down
stuck tools . tryto flow free.and work CFP PU new CFP RIH tag @4870 ft. stuck tools.Try to flow free
toolsfree, no success, set CFP to try to could not. set CFP did not shear off. Pulled out of cable head. POOH
free perf guns. No success. pull out of EL with EL. Rid down equip.
cable head. POOH with EL line. SI. 5:30 PM RDMO HES.& BWWC,

3:30 PM Wait on
11:00 PM Flow casing to Opsco. O psi.

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.12 June 26, 2008 Page



tiallang
CONFIDENTIAL

FForm 3160-5 UNITED STATES 013,
(August 2007) DEPARTMENT OF THE INTERIOR Expires: July 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73668

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drill or to re-enter at N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear / UTU 79187

1. Type of Well

Oil Well Gas Well Other Pr
Pae

n
tNF

deral 16-180-12-15

2. Name of Overator 9. API Well No.
Bill Barrett Corporation 43-007-31312

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300
Denver, CO 80202 303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
SWSW, 498' FSL, 226' FWL
Sec. 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

O auerc.ins Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

O Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly Completion Activity from 6/27/08 through 7/3/08 (Report #'s 11 - 16).

RECEIVED
JULAB2008

DIV.0F0ftGAS&MINING

14. I hereby certify that the foregoing is true and correct.
Name (Printedapped)

TracSey Fallreing Title Environm0ental/Regulatory Analyst

. ...

TH S ACE FOR FEDERAL OR STATE OFFICE USE

Appiid by

Title Date
ÔorÃÏtiinsOÏapprovaÏ,if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject leasewhich would Office
entitle the applicant to conductoperations thereon.

ÏÏÙ.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,

fictitiom or frmidulent statements or representations as to any matter within its jurisdiction.

(Instructions on page





REGULATORY COMPLETION SUMMARY #
WELLOORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/28/2008 Report #; 12

AFE #: 14575D

Summary : SI. Safety Meeting. Pressure test. Frac End Time Description
stage 3 LDC. Screen out. Flow back. EL
RIH with 1-11/16" weight bars. to 6700 ft. 6:00 AM SICP: 1074
POOH PU HES CFP & Guns RIH plug & 6:20 AM Safety meeting: frac
perf stage 4. Frac stage 4 UDC. 60Q
foam frac. SIFN, 7:20 AM Pressure test. change out flow meter. Pressure test.

7:30 AM #2 safety meeting, frac
9:30 AM HES Frac stage 3 Lower Dark Canyon.60Q foam frac. Load & Break

@3,664@ 16.1 BPM. Avg. Wellhead Rate: 31.5 BPM. Avg. Slurry
Rate: 14.2 BPM. Avg. CO2 Rate: 16.2 BPM. Avg. Pressure: 5,986
PSI. Max. Wellhead Rate: 36.7 BPM. Max Slurry Rate: 18.5 BPM.
Max. Co2 Rate: 26 BPM. Total Fluid Pumped: 25,613 Gal. Total
Sand in Formation: 78,000 lb. (20/40 White Sand) Blender problems
11bsand went to 3.65#. Screened out frac in 3# stage. went long in
3# tryingto put frac in. pressure up to max.cut sand. try to flush
wellbore with no success, left 4,000 lbs. in well bore. design was
128,0001bs. CO2 Downhole: 139 tons.CO2 Cooldown: 10 tons.
ISIP:nla. Frac Gradient: #Value! psilft. stackup

1:30 PM Flow back stage 3 Screen out .

2:00 PM Rig HES Pump 4000 gal. gel fluid.pressured to 6000 psi. SD.
3:30 PM BWWC run in hole with 1-11/16 weight bars. to6700 no tag POOH.
4:30 PM BWWC PU HES CFP with 20 ft. perf guns. RIH correlate to short jt.

runto setting depth set CFP @6680 ft. PU perforate Upper Dark
Canyon @6586-6606, 3 JSPF, 120 phasing, 29 gram charges.
.370" holes. 43" pen. POOH turn well to frac.

6:00 PM HES frac stage 4 Upper Dark Canyon 60Q foam frac. Load & Break
@6634PSI @4.9 BPM. Avg. Wellhead Rate:28.4 BPM. Avg. Slurry
Rate:13.2 BPM. Avg CO2 Rate: 14.1 BPM. Avg. Pressure:
4,831PSI. Max. Wellhead Rate: 35.6 BPM. Max. Slurry Rate: 15.3
BPM. Max. Co2 Rate: 25.6 BPM. Max. Pressure: 6,634 PSI. Total
Fluid Pumped: 24,535 Gal. Total Sand in Formation: 105,100 lb.
(20/40 White Sand) Co2 Cooldown: 10 tons. ISIP:3,650 PSI. Frac
Gradient: 0.99 psilft. Successfully flushed wellbore with 50 Q foam
with50 bbi over flush with 500 gal. fluid cap.

6:30 PM SI for night
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REGULATORYCOMPLETION SUMMARY &
WELLOORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/30/2008 Report # : 13

AFE #: 14575D

Summary : SICP: 2100. El stage. El stage 5 N.H. End Time Description
Frac #5. El stage 6. Frac #6. EL stage
7. stuck tools setting frac plug could no 6:00 AM SICP: 2100
shear off plug. pulled out of cable head 7:30 AM BWWCEL stage 5 North Horn. PU HES CFP with 20 ft. perf guns.
POOH RDMO EL HES frac. Si RIH correlate to short jt. run to setting depth set CFP @6550 ft. PU

perforate @6510-6515 & 6472-6490, 3JSPF, 120 phasing, 29
gram charges, .370" holes. POOH turnwellto frac.

9:30 AM HES frac stage 5 North Horn 60Q foam frac. Load & Break @ 5,618
PSI @ 13.5 BPM. Avg. Wellhead Rate: 34.2 BPM. Avg. Slurry
Rate:15.1 BPM. Avg. CO2 Rate:17.7 BPM. Avg. Pressure: 5,284
PSI. Max. Wellhead Rate: 35.8 BPM. Max. Slurry Rate: 17.8 BPM.
Max. Co2 Rate: 22.2 BPM. Max. Pressure: 5,839 PSI. Dropped 3
perf balls in Pad & 3 Balls in 2# sand stage.Total Fluid Pumped:
25,220 gal. Total Sand in Formation:117,000 lb. (20/40 White Sand)
CO2 Downhole: 152 tons. Co2 Cooldown: 10 tons. ISIP:3,830 PSI.
Frac Gradient: 1.03 psilft. Successfully flushed wellbore with 50Q

foam 50 bbi over flush with St00 gal. fluid cap.
11:00 AM BWWC EL stage 6 North Horn. PU HES CFP with22 ft. perf guns.

RIH correlate to short jt. run to setting depth set CFP @6430 ft. PU
perforate at 6338-6356 & 6304-6308. 3JSPF, 120 phasing, 29 gram
charges. .370 holes. POOH turnwellover to frac.

2:30 PM Hes Frac stage 6 North Horn 60Q foam frac. Avg. Wellhead Rate:
24.1BPM. Avg. Slurry Rate: 10.8 BPM. Avg. CO2 Rate:12.3 BPM.
Avg. Pressure:4,343 PSI. Max. Wellhead Rate:26.3 BPM. Max.
Slurry Rate:23.7 BPM. Max. CO2 Rate:17.5 BPM. IVlax.
Pressure:7,236 PSI. Total fluid pumped: 25,129 Gal. Total Sand in
Formation: 94,600 lbs. (20/40 White Sand) Co2 Downhole: 145
tons. Co2 Cooldown: 10 tons. ISIP:3,380 PSI. Frac Gradient: 0.97
psilft.Dropped Qty: 3 perf balls in pad stage & 3 balls in 2# sand
stage. Successfully flushed wellbore with 50Q foam 50 bbis. over
flush with 500 gal. fluid cap.

4:00 PM BWWC EL stage 7 North Horn. PU HES CFP BK. 1 0 ft. perf tools.
RIH correlate to short jt. run to setting depth set CFP @ 5740 ft.
setting tooldid not shear offfrac plug, flow well work tool. could not
free from plug. pulled out of cable head. left 33 ft, tools in hole.
POOH with EL.

4:15 PM Shut in
5:00 PM Rig down HES frac. Rig down Black Warrior EL.
11:59 PM Wait onP. R. EL to fish EL tools.
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REGULATORY COMPLETION SUMMARY #
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 6/30/2008 Report #: 14

AFE #: 14575D

Summary : SI. MIRU Palmer Ranky EL withBWWC. End Time Description
Fish El guns Lay down fish and tools.

RDO.EL. MIRUHES Frac. Rig Black 3:00 AM SI.
Warrior to EL. stage 7. SDFN 6:00 AM MIRU BWWC crane & Pomrenke Wire Line. PU over shot jars.

weight bars , CCL.
8:30 AM RIH with Fishen tools. tag @ 5705 catch wire line tools.jar guns

and setting tooloff 8K frac plug. POOH with fish.
9:30 AM Lay down perf guns and fishen tools,trace of sand on tools.
10:30 AM Rig down Pomrenke wire line. Rig BWWC ready to perf stage 6 am

Monday.
3:30 PM MIRU HES Frac
3:30 PM SDFN
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REGULATORY COMPLETION SUMMARY #
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 7/1/2008 Report #: 15

AFE #: 14575D

Summary : SICP: 1100. BWWC perf stage 7. Frac End Time Description
#7. El stage 8 &Frac. EL stage 9. Frac
#9. EL stage 10. Frac #10. Flow back 3:30 PM HES frac stage 9 North Horn 60Q foam frac. Load & Break @4,546
stages 1-10 PSI @ 9.5 BPM. Avg. Wellhea Rate: 19.73 BPM. Avg. Slurry Rate:

8.91 BPM. Avg, Co2 Rate: 9.88 BPM. Avg. Pressure: 3,913 PSI.
Max.Wellhead Rate: 21,85 BPM. Max. Slurry rate: 14.91 BPM.
Max. CO2 Rate: 13.11 BPM. Max. Pressure: 4,661 PSI. Total Fluid
Pumped: 13,837 Gal. Total Sand in Formation: 50,800 lb. (20/40
White Sand) CO2 Downhole: 69 tons. CO2 Cooldown: 8 tons.
ISlP:2,657 PSI. Frac Gradient: 0.97 psilft. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

5:20 PM BWWC EL stage 10. Middle Wasatch. PU HES CFP With 20 ft. perf
guns. RIH correlate to short jt. run setting depth set CFP 4460 ft. PU
perforate @4395-4419 ft. 3JSPF, 120 phasing, 29 gram charges,
.370 nholes. POOH turnwell over to frac.

6:15 PM HES Frac stage 10 Middle Wasatch 50Q foam frac. Load & Break
@5.946PSI. @ 10 BPM. Avg. Wellhead Rate:25.24 BPM. Avg.
Slurry Rate:13.42 BPM. Avg. CO2 Rate:10.69 BPM. Avg.
Pressure:3,963 PSI. Max. Wellhead Rate: 26.46 BPM. Max. Slurry
Rate: 14.47 BPM. Max. CO2 Rate: 12.49 BPM. Max. Pressure:
6,137 PSI. Total Fluid Pumped:23,166 gAL. Total sand in
Formation: 60,400 lb.(20/40 White Sand) CO2 Downhole: 83 tons.
CO2 Cooldown: 8 tons. ISIP: 2,596 PSI. Frac Gradient: 1.03 psilft.
Successfully flushed wellbore with 50Q foam 20 bbi overt flush . no
fluid cap.

6:30 PM Flow back stages 1-10 through Ensign flow equip.2300 psi on 18 ck.
tostart flow.

11:59 PM Flow stages 1-10
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REGULATORY COMPLETION SUMMARY
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 7/1/2008 Report #: 15

AFE #: 14575D

Summary : SICP: 1100. BWWC perf stage 7. Frac End Time Description
#7. El stage 8 & Frac. EL stage 9. Frac
#9. EL stage 10. Frac #10. Flow back 5:30 AM SICP: 1100
stages 1-10 6:00 AM BWWC rig down crane. spot crane rig up.

7:30 AM BWWC. PU 10 ft perf guns. RIH correlate to short jt. run to perf
depth check depth to casing collar. Perforate North Horn stage 7 @
5646-5656, 3JSPF, 120 phasing, 29 gram charges, .370 holes.
POOH turn well over to frac.

8:00 AM Safety Meeting: frac, wire line, pressure test
8:30 AM Pressure test . CO2 ground valve leaking. Change out.
9:30 AM HES frac stage 7 North Horn 60Q foam frac. Load & Break @3,693

PSI @ 14.7 BPM. Avg. Wellhead Rate: 28.93 BPM. Avg. Slurry
Rate:13.25 BPM. Avg. Co2 Rate:14.37 BPM. Avg. Pressure:4,051
BPM. Max. Wellhead Rate:34.51 BPM. Max. Slurry Rate:17.76
BPM. Max. CO2 Rate:24 BPM. Max. Pressure:4,525 PSI.Total Fluid
Pumped: 26,484 Gal. Total Sand in Formation: 105,627 Lbs. (20/40
White Sand) CO2 Downhole: 132 tons. CO2 Cooldown:10 tons.
ISIP:3,001 PSI. Frac Gradient: 0.97 psilft. Successfully flushed
wellbore with 50W foam 50 bbl over flush with 500 gal. fluid cap.

10:30 AM BWWC EL stage 8 North Horn. PU HES CFP with 5 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @ 5570 ft. PU
perforate @5473-5478, 3 JSPF, 120 phasing, 23 gram charges,
.370 holes. POOH turnwell over to frac. Sand in tools.

12:30 PM HES frac stage 8 North Horn 60Q foam frac. Load & Break @3,698
PSI @ 15.19 BPM. rate was wrong on truckkick out. over pressured
wellbore.Cross flow sand in perfs. flowed well for 10 mins. Avg.
Wellhead Rate: 18.96 BPM. Avg. Slurry Rate: 8.96 BPM. Avg. CO2
Rate:9.07 BPM. Avg. Pressure: 3,768 PSI. Max. Wellhead Rate:
27.44 BPM. Max. Slurry Rate: 15.33 BPM. Max. Co2 Rate: 19
BPM. Max. Pressure: 7,431 PSL Total Fluid Pumped: 20,661 Gal.
Total Sand in Formation: 71,000 lbs. (20/40 White Sand) CO2
Downhole: 100 tons. CO2 Cooldown: 14 tons. ISIP: 3,154 PSI. Frac
Gradient: 1.01 psilft. Had to shut down due to CO2 leak at wellhead.
Cooldown scond time. Wellhead was over flushed 5

2:30 PM BWWCEL stage 9 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP 5080 ft. PU
perforate @5002 to 5012, 3 JSPF, 120 phasing, .370 Phasing, 29
gram charge. POOH turnwell over to frac. Sanmd in tools
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REGULATORY COMPLETION SUMMARY #
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

OpsDate:7/2/2008 Report#: 16

AFE #: 14575D

Summary : Flowstages 1-10, Si, El stage 11, Frac End Time Description
#11. El stage 12. Frac#12. RDMO Frac
And EL. Flow back stages 1-12. Clean 4:00 AM Flow stages 1-10 FCP: 805 on 38/64 ck. recovered 755 bbl in 10
up for sales. hours avg. of 75.5 BPH. CO2 high.

6:00 AM Shut in for EL work
7:15 AM BWWC El stage 11 M. Wasatch . PU HES CFP with 16 ft. perf

guns. RlH correlate to short jt. run to perf depth set CFP @4250 ft.
PU perforate @4164-4170 & 4126-4136, 3JSPF, 120 phasing, 29
gram charges, .370" holes. POOH turnwell over to frac.

7:15 AM Safety Meeting. Frac, El. Moving equip.
8:30 AM HES Frac stage 11 Middle Wasatch 50Q foam frac. Load & Break

@3,465PSI @ 15BPM. Avg. Wellhead Rate:29.93 BPM. Avgh.
SlurryRate: 16.01 BPM. Avg. CO2 Rate: 12.61 BPM. Avg.
Pressure: 3,710 PSI. Max. Wellhead Rate: 31.53 BPM. Max. Slurry
Rate: 19.07 BPM. Max. Co2 Rate: 14.55 BPM. Max. Pressure:
4,043 PSI. Total Fluid Pumped: 39,637 Gal. Total Sand in
Formation: 108,100 lb.(20/40 White Sand) CO2 Downhole: 139
tons. Co2 Cooldown:10 tons. ISIP:3,225 PSI. Frac Gradient: 1.21
psilft. Successfully flushed wellbore with 50Q foam 50 bbi over flush
with 500 gal. fluid cap.

9:30 AM BWWC EL Stage 12 Wasatch. PU HES CFP with 20 ft perf guns.
RIH correlate to short jt. run to setting depth set CFP @4000 ft. PU
Perforate @ 3914-3934 ft. 3 JSPF, 120 phasing, 29 gram charges,
.370 holes. POOH turn well to frac.

10:30 AM HES Frac stage 12 Wasatch 50Q foam frac. Load & Break @3,775
PSI @ 15 BPM. Avg. Wellhead Rate: 30.2 BPM. Avg. Slurry Rate:
16.16 BPM. Avg. CO2 Rate: 12.62 BPM. Avg. Pressure: 3,275 PSI.
Max. Wellhead Rate: 34.12 BPM. Max. Slurry Rate: 17.37 BPM.
Max. Co2 Rate: 17.65 BPM. Max. Pressure: 3,511 PSI. Total Fluid
Pumped: 27,689 Gal. Total Sand in Formation: 77,500 lb. (20/40
White Sand) CO2 Downhole: 93 tons. Co2 Cooldown: 6 tons. ISIP;
2,635 PSI. Frac Gradient: 1.11 psilft, Successfully flushed wellbore
with 50Q foam to top perfs.

1:00 PM Shut in rig off well head with frac and EL.

11:59 PM Flow back stages 1-12 through Ensign flow equipment. clean up for
sales.
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CONFIDENTIAL

FORM APPROVEDForm 3160-5 UNITED STATES OMB No. 1004-0137(August 2007)
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT 5. Lease ial R
UTU-73 gSUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to dri/I or to re-enter an N/A
abandoned we/I. Use Form 3160-3 (APD) for such proposals.

SUBNIITIN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear / UTU 791871. Type of Well

8. Well Name and No.Oil Well Gas Well O Other Prickly Pear Unit Federal 16-18D-12-15
2. Name of Overator 9. API Well No.Bill Barrett Corporation 43-007-31312
3a. Address 3b. Phone No. (mclude area code) 10. Field and Pool or Exploratory Area10e99m18thStr8eet,Suite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde
4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) 11. Country or Parish, StateSWSW, 498' FSL, 226' FWL
Sec. 17, T12S-Ri5E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent C Acidize Deepen Production (Statt/Resume) WaterShut-Off

O Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other First Sales

O Change Plans Plug and Abandon Temporarily Abandon
Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.Attach the Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reports must be filed within 30 daysfollowing completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed oncetesting has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator hasdetermined that the site is ready for final inspection.)

This sundy is being submitted as notification that first sales occurred on 7/5/08.

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 07/07/2008

THIS S CE FOR FEDERAL OR STATE OFFICE USE
Approved by

Ï'itle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully t p t or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction. ;
(Instructions on page 2)

JUL1O2008
DIV.0FOIL,GAS&



ffallang
CONFIDENTIAL

Forrn 3160-5 UNITED STATES FORM APPROVED
(August2007) DEPARTMENT OF THE INTERIOR

M 1004-0137

BUREAU OF LAND MANAGEMENT 5. Lea Serial o.
UTU-

SUNDRY NOTICES AND REPORTS ON W 14 i MW If Indian, Allotte$or Tri eName
Do not use this form for proposals to dri/I or to r an N/A

abandoned welL Use Form 3160-3 (APD)for such proposals.
SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. lf Unit of CA/Agreement, Name and/or No.

Prioltly Pcar / UTU 701871. Type of Well

Oil Well Gas Well Other r I
Pae

n
tNF

deral 16-18D-12-15
2. Name of Overator 9. API Well No.Bill Barrett Corporation 43-007-31312
3a. Address . 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1DOe9n98thœStr8e0et,S2uite2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) 11. Country or Parish, StateSWSW, 498' FSL, 226' FWL
Sec. 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off
Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report
Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly Completion Activity from 7/30/08 through 7/10/08 (Report #'s 17 - 20).

RECEIVED
JUL14 2008

DIV.0FOlL,GAS&MINING

14. I herebycertify that the foregoingis true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/RegulatoryAnalyst

Signature Date 07/10/2008

THIS SPNCE FOR FEDERAL OR STATE OFFICE USE
Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United Statesany false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Instructions on page



REGULATORY COMPLETION SUMMARY #
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M

.
43-007-31312

Ops Date : 7/3/2008 Report #: 17

AFE #: 14575D

Summary : Flow stages 1-12
End Time Description
6:00 AM Flow stages 1-12 FCP: 745 psi on 48 ck. recovered 316 bbis in 12

hours
11:59 PM flow stages 1-12
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REGULATORY COMPLETION SUMMARY
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date: 7/6/2008 Report #: 20

AFE #: 14575D

Summary : Flow stages 1-12. Put casing to sales @ End Time Description4:30 PM @1MMCFD. CO2 15%
6:00 AM Flow stages 1-12
4:30 PM flow stages 1-12 CO2 15%. Rig casing to sales and sand trap.
11:59 PM Put casing to sales 1 MMCFD

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 7/5/2008 Report #: 19

AFE #: 14575D

Summary : Flow stages 1-12
End Time Description

. 6:00 AM Flow stages 1-12 FCP: 390 on 1" ck. recovered 243 bbis in 24
hours. avg. of 10.12 BPH CO2 16%. Gas rate: 1.446 MMCFD.

6:00 AM Flow back stages 1-12.

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 7/4/2008 Report #: 18

AFE #: 14575D

Summary : Flow back stages 1-12 End Time Description
6:00 AM Flow stagews 1-12 FCP: 375 on 1-/2" open flow line ti test unit.

2.25" oriffice recovered 191 bbls in 24. 12 hours gas rate 2.309
MMCFD CO2: 35%

11:59 PM flowstages 1-12
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DEPARTMENT
OFnTA

WTERIOR o'o ~

BUREAU OF LAND MANAGEMENT 5 L s 11

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE -- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

Prickly Pear / UTU 79187
1. Type of Well

Oil Well Gas Well O Other Ñr i
Pae

n
tNF

deral 16-18D-12-15

2. Name of Overator 9. API Well No.
Bill Barrett Corporation 43-007-31312

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e99eißth Str8eet, Suite 23oo 303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M., or Survey Description) 11. Country or Parish, State
SWSW, 498' FSL, 226' FWL
Sec. 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent
Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

No weekly completion activity from 7/11/08 through 7/17/08. No further reports to be submitted until completion activities resume.

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 07/17/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departn f eti ed States any false,

fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page 2) JULi 8 Efd
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COMPIDENTIN

Form 3160-5 . UNITED STATES O No
(August2007) .DEPARTMENT OF THE INTERIOR x s to

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73668

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Îribe Name

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBNIITIN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Narne and/or No.
Prickly Pear / UTU 79187

1. Type of Well

O Oil Well GasWell Other r
Nae ann tNF

deral 16-18D-12-15

2. Name of Ooerator 9. API Well No.
BillBarrett Corporation 43-007-31312

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300
Denver, CO 80202 303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
SWSW, 498' FSL, 226' FWL
Sec. 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION .

Notice of Intent
Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well lntegrity

Casing Repair New Construction Recomplete Other Weekly Activity
Subsequent Report

Change Plans Plug and Abandon Temporarily Abandon Report

Final AbandonmentNotice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days

following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Fínal Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

No weekly completion activity from 7/18/08 through 7/24/08.

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang ½ /A funn Title Environmental/Regulatory Analyst

Signatu Date 07/24/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certi y ECE1VED
that the applicant holds legal or equitable title to those rights in the subject lease which would Offïce i I

entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section1212, make it a crime for any person knowingly and willfully to make to any departmenfor ageO te any false

fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page 2) DIV.0FOlL,GAS&



"A"|DENTIAL
Form 3160-5 UNITED STATES /

M l
O D7

(August 2007) DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5, Lease Serial No.

UTU-73668
SUNDRY NOTICESAND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A
abandoned well. Use Forrn 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructíons on page 2. 7. If Unit of CA/Agreement, Narne and/or No.
Prickly Pear / UTU-79487

1. Type of Well

Oil Well Gas Well Other 8Pr Pae
n

tNF
deral 16-18D-12-15

2. Name ofOverator 9. API Well No.Bill Barrett Corporation 43-007-31312
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e99m18thStreet, Suite 2300

303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M., or SurveyDescription) 1l. Country or Parish, State
SWSW, 498' FSL, 226' FWL
Sec. 17, T12S-Ri5E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations, if the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly completion activity report from 7/25/08 through 7/31/08 (report #22). No further reports until completions resume to land tubing.

RECEIVED
JUL3O2008

DIV.OFOlL,GAS&MINING
14. I hereby certify that the foregoing is true and correct.

Name (Printed/Typed)
Tracey Fallang Title Environmental/Regulatory Analyst

Signature ' Date 07/31/2008

THIS SP E FOR FEDERAL OR STATE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Instructions on page



REGULATORY COMPLETION SUMMARY «
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 7/25/2008 Report #: 22

AFE # : 14575D

Summary : Production. Safety meeting. PU 3-7/8
drag bit. Motor , Motor head. test lub. RIH

End Time Description

drill CFPs with water and N2. clean rat 7:00 AM Production
hole . POOH with coil and BHA 7:15 AM Safety Meeting. Coil tbg. drilling plugs

8:00 AM PU 3-7/8" drag bit. down hole motor. motor head,
9:00 AM test coil and tools. 3,500 test motor head. pull test coil to 20,000 s
10:30 AM RIH with BHA pumping water and N2
11:00 AM trip in hole tag at 4000 ft.
3:30 PM drill CFB #11 drill CFP 10. drill CFP #9, drill CFP #8, drill CFP##7,

DrillCFP#6. DrillCFP# 5. Drill CFP #4. DrillCFP # 3. DrillCFP #2.
#1 CFP was drilled out with coil when fishing job for EL tools.TIH
clean out to PBTD @7240 FT.

6:30 PM POOH with coil blow well dry pulling out of hole. N2 pumped 360
sof

6:30 PM SDFN

Report by Decision Dynamics Technology Ltd Welicore Version 4.3.12 July 31, 2008 Page



tfallang
CONFIDENTIAL

Form 3160-5 FORM APPROVED
(August 2007) OMB No. 1004-0137

DEPART T R Expires: July 31, 2010
BUREAU GEM T 5. Lease Serial No.

UTU-73668
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this forrn for proposals to dri/I or to re-enter an N/A
abandoned well. Use Forrn 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE -- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well
Prickly Pear! UTU 79187

Oil Well Gas Well O Other Ñr
NPae

n
tNF

deral 16-18D-12-15
2. Name of Operator 9. API Well No.
BillBarrett Corporation 43-007-31312

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
10e99m18thStre0et,Suite 2300 303-312-8134 Undesignated/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) 11. Countiy or Parish, State
SWSW, 498' FSL, 226' FWL
Sec. 17 T12S-Rí5E Carbon County, UT

12. CHECK THE APPROPRJATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Weekly completion activity report from 8/1/08 through 8/7/08 report #23 - 25

RECEIVED

AUS25 2008

DIV.0FOIL,GAS&MlNING

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signat Date 08/18/2008

IS SPACE7FOR FED L OR STATE OFFICE USE
Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



REGULATORY COMPLETION SUMMARY «
WELLCORE

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 8/7/2008 Report #: 25

AFE #: 14575D

Summary : Killwell, ND Frac tree, NU BOP, Pick up .

2 3/8" TBG. Land tbg. ND BOP NU Prod. End Time Descnption
tree. Pump DISC out. Rig down 6:30 AM Well on production

7:00 AM Saftey Meeting. ND/NU, Picking up tbg
7:30 AM Perpair well to ND/NU
10:30 AM PU, 116 jts 2 3/8" tbg EOT 3817'
1:30 PM Land tbg on hanger
2:00 PM ND BOP / NU Production Tree
2:30 PM Pump DISC out of tbg
4:30 PM Rig Down
5:00 PM Trun well to production
11:59 PM Production

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 8/6/2008 Report #: 24

AFE #: 14575D

Summary : Move Rig & Equip. from Vernal, Ut. to loc. End Time DescriptionRig up.
7:00 AM Well on production
2:00 PM Move M&MRig #1 from Vernal, UT. to Loc
6:00 PM Spot Rig & Equip. in. Rig up
6:30 PM Shut down for day
11:59 PM SI

Well Name : Prickly Pear Fed. #16-18D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-18-12S-15E-W26M 43-007-31312

Ops Date : 8/5/2008 Report # : 23

AFE #: 14575D

Summary : Move M&MWell Service Rig #1 from Ertd Time DescriptionRiverton, Wy. to Vernal, UT.
Enter the description here

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.12 August 18, 2008 Page



Form 3160-4
(August 2007)

UNITED STATES CONFIDENTIAL
DEPARTMENT OF THE INTERIOR RO

7
BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND 5. Leese Serial No.
UTU-73668

la. Typeof Well UOil Well GasWell Dry Ú Other 6. If Indian,Allotteeor TribeName
b. Type of Completion: G New Well Work Over Deepen Plug Back O Diff. Resvr., N/A

7. Unit or CA Agreement Name and No.Other: Prickly Pear / UTU-79487
2. Name of Operator 8. Lease Name and WellNo.
BillBarrett Corporation . Prickly Pear Unit Federal 16-18D-12-15
3. AddreSS 1099 18th Street, Suite 2300 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-31312
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Undesignated / Wasatch-Mesaverde
At surface SWSW, 498' FSL,226' FWL Sec. 17 11. Sec., T., R., M., on Block and

Survey or Area
Sec. 17, T12S-Ri5E

At top prod. interval reported below SESE, , 615' FSL, 454' FEL Sec. 18 12. County or Parish 13. State

At totaldepth SESE, 746' FSL, 677' FEL Sec. 18 Carbon County UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 08/06/2008 17. Elevations (DF, RKB, RT, GL)*
11/17/2007 04/23/2008 D & A Ready to Prod. 7459' GL
18. Total Depth: MD 7357' 19. Plug Back T.D.: MD 7302' 20. Depth Bridge Plug Set: MD N/A

TVD 7226 TVD 7171' TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? O No O Yes (Submit analysis)

Triple Combo, CCL/CBL/GR, Mud Log WasDSTrun? ONo O Yes (Submitreport)
Directional Survey? No O Yes (Submit copy)

23. Casing end Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) UD Me N oo
C ment Cement Top* Amount Pulled

20" 16" H40 65# 0 40' grout cement Surface
12 1/4" 9 5/8" J-55 36# 0 1028' 400 Type 5 59 bbls Surface

8 3/4" & 4 1/2" I-100 11.6# 0 7346' 1590 50/50 Poz 298 bbis 1030'
7 7/8"

24. Tubing lecord
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2-3/8" 3817'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch (incl North Horn) 3914' 6764' 3914' - 3934' 0.37" 60 Open
B) Mesa Verde 6834' 7140' 4126 - 4170' 0.37" 30 Open
C) 4395' - 4415' 0.37" 60 Open
D) 5002' - 5012' 0.37" 30 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

DepthInterval Amount and Type of Material

3_914'- 3934' Stage 12: 70% CO2 foam frac: 198 tonsCO2; 3047 bbis totalfluid; 90,200# 20/40 White sand
4126'- 4170' Stage 11: 70% CO2 foam frac: 139 tonsCO2; 1090 bbis total fluid; 108,100# 20/40 White sand
4395' - 4415' Stage 10: 70% CO2 foam frac: 83 tons CO2; 683 bbis total fluid; 60,400#20/40 White sand
5002' - 5012' Stage 9: 70% CO2 foam frac: 69 tons CO2, 441 bbis totalfluid, 50,800#20/40 White sand
28. Product on - Interval A ggeMVED
Date First fest Date Hours fest Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity Flowing SEPO8 2008
7/5/08 7/9/08 24 15.03 1156 116
Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio Producing gg OFÛi Û
30/64"

SO
350

28a. Production - Interval B
ÖateFirst Test Date Hours Test Dil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BßL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil WellStatus
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

*(See instructionsand spaces for additional data on page



28b. Production - Interval C
Date First fest Date Bours Test Oil Gas Water Oil Gravity Gas duction Method
Produced rested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil WellStatus
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Oil Gas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, used forfuel,vented, etc.)
Sold

30. Summary of Porous Zones (IncludeAquifers): 131. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervalsand all drill-stem tests,
including depth interval tested,cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas.Depth

Wasatch 2005'
North Hom 4794'

Dark Canyon 6566'
Price River 6778'

TD 7357'

32. Additional remarks (include plugging procet ure):
¯¯¯¯¯

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 5399". Tubing will be re-landed in thiswellat a later date. A revised report will be submittedat that tirne.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full setreq'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification Core Analysis O Other:

34. I herebycertify that the foregoingand attached informationis complete and correct as determined fromall available records (see attached instructions)*

Name (please print) Tr ey Fallang Title Environmental/Regulatory Analyst

Signature Date 09/04/2008

Title 18 U.S.C. Section1001 and Title 43 U.S.C. Section1212, make it a crime for any person knowinglyand willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continued on page 3) (Form 3160-4, page



Directional Surveys
Location Information
Business Unit Phase/Area Surface Location
Operations West Tavaputs SWSW-17-12S-15E-W26M
Project WellName MainHole
Uinta Prickly Pear Fed. #16-18D-12-15

Bottom Hole Information Survey Section Details

UWI API / License # Section KOP KOP Date TMD TVD TD Date
(ft) i (ft) (ft)SESE-18-12S-15E-W26M 43-007-31312

Main 1150.00 4/17/2008 1150.00 1150.00

Survey Information

Survey Company Directionof MagneticDec.
Vertical Section (°) Correction(°)

WEATHERFORD 280.86 11.78

Details Corrected

Extrap. Depth MD Inclination Azimuth TVD Sub Sea Northings N/S Eastings E/W VerticalSection DogLeg

1101.00 0.19 206.20 1101.00 -1084.00 1.64 S 0.81 W 0.48 0.02
1198.00 8.06 273.78 1197.93 -1180.93 1.61 S 3.46 W 3.09 3.09
1294.00 5.06 298.66 1293.67 -1276.67 0.59 N 9.73 W 9.67 2.73
1390.00 7.50 297.91 1389.07 -1372.07 5.55 N 18.98 W 19.69 2.54
1486.00 10.25 292.53 1483.90 -1466.90 11.76 N 32.41 W 34.04 2.99
1583.00 12.94 282.66 1578.89 -1561.89 17.44 N 50.98 W 53.35 3.44
1679.00 15.38 280.28 1671.95 -1654.95 22.07 N 73.99 W 76.82 2.61
1775.00 18.00 281.28 1763.89 -1746.89 27.24 N 101.06 W 104.39 2.75
1871.00 18.13 280.53 1855.15 -1838.15 32.88 N 130.29 W 134.16 0.28
1968.00 17.63 279.66 1947.47 -1930.47 38.10 N 159.61 W 163.93 0.58
2063.00 16.94 278.16 2038.18 -2021.18 42.48 N 187.50 W 192.14 0.86
2160.00 17.44 278.88 2130.84 -2113.84 46.73 N 215.85 W 220.78 0.56
2257.00 16.44 278.16 2223.63 -2206,63 50.92 N 243.79 W 249.02 1.05
2352.00 17.13 281.16 2314.58 -2297.58 55.53 N 270.83 W 276.44 1.17
2449.00 17.25 283.66 2407.25 -2390.25 61.70 N 298.82 W 305.09
2545.00 18.88 282.90 2498.51 -2481.51 68.52 N 327.79 W 334.83 1.72
2641,00 18.19 282.28 2589.52 -2572.52 75.18 N 357.57 W 365.33 0.75
2737.00 16.88 281.16 2681.06 -2664.06 81.06 N 385.89 W 394.25 1.41
2833.00 17.06 279.28 2772.88 -2755.88 86.03 N 413.46 W 422.26 0.60
2929.00 16.81 275.41 2864.71 -2847.71 89.61 N 441.18 W 450.16 1.20
3025.00 17.69 274.91 2956.39 -2939.39 92.17 N 469.53 W 478.48 0.93
3121.00 16.13 282.91 3048.23 -3031.23 96.40 N 497.06 W 506.32 2.91
3217.00 19.88 273.28 3139.48 -3122.48 100.31 N 526.35 W 535.82 4.98
3314.00 19.06 271.66 3230.94 -3213.94 101.71 N 558.65 W 567.81 1.01
3410.00 18.31 273.53 3321.87 -3304.87 103.10 N 589.37 W 598.24
3506.00 18.38 276.65 3412.99 -3395.99 105.78 N 619.45 W 628.29 1.03
3602.00 18.50 281.03 3504.07 -3487.07 110.44 N 649.43 W 658.61 1.45
3698.00 19.19 284.53 3594.92 -3577.92 117.32 N 679.66 W 689.59 1.38
3794.00 18.75 283.41 3685.70 -3668.70, 124.85 N 709.94 W 720.75 0.59
3890.00 18.63 282.53 3776.64 -3759.64 131.76 N 739.92 W 751.49 0.32
3986.00 16.06 282.03 3868.25 -3851.25 137.85 N 767.87 W 780.09
4082.00 13.63 285.28 3961.03 -3944.03 143.60 N 791.77 W 804.65 2.67
4177.00 12.75 282.53 4053.52 -4036.52 148.82 N 812.80 W 826.28 1.14
4273.00 11.13 279.78 4147.43 -4130.43 152.70 N 832.27 W 846.14 1.79
4369.00 8.75 278.78 4241.97 -4224.97 155.38 848.62 W 862.70 2.49
4465.00 7.56 279.03 4336.99 -4319.99 157.49 N 862.07 W 876.31 1.24
4561.00 5.63 288.91 4432.35 -4415.35 160.01 N 872.77 W 887.28 2.33
4657.00 4.50 300.28 4527.97 -4510.97 163.43 Ñ 880.47 W 895.50 1.57
4800.00 1.00 310.00 4670,73 -4653.73 167.06 N 886.27 W 901.88 2.46
4944.00 2.81 321.53 4814.64 -4797.64 170.63 N . 889.43 W 905.65 1.28
5040.00 2.63 325.78 4910.53 -4893.53 174.30 N 892.13 W 909.00 0.28
5136.00 2.00 323.90 5006.45 -4989.45 177.47 N 894.36 W 911.78 0.66
5230.00 1.56 341.53 5100.40 -5083.40 180.01 Ñ 895.73 W 913.61 0.74
5236.00 2.00 340.28 6À0 -5089.40 180.19 N 895.79 W 913.70 7.37
5422.00 2.13 | 346.66 5292.28 -5275.28 186.61 N 897.69 W 916.77 0.14leport by Decision Dynamics Technology Ltd. Welicore Version 4.3.12 September 04, 2008 12:47:14 Pat;



Dir ctional Surveys
Location Information
Business Unit Phase/Area Surface Location
Operations West Tavaputs SWSW-17-12S-15E-W26M

i Project Well Name Main Hole
Uinta PricklyPear Fed. #16-18D-12-15

Extrap. Depth MD Inclination Azimuth TVD Sub Sea | Northings N/S Eastings E/W VerticalSection Dog Leg(ft) (°) (°) (ft) (ft) (ft) (ft) (ft)
5518.00 1.94 345.16 5388.22 -5371.22 89.91 N 898.51 W 918.20 0.21
5614.00 1.81 346.53 5484.17 -5467.17 192,96 N 899.28 W 919.53 0.14
5710.00 1.81 356.28 5580.12 -5563.12 195.95 N 899.73 W 920.54 0.32
5760.00 1.81 356.28 5630.09 -5613.09 197.52 N 899.84 W 920.94 0.00
7357.00 1.81 357.00 7226.30 -7209.30 247.88 N 902.79 W 933.33 0.00

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.12 September 04, 2008 12:47:15 Page



RECEIVED: May. 14, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-73668 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PRICKLY PEAR 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 16-18D-12-15 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 NINE MILE CANYON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0498 FSL 0226 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 17 Township: 12.0S Range: 15.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /3 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Gas Lift Installation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Bill Barrett Corporation requests permission to install gas lift on this
well. Injection gas will be metered with an orifice meter in accordance

with 43 CFR 3162.7-3. Installation procedures are attached. Please
contact Brian Hilgers at 303-312-8183 with questions.

NAME (PLEASE PRINT) PHONE NUMBER 
 Tracey Fallang 303 312-8134

TITLE
 Regulatory Manager

SIGNATURE
 N/A

DATE
 5 /14 /2012

May 24, 2012

Sundry Number: 25644 API Well Number: 43007313120000Sundry Number: 25644 API Well Number: 43007313120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-73668

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. PRICKLYPEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 16-18D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43007313120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext NINE MILE CANYON

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0498 FSL 0226 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 17 Township: 12.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/3/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Gas Lift Installation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Bill Barrett Corporation requests permission to install gas lift on this Accepted by the
well. Injection gas will be metered with an orifice meter in accordance utah Division of

with 43 CFR 3162.7-3. Installation procedures are attached. Please oil, Gas and Mining

contact Brian Hilgers at 303-312-8183 with questions. Date: May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Manager

SIGNATURE DATE
N/A 5/14/2012

RECEIVED: May. 14,



RECEIVED: May. 14, 2012

WORKOVER PROCEDURE 

Prickly Pear 16‐18D‐12‐15 

1. MIRU 

2. Unseat tbg.  TOOH with tubing.  Tally tbg on way out of hole.   

3. TIH as follows:  1 jt 2 3/8”, XN Profile Nipple, and tubing to surface.  Land EOT @ +/‐ 6172.2’. 

4. RD and MO.  Return well to production on tbg flow. 

 

Sundry Number: 25644 API Well Number: 43007313120000Sundry Number: 25644 API Well Number: 43007313120000

WORKOVER PROCEDURE

Prickly Pear 16-18D-12-15

1. MIRU

2. Unseat tbg. TOOH with tubing. Tally tbg on way out of hole.

3. TlH as follows: 1 jt 2 3/8", XN Profile Nipple, and tubing to surface. Land EOT @ +/-6172.2'.

4. RD and MO. Return well to production on tbg flow.

RECEIVED: May. 14,



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old Operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Prickly Pear
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number B008371
3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Prickly Pear Unitxls



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal Federal GW APD
PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal Federal GW APD
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal Federal GW APD
PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 7 120S 150E 4300750094 Federal Federal GW APD
PRICKLY PEAR U FED l1-7D-12-15 7 120S 150E 4300750095 Federal Federal GW APD
PRICKLY PEAR U FED 13-7D-12-15 7 120S 150E 4300750096 Federal Federal GW APD
PRICKLY PEAR U FED 14-7D-12-15 7 120S 150E 4300750097 Federal Federal GW APD
PRICKLYPEARUF ll-8D-12-15 8 120S 150E 4300750124 Federal Federal GW APD
PRICKLY PEARUF 12-8D-12-15 8 120S 150E 4300750125 Federal Federal GW APD
PRICKLY PEAR UF 13-8D-12-15 8 120S 150E 4300750126 Federal Federal GW APD
PRICKLY PEARUF 14-8D-12-15 8 120S 150E 4300750127 Federal Federal GW APD
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal Federal GW APD
PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal Federal GW APD
PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal Federal GW APD
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal Federal GW APD
PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal Federal GW APD
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal Federal GW APD
PRICKLY PEAR UF l6-21D-12-15 21 120S 150E 4300750134 Federal Federal GW APD
PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal Federal GW APD
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal Federal GW APD
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal Federal GW APD
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal Federal GW APD
PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal Federal GW APD
PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal Federal GW APD
PRICKLY PEAR UF l0A-22D-12-15 22 120S l50E 4300750165 Federal Federal GW APD
PRICKLY PEARUF llA-22D-12-15 22 120S 150E 4300750166 Federal Federal GW APD
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal Federal GW APD
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal Federal GW APD
PRICKLY PEAR UF l5A-22D-12-15 22 120S l50E 4300750169 Federal Federal GW APD
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal Federal GW APD
PRICKLYPEARUF15A-15D-12-15 15 120S 150E 4300750180 Federal Federal GW APD
PRICKLYPEARUF llB-15D-12-15 15 120S 150E 4300750181 Federal Federal GW APD
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal Federal GW APD
PRICKLY PEAR UF 3A-18D-12-15 7 120S 150E 4300750185 Federal Federal GW APD
PRICKLY PEAR UF 4A-18D-12-15 7 120S 150E 4300750186 Federal Federal GW APD
PRICKLY PEARUF llA-7D-12-15 7 120S 150E 4300750187 Federal Federal GW APD
PRICKLY PEAR UF 2-18D-12-15 7 120S 150E 4300750188 Federal Federal GW APD
PRICKLY PEAR UF 12A-7D-12-15 7 120S 150E 4300750189 Federal Federal GW APD
PRICKLY PEAR UF 13A-7D-12-15 7 120S 150E 4300750190 Federal Federal GW APD
PRICKLY PEAR UF l4A-7D-12-15 7 120S 150E 4300750191 Federal Federal GW APD
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal Federal GW APD
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal Federal GW APD
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal Federal GW APD
PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal Federal GW APD
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal Federal GW APD
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal Federal GW APD
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal Federal GW APD
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal Federal GW APD
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal Federal GW APD
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal Federal GW APD
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal Federal GW APD
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal Federal GW APD
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal Federal GW APD
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal Federal GW APD
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal Federal GW APD





BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal Federal GW APD
PRICKLYPEARUFll-10D-12-15 10120Sl50E00750300 Federal Federal GWAPD
PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal Federal GW APD
PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal Federal GW APD
PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal Federal GW APD
PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal Federal GW APD
PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal Federal GW APD
PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal Federal GW APD
PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal Federal GW APD
PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal Federal GW APD
PRICKLY PEAR UF 3-7D-12-15 7 120S 150E 4300750309 Federal Federal GW APD
PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal Federal GW APD
PRICKLY PEAR UF 6-7D-12-15 7 120S 150E 4300750311 Federal Federal GW APD
PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal Federal GW APD
PRICKLY PEAR UF 6A-7D-12-15 7 120S 150E 4300750313 Federal Federal GW APD
PRICKLY PEAR UF 7A-7D-12-15 7 120S 150E 4300750314 Federal Federal GW APD
PRICKLY PEAR UF 8A-7D-12-15 7 120S 150E 4300750315 Federal Federal GW APD
PRICKLY PEAR UF 6X-17D-12-15 17 120S l50E 4300750316 Federal Federal GW APD
PRICKLYPEARUFllA-17D-12-15 17120Sl50E4300750317 Federal Federal GWAPD
PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal Federal GW APD
PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal Federal GW APD
PRICKLY PEAR UF 1-7D-12-15 7 120S 150E 4300750320 Federal Federal GW APD
PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal Federal GW APD
PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal Federal GW APD
PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal Federal GW APD
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal Federal GW APD
PRICKLY PEAR UF 2-7D-12-15 7 120S 150E 4300750325 Federal Federal GW APD
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal Federal GW APD
PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal Federal GW APD
PRICKLY PEARUF 15A-20D-12-15 20 120S 150E 4300750328 Federal Federal GW APD
PRICKLY PEAR UF 8-7D-12-15 7 120S 150E 4300750329 Federal Federal GW APD
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal Federal GW APD
PRICKLY PEAR UF 7-7D-12-15 7 120S 150E 4300750331 Federal Federal GW APD
PRICKLY PEAR UF 6-10D-12-15 9 120S 150E 4300750332 Federal Federal GW APD
PRICKLY PEAR UF 5A-10D-12-15 9 120S 150E 4300750333 Federal Federal GW APD
PRICKLY PEAR UF l lA-10D-12-15 9 120S 150E 4300750334 Federal Federal GW APD
PRICKLY PEAR UF 6A-10D-12-15 9 120S 150E 4300750335 Federal Federal GW APD
PRICKLY PEAR UF 5-10D-12-15 9 120S 150E 4300750336 Federal Federal GW APD
PRICKLY PEAR UF 12A-10D-12-15 9 120S 150E 4300750338 Federal Federal GW APD
PRICKLY PEAR UF 3-10D-12-15 9 120S 150E 4300750339 Federal Federal GW APD
PRICKLY PEAR UF 4-10D-12-15 9 120S 1505 4300750340 Federal Federal GW APD
PRICKLY PEAR UF 8-9D-12-15 9 120S 150E 4300750341 Federal Federal GW APD
PRICKLY PEAR UF 8A-9D-12-15 9 120S 150E 4300750342 Federal Federal GW APD
PRICKLY PEAR UF 7A-9D-12-15 9 120S 150E 4300750343 Federal Federal GW APD
PRICKLY PEAR UF 7-9D-12-15 9 120S 150E 4300750344 Federal Federal GW APD
PRICKLY PEAR UF 1-9D-12-15 9 120S 1505 4300750345 Federal Federal GW APD
PRICKLY PEAR UF 2-9D-l2-15 9 120S 150E 4300750346 Federal Federal GW APD
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal Federal GW APD
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal Federal GW APD
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal Federal GW OPS
PRICKLY PEAR US lA-16D-12-15 9 120S 150I 4300750192 14794 State Federal GW OPS
PRICKLY PEAR US 2A-16D-12-15 9 120S 150E 4300750193 14794 State Federal GW OPS
PRICKLY PEAR US 2-16D-12-15 9 120S 150E 4300750194 14794 State Federal GW OPS
PRICKLY PEAR UF 9A-9D-12-15 9 120S 150E 4300750196 14794 Federal Federal GW OPS
PRICKLY PEARUF 10-9D-12-15 9 120S 150E 4300750197 14794 Federal Federal GW OPS
PRICKLY PEAR UF 10A-9D-12-15 9 120S 150E 4300750198 14794 Federal Federal GW OPS



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 14-9D-12-15 9 120S 150E 4300750199 14794 Federal Federal GW OPS
PRICKLY PEAR UF 14A-9D-12-15 9 120S 150E 4300750200 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15-9D-12-15 9 120S 150E 4300750201 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15A-9D-12-15 9 120S 150E 4300750203 14794 Federal Federal GW OPS
PRICKLY PEAR UF 16A-9D-12-15 9 120S 150E 4300750204 14794 Federal Federal GW iPS
STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal Federal GW P
PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State State GW P
PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal Federal GW P
PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State State GW P
PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State State GW P
PRICKLY PEAR U ST 7-16 16 120S 1501 4300730945 14794 State State GW P
PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal Federal GW P
PRICKLY PEAR U ST 36-06 36 120S 15¾ 4300731018 14794 State State GW P
PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal Federal GW P
PRICKLY PEAR U FED l5-21-12-15 21 120S 150E 4300731164 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal Federal GW P
PRICKLY PEAR U FED l l-17D-12-15 17 120S 150E 4300731184 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal Federal GW P
PRICKLY PEAR ll-l5D-12-15 22 120S 150E 4300731189 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal Federal GW P
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal Federal GW P
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal Federal GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State State GW P
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-27D-12-15 22 120s W 4300731239 14794 Federal Federal GW P
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State State GW P
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal Federal GW P
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal Federal GW P
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State State GW P
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal Federal GW P
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal Federal GW P
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal Federal GW P
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal Federal GW P
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal Federal GW P
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal Federal GW P
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal Federal GW P
PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal Federal GW P
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal Federal GW P
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal Federal GW P
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal Federal GW P
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal Federal GW P
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal Federal GW P
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal Federal GW P
PPT]FEI3 12-1713-12-15 17 120S 150E 4300731309 14794 Federal Federal GVV P
PPUFED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal Federal GVV P
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal Federal GW P
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal Federal GW P
PP1]FEI3 8-18D-12-15 18 120S 150E 4300731313 14794 Federal Federal GVV P
PPU)FED3-18D-12-15 18 120S 150E 4300731314 14794 Federal Federal GNV P
PP1]FEIJ4-18-12-15 18 120S 150E 4300731315 14794 Federal Federal 139V P
PP1]FEI3 5-18D-12-15 18 120S 150E 4300731316 14794 Federal Federal GVV P
PP1]FEI36-18D-12-15 18 120S 150E 4300731317 14794 Federal Federal GVV P
PPU FED 16-17D-l2-15 17 120S 150E 4300731321 14794 Federal Federal GW P
PP1]ST 15-16D-12-15 16 120S 150E 4300731322 14794 State State GNV P
PPU ST 16-16D-12-15 16 120S Ï50E 4300731323 14794 State State GW P
PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State State GW P
PPIJFEI33-21D-l2-15 21 120S 150E 4300731328 14794 Federal Federal GNV P
PPUFED4-:21D-12-15 21 120S 150E 4300731329 14794 Federal Federal GNV P
PPT]FEI3 13-15D-12-15 22 120S 150E 4300731358 14794 Federal Federal A39V P
PPlJFED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal Federal GNV P
PP1]FEI34-2213-12-15 22 120S 150E 4300731360 14794 Federal Federal GNV P
PPIJFEI) 6-2213-12-15 22 120S 150E 4300731361 14794 Federal Federal GNV P
PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal Federal GW P
PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal Federal GW P
PPU FED 5A-27D-12-15 28 120S 150E 00731364 14794 Federal Federal GW P
PPIJFEI) lAL-2813-12-15 28 120S 150E 4300731368 14794 Federal Federal GNV P
PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal Federal GW P
PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal Federal GW P
PPUFED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal Federal GVV P
PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal Federal GW P
PPT]FEI3 12-22D-12-15 22 120S 150E 4300731398 14794 Federal Federal (39V P
PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal Federal GW P
PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal Federal GW P
PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal Federal GW P
PPUFED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal Federal GNV P
PP1]FEI36-2lD-12-15 21 120S 150E 4300731413 14794 Federal Federal (39V P
PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal Federal GW P
PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal Federal GW P
PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal Federal GW P
PP1]FEI32-20:D-12-15 20 120S 150E 4300731421 14794 Federal Federal (39V P
PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State State GW P
PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State State GW P
PPUST 10A-16D-12-15 16 120S 150E 4300731424 14794 State State GNV P
PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State State GW P
PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal Federal GW P
PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State State GW P
PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State State GW P
PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State State GW P
PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State State GW P
PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State State GW P
PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State State GW P
PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State State GW P
PP1]FED 10-7D-12-15 7 120S 150E 4300731470 14794 Federal Federal GVV P
PPU FED 15-7D-12-15 7 120S 150E 4300731471 14794 Federal Federal GW P
PPIJFEI)9-713-12-15 7 120S 150E 4300731472 14794 Federal Federal GNV P
PPU FED 16-7D-12-15 7 120S 150E 4300731473 14794 Federal Federal GW P
PPUST6A-16D-12-15 16 120S 150E 4300731477 14794 State State GVV P
PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State State GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name See TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State State GW P
PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State State GW P
PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State State _ GW P
PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State State GW P
PPU ST 9A-16D-Ïil5 16 120S 150E 4300731485 14794 State State GW P
PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State State GW P
PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State State _ GW P
PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State State GW P
PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal Federal GW P
PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal Federal GW P
PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-21D-1205 21 120S 150E 4300750057 14794 Federal Federal GW P
PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-8D-12-15 8 120S 150E 4300750059 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-8D-12-15 8 120S 150E 4300750060 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-17D-12-15 8 120S 150E 4300750061 14794 Federal Federal GW P
PRICKLY PEAR U FED lA-17D-12-15 8 120S 150E 4300750062 14794 Federal Federal GW P
PRICKLY PEAR U FED l-22D-12-15 32 120S 150E 4300750076 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300"l50077 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-17D-12- 17 120S 150E 4300750079 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal Federal GW P
PRICKLY PEAPe U FED 4A-17Di2-15 17 120S 150E 4300750082 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-12D-l2-14 12 120S 140E 4300750088 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-12D-T2-14 12 120S 140E 4300750090 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-20D-12-Ì5 20 120S 150E 4300750100 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-20D-l2-15 20 120S 50E 4300750104 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal Federal GW P
PRICKLY PEAR U FED l lA-20Ifl2-15 20 120S 150E 4300750106 14794 Federal Federal GW P
PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal Federal GW P
PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal Federal GW P
PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal Federal GW P
PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal Federal GW P
PRICKLY PEAR UF 16A-8D-12-15 8 120S 150E 4300750140 14794 Federal Federal GW P
PRICKLY PEAR UF 15A-8D-12-15 8 120S 150E 4300750141 14794 Federal Federal GW P
PRICKLY PEAR UF 13A-9D-12-15 8 120S 150E 4300750142 14794 Federal Federal GW P
PRICKLY PEAR UF 13-9D-12-15 8 120S 150E 4300750143 14794 Federal Federal GW P
PRICKLY PEAR UF 12-9D-12-15 8 120S 150E 4300750144 14794 Federal Federal GW P
PRICKLY PEAR UF 10-8D-l2-15 8 120S 150E 4300750145 14794 Federal Federal GW P
PRICKLY PEAR UF 9-8D-12-15 8 120S 150E 4300750146 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-17D-12-15 8 120S 150E 4300750147 14794 Federal Federal GW P
PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-22D-12-15 22 l20S 150E 4300750172 14794 Federal Federal GW P
PRICKLY PEAR UF 6A-22D-l2-15 22 120S 150E 4300750173 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal Federal GW P
PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal Federal GW P
PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal Federal GW P
PRICKLY PEAR UF 9-9D-12-15 9 120S 150E 4300750195 14794 Federal Federal GW P
PRICKLY PEAR UF 16-9D-12-15 9 120S 150E 4300750202 14794 Federal Federal GW P
PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal Federal GW
PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal Federal GW P
PRICKLY PEAR U ST 5-16 16 20S 150E 4300730943 14794 State State GW S
PRICKLY PEAR U FED 7-28D-l2-15 21 120S 150E 4300731165 14794 Federal Federal GW S
PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal Federal GW
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal Federal GW S
PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal Federal GW S
PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 430050087 14794 Federal Federal GW S



STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. 1FINDIAN,ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill newwells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATlON FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER (see attached well list)

2. NAMEOFOPERATOR: 9. APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX ZIP77002 (713) 659-3500
4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

1/1/2014 [ ] CHANGE TO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUC1NGFORMATlONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVEBEEN SOLD TO ENERVEST OPERATING, LLC BY BILL BILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏZM659 NSD004TL e 9224 , STATE/FEE BOND # ÔO23 | )

BILLBARRETT CORPORATION ENERVEST OPERATING, LLC

Age AVA AME (PLEASE PRINT) pung, i ty.)L36z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President- ÒTRECTOR- RE6ULATO
EH&S, Government and Regulatory Affairs L.

NAME(PLEASE PRINT) RONNIE YOUNG TITLE DIRECTOR - REGULATORY

SIGNATURE DATE 12/10/2013

(ThisspaceforStateuseoAPPROVED RECEIVED
JAN28 201g JAN0 7 20M

(5/2000) eeInstructionsonReverseSide) DIV.OF OlL,GAS&



UDOGM CHANGE OF OPERATOR WELLLIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit
JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A
JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A
PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT
HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD
HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-27D-12-IS 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT
PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATOR WELL LIST

PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR

PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF S-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11A-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-9D-lg-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR

HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT

PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR

PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR

SHARPLES 1 GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P

Page



UDOGM CHANGE OF OPERATOR WELL LIST

STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLYPEARLIST2-36-12-15 36 120S 150E 4300731226 15719 State (IY/ P

PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR

PPU FED ll-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR

PPU FED l1-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR

PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR

PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR

PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT

PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT

PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT

PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT

PPIJFED 8-34-12-16 34 120S 160E 4300731279 2470 Federal GVV P PETERS P(3DST

PP ST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State (TY/ P

PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR

PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR

PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR
PPUFED9-17-12-15 17 120S 150E 4300731287 14794 Federed CinT P PRlC3CLYPEAdì

PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR

PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR

PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT

PPUFED 1-18D-12-15 18 120S 150E 4300731294 14794 Federed CPN P PRICSCLYPEAR

PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR

PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR

PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR

PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR

PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR

PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR

PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR

PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR

PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-2lD-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST SA-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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